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Remonumentation of Corners

The followihg field notes are those of the remonumenta-
tion of certain identified corners selected by the U. S.

‘ Forest Service as being located in or controlling the

boundaries of Forest Service lands, situated in the
Ashley National Forest. A Forester's Compass was used tc
determine the bearings of new corner accessories.

The meanmagnetic. declination was found to be as follows:

T. 2 N., R. 19 E., Salt Lake Meridian, 15° 30' E.
" "

T. 2 N., R. 21 E., " 15° 20' E.
T. 2 N., Re 22 E,, " " " 15° 15" E.
T. 3 N., R« 20 E,, " " " 15° 30' E.
T. 3 N., R. 2L E., " " " 15° 20' E.
T. 3 N., R, 22 E., " " " 15° 15' E.

The position of each cornmer was marked by the original
monument’ or determined from corner accessories recorded
in the survey recotrds. ‘ The monumentation was requested
by and accomplished in cooperation with the Forest
Service.

Rempnumentation of Corners in T. 2 N., R. 19 E.

Township 2 North, Range 19 East, Salt Lake Meridian, is
jocated partially within the Ashley National Forest.
This corner was espablished by Andrew Nelson in 1923,

At the cor. of secs. 2, 3, 34 and 35, on the N. bdy. of
the Tp., marked with a limestone, 18x9x6 ins., firmly
set and plainly mkd. with & notches on the W. and 2 on
the E, edge.

At the cor. point

Set an iron post, 30 ins. long, 2% ins. in diam., 24
ins. in the ground and raise a mound of stone, 3% ft.
base, 1% ft. high, to W. Brass cap mkd.,

T3N RI9E

$341835
83|82

T2N R19E
1969

Deposit the original stone alongside the corner.

This cor. is located on N. slope of hill 35 lks.
S. and 60 lks. W. of creek, 10 lks. wide, 1 ft.
deep, that flows S. 70° E., in scattered cedar

growth,

1 - 3

Remonumentation of Corners in T. 2 N., R. 21 E.

GPO 845-1066



Remonumentation of Corners in T. 2 N.. R. 21 E,

CHAINS

Township 2:North, Range 21 East, Salt Lake Meridian, is
located within the Ashley National Forest., The follow-
ing corners were established by S, P. and J.-R.
Stewart in 1906.

At the cor. of secs.” 2, 3, 34 and 35, on the N, bdy. of
the Tp., marked with a sandstone, 18x10x5 ins., firmly
set and plainly mkd. with 4 notches onthe W. and 2 on
the E. edge.

From which,

A pinon pine, 8 ins. ih diam., bears N. 24° E.,
54 lks., mkd. T3N R21E S$35 BT. ‘' (Record N. 24° E,
55 lks.) ’ ’ ' ’

A pinon pine, 6 ins. in diam., bears S. 25° 20° E.
29 lks. dist., mkd. T2N R21E S2 BT.
(Same as record)

A cedar, 8 ins. in diam., bears S. 45° W., 29 lks.
dist., mkd. T2N R21E S3 BT. (Record S. 49° 40' W.
29 1ks.)

A pinon pine, 10 ins. in diam., bears N. 35° 12' Wl
78 lks, dist., mkd. T3N R21E S34 BT, (Same as
record)

° 9

At the cor. point

Set an iron post, 30 ins. long, 2% ins. in diam., 4 ins
in the ground and in a mound of stone 4 ft base to
brass cap mkd. ’

T3N R21E
$34]s35
s3]s2
T2N R21E
©1969

The original stone in mound alongside the corner.

This cor. is located on top of small spur project-
ing N. 70° W., 4 chs, dist., E. of draw that drai

N. approx. 8 chs, dist. N. of trail road that nf
bears E. and W. in pine and cedar growth,

At the cor. of secs. 2, 3, 10 and 11, marked with a
sandstone, 20x13x6 ins., firmly set and plainly mkd,
with 5 notches on S. and 2 on E. edge.

At tﬁe cor, ﬁpint
Set an iron post, 30 ins. long, é% ins. in diam., 20
ins. in the ground and raise a mound of stobe, 3% ft,
base, 1% ft. high, to the W. Brass cap mkd.

T2N R21E

S3|s2

510811

1969

Form 9180-7 (October 1964) (rormerly $-673b) USDI——BLM FIELD NOTE PA; -
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Remonumentation of Corners in T. 2 N., R. 21 E.

Deposit the original stone alongside the corner.

This cor. is located on gentle N. slope of hill
approx. 5% chs. dist. E. of trail road that bears
N. and S. in sagebrush clearing, No timber.

Remonumentation of Corners in T. 2 N., R. 23 E.

Township 2 North, Range 23 East, Salt Lake Meridian, is
located partially within the Ashley National Forest.
The following corners were established by S. P. and J.
R. Stewart in 1906.

At the cor. of secs. 10, 11, 14 and 15, marked with a
sandstone, 18x9x5 ins., firmly set and plainly mkd. with
4 notches on the S. and 2 on the E. edge.

From which,

A cedar, 7 ins. in diam., bears N. 64° 30' E., 52
lks. dist., mkd. T2N R23E S11 BT. (Record N. 62°
40' E., 64 lks.)

A cedar, 12 ins. in diam., bears S. 63° W., 28 lks.
dist., mkd. T2N R23E S15 BT. (Record S. 63° W., 27
lks. dist.)

A cedar, 7 ins. in diam., bears N. 68° W., 25 lks.
dist., mkd. T2N R23E S10 BT. (Record N. 62° 40' W.,
64 lks. dist.)

At the cor. point

Set an iron post, 30 ins. long, 2% ins. in diam., 10 ins.
in the ground and in a mound of stone, 4 ft. base to
brass cap mkd.

T2N R23E

§10(S811

S15|S14
1969

Deposit the original stone alongside the corner.

This cor. is located on steep broken S. slope of
hill approx. 5 chs, dist. N. of power line that
bears N. 83° W. and S. 83° E. about 10 chs. dist.
N. of trail road that bears E. and W. in scattered
cedar growth.

i80-7 (October 1964)

At the 1/4.sec. cor. of secs. 10 and 15, marked with a
sandstone, 18x9x5 ins., firmly set and plainly mkd. 1/4
on N, face.

There is no remaining evidence of the original bearing
trees.

(formerly 4—673b) USDI——BLM FIELD NOTE PAPER:
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Remonumentation of Corners in T. 2 N., R. 23 E.

At the cor. point

Set an iron post, 30 ins. long, 2% ins. in diam., 24
ins. in the ground and raise a mound of stone 3 ft. base,
1% ft. high, to N. Brass cap mkd.

T2N R23E

1 S10
“Ts15

1969
From which I mark

A cedar, 8 ins. in diam., bears N. 25° W., 100 lks.
dist., mkd. 1/4 S10 BT.

A cedar, 7 ins. in diam., bears S. 37° E., 34 1lks.
dist., mkd. 1/4 S15 BT.

Deposit the original stone alongside the corner.

This cor. is located on gentle E. slope of hill 80
lks. dist. W. of wash, 15 1ks. wide, 3 ft, deep,
that drains S. 45° E., 54 lks. dist. S. of 4 strand
power line that bears S, 83° E. and N. 83° W. in
scattered pinon and cedar growth.

At the cor. of secs. 9, 10, 15 and 16, marked with a
sandstone, 16x14x9 ins., firmly set and plainly mkd.
with 4 notches on S. and 3 on E. edge witnessed by a
mound of stones, W. of corner.

At the cor. point

Set an iron post, 30 ins. long, 2% ins. in diam., 24
ins. in the ground and raise a mound of stone, 3% ft,
base, 1% ft. high, W. of corner. Brass cap mkd.

T2N R23E

S9|S10
S16|S15
1969

From which I mark

A cedar, 5 ins. in diam., bears §. 53° 30' E.,
36 lks. dist., mkd. T2N R23E S15 BT.
A power line pole, 12 ins. in diam., bears S.
26° 30' W., 137 1ks. dist., mkd. BO.

Deposit the original stone alongside the corner.

This cor. is located on steep E. slope of draw 60
lks. dist. E. of top of spur projecting S. 4 chs.
dist. W. of draw that -drains S. 104 lks. dist. N.
of four strand power line that bears N. 72° 30' E.

and S. 72° 30' W. in scattered cedar ‘and pinon
growth.

GPO 848-188



Remonumentation of Corners in T. 2 N., R. 23 E.

CHAINS

At the cor. of secs. 8, 9, 16 and 17, marked with a
sandstone, 20x14x5 ins., firmly set and plainly mkd.
with 4 notches on the S. and E. edges.

From which,
A pinon pine, 8 ins. in diam., bears N. 10° E.,
46 1ks. dist., mkd. T2N R23E S9 BT. (Same as
record.)
A pinon pine, 10 ins. in diam., bears S. 44° 40' E.,
21 lks. dist., mkd. T2N R23E S16 BT. (Same as

record.)

A pinon pine, 7 ins. in diam., bears S. 38° W., 31
lks. dist., mkd. T2N R23E S17 BT. (Same as record.)

A pinon pine, 8 ins. in diam., bears N. 23° 40' W.,
50 lks. dist., mkd. T2N R23E S8 BT. (Same as record)

At the cor. point
Set an iron post, 30 ins. long, 2% ins. in diam., 8 ins.
in the ground and in a mound of stone 4 ft. base to brasg
cap mkd.
T2N R23E
$8]S9
S17|S16
1969

Deposit the original stone alongside the corner.

This cor. is located on SW. slope of hill among large
boulders in scattered cedar and pinon growth.

At the cor. of secs. 4, 5, 8 and 9, marked with a sand-
stone, 18x9x5 ins., firmly set and plainly mkd. with 5
notches on S. and 4 on E. edge.

From which,

A cedar, 12 ins. in diam., bears N. 55° E., 118 lks.
dist., mkd. T2N R23E S4 BT. (Record N. 38° 30' E.,
84 lks. dist.)

A cedar, 8 ins. in diam., bears S. 73° E., 64 lks.
dist., mkd. T2N R23E S9 BT. (Record S. 46° E., 29
lks. dist.)

A pinon pine, 10 ins. in diam., bears S. 48° W.,
44 1ks, dist., mkd. T2N R23E S8 BT. (Record S. 66°
W., 82 lks. dist.)

A cedar, 6 ins. in diam., bears N. 55° W., 33 lks.
dist., mkd. T2N R23E S5 BT. (Record N. 54° 30' W.,
32 lks. dist.) ‘

At the cor. point

.80~7 (October 1964) (formerly 4-673b) USDI-—BLM FIELD NOTE PAPER



Remonumentation of Corners in T. 2 N., R. 23 E.

CHAINS
Set an iron post, 30 ins. long, 2% ins. in diam., 8 ins.
in the ground and in a mound of stone, 4 ft. base to
brass cap mkd.
T2N R23E
S5(84
S8|S9
1969
Deposit the original stone alongside the corner.
This cor. is located on SW. slope of hill among large
boulders, in scattered cedar and pinon growth.
At the 1/4 sec. cor. of secs. 4 and 5, marked with a
sandstone, 18x8x5 ins., firmly set and plainly mkd. 1/4
on W. face.
From which,
A pinon pine, 7 ins. in diam., bears N. 36° 30' E.,
61 1k-. dist., mkd. 1/4 S4 BT. (Record N. 26° 30'
E., 6u iks. dist.)
A cedar, 10 ins. in diam., bears N. 59° W., 176 lks.
dist., mkd. 1/4 85 BT. (Record N. 60° W. 187 1lks.
dist.)
At the cor. point
Set an iron post, 30 ins. long, 2% ins. in diam., 10
ins. in the ground and in a mound of stone 3% ft. base
to brass cap mkd.
T2N R23E
%
ssls4
1969
Deposit the original stone alongside the corner.
This cor. is located on gentle S. slope of hill approx.
10 chs. dist. S. of small wash that drains S. 30° E. in
scattered pine and cedar growth.
At the 1/% sec. cor. of secs. 6 and 7, marked with a
sandstone, 18x9x6 ins., firmly set and plainly mkd. 1/4
on N. face.
From which,
; A cedar, 10 ins. in diam., bears N. 83° E,, 21 lks.
i dist., mkd. 1/4 S6 BT. (Record N. 87’ E., 21 lks.
" dist.)
i
|
; At the cor. point
{ .
i Set an iron post, 30 ins. long, 2% ins. in diam., 18
ins. in the g2round and in a collar of stone to brass
Cuap mkd.

-1 4-N T1. 0



Remonumentation of Corners in T. 2 N., R. 23 E,
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T2N R23E
S6
% s7

1969
From which I mark

A pinon pine, 7 ins. in diam., bears S. 8° E., 45
1ks. dist., mkd. 1/4 S7 BT.

Deposit the original stone alongside the corner.
This cor. is located on gentle S, slope of hill 4 chs.

dist. E. of trail road that bears N. and S. in thick
cedar and pinon growth.

Remonumentation of Corners in T. 3 N., R. 20 E.

Township 3 North, Range 20 East, Salt Lake Meridian, is
located partially within the Ashley National Forest. The
following corners were surveyed by A, D. Ferron in 1878,
and partially resurveyed by S. P. and J. R. Stewart in
1906 .

At the cor. of secs. 23, 24, 25 and 26, marked with a
sandstone, 18x10x4 ins., firmly set and plainly mkd. with
2 notches on S. and 1 on E. edge.

At the cor. point

Set an iron post, 30 ins. long, 2% ins. in diam., 24
ins. in the ground and raise a mound of stone, 3% ft.
base, 1% ft. high to the W. Brass cap mkd.

T3N R20E

§23|524

526|525
1969

Deposit the original stone alongside the corner.
This cor. is located on gentle N. slope of hill 360 lks.

dist. S. of trail road that bears E. and W. in sagebrush
growth, no timber.

At the 1/4 sec. cor. of secs. 23 and 26, marked with a
sandstone, 15x10x4 ins., firmly set and plainly mkd. 1/4
on N. face.

At the cor. point
Set an iron post, 30 ins. long, 2% ins. in diam., 24 ins.

in the ground and raise a mound of stone 3 ft. base, 1%
ft. high, N, of cor., Brass cap mkd.

T3N R20E
5§23

5 526
.1969.

91807 (October 1964)

(formerly 4--673b) USDI——BLM
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Remonumentation of Corners in T. 3 N., R. 20 E.

Deposit the original stone alongside the corner.

This cor. is located on gentle N. slope of hill 3 chs,
dist. S. of steep descent into canyon that drains E,
approx. 12 chs. dist. N, of trail road that bears E,
and W. in sagebrush growth, no timber.

At the cor. of secs. 22, 23, 26 and 27, marked with a
sandstone, 18x7x5 ins., firmly set and plainly mkd. with
2 notches on the S. and E. edges.

At the cor. point
Set an iron post, 30 ins. long, 2% ins. in diam., 24
ins. in the ground and raise a mound of stone 3 ft.
base, 1% ft. high, W. of corner. Brass cap mkd.
T3N R20E
5221523
5271526
1969
Deposit the original stone alongside the corner.
This cor. is located on gentle N. slope of hill

approx. 6 chs. dist. S. of wash, 50 lks. wide, 15
ft. deep that drains N. 70° E. about 5 chs. N. of

trail road that bears E. and W. in sagebrush growth,

At the 1/4 sec. cor. of secs. 26 and 27, marked with a
sandstone, 20x10x6 ins., firmly set and plainly mkd. 1/4
on W. face.

From which,

A cedar, 8 ins. in diam., bears N. 61° 20' E., 12
lks. dist., mkd. 1/4 S26 BT. (Same as record.)

A cedar, 6 ins. in diam., bears N. 61° 50°' W., 54
lks. dist., mkd. 1/4 $27 BT. (Same as record.)

At the cor, point

Set an iron post, 30 ins. long, 2% ins. in diam., 10

ins. in the ground and in a mound of stone 3% ft. base
to brass cap mkd.

T3N R20E
1

(A
S27|s26
1969

Deposit the original stone alongside the corner.

This cor. is located on steep N. slope of hill and
at head of draw that drains N. in scattered cedar
growth.

At the 1/4 sec. cor. of secs. 27 and 34, marked with a

sandstone, 18x10x5 ins., firmly set and plainly mkd. 1/4
on N. face,

GPO 845-1



Remonumentation of Corners in T. 3 N., R. 20 E.
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There is no remaining evidence of the original bearing
trees, ‘ ' ’

At the cor. pdint

Set an iron post, 30 ins. long, 2% ins. in diam., 12
ins. in the ground and in a mound of stone, 3 ft. base
to brass cap mkd. o

T3N R20E

' 827

S34
1969

Deposit the original stone alongside the corner.

This cor. is located on sandy S. slope 100 1lks.
dist. S. of sandstone ledges, 40 ft. high, that
bears E. and W. approx. 10 chs. dist. N. of trail
road in sagebrush flat, that bears E. and W, in
lightly scattered cedar growth,

At the 1/4 sec. cor. of secs. 33 and 34, marked with a
sandstone, 18x10x5 ins., firmly set and plainly mkd. 1/4
on W. face.

From which,

A cedar, 14 ins, in diam., bears N. 80° E. 67 lks.
dist., mkd. 1/4 S34 BT. (Record N. 8° E., 69 lks.)

A cedar, 12 ins. in diam., bears S. 14° W., 41 1lks.
dist., mkd. 1/4 S33 BT. (Same as record.)

At the cor. point

Set an iron post, 30 ins. long, 2% ins. in diam., 24 ins.
in the ground and raise a mound of stone 3% ft. base, 1%
ft. high, W. of corner. Brass cap mkd,

T3N R20E

%
$33|534

1969
Deposit the original stone alongside the corner.
This cor. is located 35 lks. dist. W. of small

wash in canyon that drains N. in scattered cedar
and pine growth.

At the cor. of secs. 27, 28, 33 and 34, marked with a
sandstone, 20x12x7 ins., plainly mkd. with 3 notches on
E. and 1 on S. edge. Set on N. slope of large boulder,
30x15 ft., 12 ft, above ground.

From which,
A cedar, 10 ins. in diam., bears N. 29° 50' E.,

143 1ks. dist., mkd. T3N R20E S27 BT. (Same as
record.)

80~7 (October 1964)

(formerly 4—673b) USDI-~~-BLM FIELD NOTE PAPER
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Remonumentation of Corners in T. 3 N., R. 20 E.
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A cedar, 8 ins. in diam., bears S. 32° 50' E., 97
lks. dist., mkd. T3N R20E $34 BT. (Same as record.)

No remaining evidence of the other two bearing
trees.

True point for the cor. cannot be perpetuated with
2% inch iron post.

Therefore at a point, S. 15 lks. dist.
Set an iron post, 30 ins. long, 2% ins. in diam., 24 ins.
in the ground and raise a mound of stone 3 ft. base, 1%

ft. high, W. of the cor. for the witness cor. mkd.

T3N R20E

Leave original stone in place at true point,

This cor. is located on gentle S. slope of hill 180
lks. dist. N. of wash in canyon, 20 lks. wide, 1 ft.
deep, that drains W. 120 lks. dist. N. of trail roa
that bears E. and W. in lightly scattered cedar
growth.

At the closing cor. of secs. 27 and 28, on the S. bdy. o
sec, 22, marked with a sandstone, 18x9x6 ins., firmly se
and plainly mkd. with 3 notches on the E. and 2 on the §.
edge, CC on S. face.

From which,

The cor. of secs., 21 and 22, bears N. 89° 50°' W.,
66 lks. dist. (Same as record.)

At the cor. point

Set an iron post, 30 ins. long, 2% ins. in diam., 24 ins.
in the ground and raise a mound of stone 3% ft. base, 1%
ft. high, S. of cor. Brass cap mkd.

T3N R20E
S$22
§28|827
c'c

1969

Deposit the original stone alongside the corner.

This cor, is located on rocky S. slope of ridge,
100 1ks. dist. N. of top of ridge, bears N. 80° E.
and S. 80° W. approx. 14 chs., dist. N. of trail
road in flat that bears E. and W. in scattered
scrub cedar growth,

At the cor. of secs. 21 and 22, on the N. bdy. of sec.

28, marked with a sandstone, 18x7x7 ins., firmly set and

plainly mkd. with 3 notches on the E. and 2 on the S.
ed e,

GPO 8
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Remonumentation of Corners in T. 3 N., R. 20 E.
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¢ 7 (October 1964) (formerly 4—~673b) USDI—BLM

From which,

The closing cor. of secs. 27 and 28, bears S. 89°
50' E., 66 lks. dist. (Same as record.)

At the cor. point

Set an iron _post, 30 ins. long, 2% ins. in diam., 24
ins.5 in the ground and raise a mound of stone, 3 ft.
base’, 1% ft. high, W. of cor. Brass cap mkd.

T3N R20E

§21|522

$28
11969

Deposit the original stone alongside the corner.

This cor. is located on rocky south slope of ridge,
100 1ks. dist. S. of top that bears N. 80° E., and
S. 80° W. approx. 14 chs. dist. N. of trail road
that bears E. and W. in scattered cedar growth.

Remonumentation of Corners in T.. 3 N., R. 21 E.

Township 3 North, Range 21 East, Salt Lake Meridian, is
located partially within the Ashley National Forest.
The following cor. was established by S. P. and J. R.
Stewart in 1906.

At the cor. of secs. 25, 26, 35 and 36, marked with a
red sandstone, 14x9x5 ins., firmly set and plainly mkd.
with 1 notch on the S. and E. edge.

From which,
A cedar, 10 ins. in diam., bears S. 14° 30' E.,
132 1lks. dist., mkd. T3N R21E $36 BT. (Same as

record.)

A cedar, 12 ins. in diam., bears S. 63° W., 81 lks.
dist., mkd. T3N R21E S35 BT. (Same as record.)

A cedar, 8 ins. in diam., bears N. 30° W., 103 1lks,
dist., mkd. T3N R21E S26 BT. (Same as record.)

~ At the ‘cor. point

Set an iron post, 30 ins. long, 2% ins. in diam., 24

ins. in the ground and raise a mound of stone, 3% ft.
base, 1% ft. high, W. of cor. Brass cap mkd.

T3N R21E

5$26[525
S§35|536
1969

Deposit the original stone alongside the corner.

FIELD NOTE PAPER



CHAINS

12

Remonumentation of Corners in T. 3'N., R. 21 E,

This cor. is located on NE. slope of hill and at
head of draw that drains N. 45° E. in scattered
cedar growth,

At the cor. of secs. 26, 27, 34 and 35, marked with a
sandstone, 18x9x5 ins., firmly set and plainly mkd. with
2 notches on E. and 1 on S. edge. )

At the cor. point

Set an iron post, 30 ins. long, 2% ins. in diam., 24
ins. in the ground and raise a mound of stone, 3% ft.
base, 1% ft. high, W. of the cor. Brass cap mkd.

T3N R21E

$27]526

$34]835
1969

Deposit the original stone alongside the corner.

This cor. is located in nearly level sagebrush
draw 150 lks. dist. N. of wash 15 ft. deep, 30
lks. wide, that drains N. 45° W. No timber.

Remonumentation of Corners in T. 3 N., R. 22 E.
1

Township 3 North, Range 22 East, Salt Lake Meridian, is
located partially within the Ashley National Forest.
The 8. bdy. and subdivisional lines were surveyed by

S. P. and J. R. Stewart in 1906.

At the 1/4 sec. cor. of secs. 3 and 34, on the S. bdy.
of the Tp., marked with a sandstone, 16x10x5 ins.,
firmly set and plainly mkd. 1/4 on N. face.

From which,

A cedar, 8 ins. in diam., bears N. 28° E., 142 lks.

dist., mkd. 1/4 S34 BT. (Record N. 26° 20' E., 138
lks. dist.)

At the cor. point

Set an iron post, 30 ins. long, 2% ins. in diam., 24
ins. in the ground and raise a mound of stone, 3 ft.
base, 1% ft. high, N. of cor. Brass cap mkd.

T3N R22E

b S34
S3

T2N R22E

1969

Deposit the original stone alongside the corner.

GPO 8451
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Remonumentation of Corners in T. 3 N., R. 22 E.
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This cor. is located on gentle NW. slope of hill
about 8 chs. dist. E. of small wash in draw that
drains S. 45° W. approx. 5 chs. distg N. of trail
road that bears N. 60° W. and S. 60° 'E. in scattered
cedar and pine growth.

At the cor. of secs. 3, 4, 33 and 34 on the S, bdy. of
the Tp., marked with a sandstone, 14x10x6 ins., firmly
set and plainly mkd. with 3 notches on the E. and W.
edges.

From which,

A cedar, 12 1‘.ns.S in diam., bears S. 57° 30' E.,
140 1lks. dist., mkd. T2N R22E S3 BT. (Same as
record.)

A cedar, 12 ins. in diam., bears S. 70° 12' W.,
348 lks. dist., mkd. T2N R22E S4 BT. (Record S.
70° 12' wW., 340 lks. dist.)

A cedar, 10 ins. in diam., bears N. 48° 25' W.,
315 lks. dist., mkd. T3N R22E $33 BT. (Same as
record.)

At the cor. point

Set an iron post, 30 ins. long, 2% ins. in diam., 24
ins. in the ground and raise a mound of stone, 3% ft.
base, 1% ft. high, W. of cor. Brass cap mkd.

T3N R22E
$33|S34
S4|S3
T2N R22E
1969

Deposit the original stone alongside the corner.

This cor. is located on nearly level land approx.

10 chs. dist. N. of Highway 260 that bears N. 60°

W. and S. 60° E. in very scattered pinon and cedar
growth.

At the 1/4 sec. cor. of secs. 4 and 33 on the S. bdy.
of the Tp., marked with a sandstone, 18x10x5 ins.,
firmly set and plainly mkd. 1/4 on N. face.

A pinon pine, 10 ins. in diam., bears N. 34° 05' E.
145 1ks. dist., mkd. 1/4 S33 BT. (Record N. 34°
05' E., 153 lks. dist.)

A pinon pine, 8 ins. in diam., bears S. 41° 50' E.,
107 1lks, dist., mkd. 1/4 S4 BT. (Record S. 41° 0'
E., 89 lks, dist.)

At the cor. point

¢ 71 (October 1964) (formerly 4~673b) USDI-—~BLM FIELD NOTE PAPER



CHAINS

14

Remonumentation of Corners in T. 3 N., R. 22 E,

Set an ‘iron post, 30 ins. long, 2% ins. in diam., 16
ins. in the ground and in a mound of stone 3% ft. base
to brass cap mkd.

T3N R22E
L _ 833
A=Y

T2N R22E

1969
Deposit the original stone alongside the corner.

This cor. is located on top of small spur projecting
E. approx. 6 chs. dist. W, of trail road that bears
N. and S. in scattered pinon growth.

At the 1/4 sec. cor. of secs. 34 and 35, marked with a
sandstone, 20x14x6 ins., firmly set and plainly mkd. 1/4
on W. face.

From which,

" A pinon pine, 7 ins. in diam., bears N. 75° E., 108
lks. dist., mkd. 1/4 S35 BT. (Record N. 75° E.,
110 1ks. dist.)

A pinon pine, 10 ins. in diam., bears N. 51° W., 15
lks. dist., mkd. 1/4 S34 BT. (Record N, 40° W., 14
lks. dist.)

At the cor. point

Set an iron post, 30 ins. long, 2% ins. in diam., 4 ins.
in the ground and in a mound of stone, 3% ft. base to
brass cap mkd.

T3N R22E
L

%
$34(835
1969

Original stone in mound alongside the corner.
This cor. is located on gentle SE. slope of hill 150

lks. dist. N. of dirt road in canyon that bears N. 60°
E. and S. 60° W. in scattered pinon and cedar growth.

At the 1/4 sec. cor. of secs. 33 and 34, marked with a

sandstone, 20x9x5 ins., firmly set and plainly mkd. 1/4
on W. face.

From which,

A cedar, 20 ins. in diam., bears N. 64° 30' E.,
21 lks. dist., mkd. 1/4 S34 BT. (No record of
bearing trees.)

GPO 845-1
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Remonumentation of Corners in T. 3 N., R. 22 E.
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A pinon pine, 8 ins. in diam., bears S. 31° W., 47
lks. dist., mkd. 1/4 S33 BT.

At the cor., point

Set an iron post, 30 ins. long, 2% ins. in diam., 24
ins. in the ground and raise a mound of stone, 3% ft.
base, 1% ft. high, W. of corner. Brass cap mkd.

T3N R22E
%

A
$33|s34
1969
Deposit the original stone alongside the corner.
This cor. is located on steep broken S. face of hill

60 lks. dist. N. of small draw that drains S. 45° W.
in thick pinon and cedar growth.
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The following field notes are those of the remonumenta-
tion of certain identified original corners selected by
the U.S. Forest Service as being adjacent to or con-
trolllng the boundaries of Forest Service lands, situ-
ated in the Sawtooth National Forest. A Forester's
Compass was used to determine the hearings of new corner
accessories. = The mean magnetic declinations were found
to be as follows:

T. 13 N., R. 15 W., Salt Lake Merldlan, 17° 10' E
T. 13 N., R. 16 W., , 17° 10' E
T. 14 N., R. 12 W., " " A 17° 05" E.
T. 14 N., R. 14 W,, " " " 17° 05' E.
T. 14 N., R.. 15 W,, " " " 17° 10' E
T, 14 N., R. 16 W., ™. " .o 17° 10' E

The position of. each corner was marked by the original
monument or determined from corner accessories recorded
in the survey record. The monumentation was' requested
by and accomplished in cooperation with the Forest
Service,

Remonumentation of Corners in
Township 13 Nerth, Range 15 West.

Township 13 North, Range 15 West, Salt Lake Meridian, is
located in the Sawtooth National Forest; the subdivi-
sions were surveyed by Andrew P. Hanson in 1893.

At the % sec. cor. of secs. 21 and 28, marked by a
quartzite stone, 16x8x6 ins., firmly set and plainly mkd.

% on N. face.

At the. cor. point ) .

Set an iron post, 30 ins. long, 2% ins. in diam., 24 ins.

in the ground and in a collar of stone, orig. stone
buried on N, side of post; brass cap mkd.

T13N R15W.
$21
“ S28
1965

No bearing trees available,

N

Set a steel fence post, 6 ft. long, 2 ft. in the ground,
6 lks. W, of cor.

Corner is located oh S. slope 15 lks. N. of fence bear-
ing E. and W,

o

At the‘cor. of sees., 16, 17, 20 and 21, marked by a
quartzite stone,' 20x12x4 ins.; firmly set and plainly
mkd. 3 notches on S. and 4 notches on E. éedges.

At the cor, point

GPO 845-166




. Remonumentation of Corners in T. 13 N, R. 15 W.
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Set an iron post, 30 ins. long, 2% ins. in diam., 24 ins,
in the ground and in a collar of stone, orig. stone
buried on W. side of post; brass cap mkd.

T13N R15W
S17]s16
S20|s21
1965
No bearing trees available.

Set a steel fence post,. 6 ft..long, 2 ft. in the ground,
10 1ks. W. of cor., and. one 10 lks. S. of cor.

Corner is located on steep NW. slope of spur.

Remonumentation of Cornere in
Towvnship 13 North, Range 16 West

Township 13 North, Range 16 West, Salt Lake Meridian, is
situated within the Sawtooth National Forest. The W. 2
miles of the N. bdy. were surveyed by Nephi P. Anderson
in 1892. The subdivisions were surveyed by Nephi P.
Anderson in 1903, :

At the cor. of secs. 14, 15, 22 and 23, mkd. by a quart-
zite stone, 16x10x6 ins.,, firmly set and plainly mkd, 3
notches on S, and 2 notches. on E. edges,
At the cor. point
Set an iron post, 30 ins, long, 2% ins. in diam., 24 ins.
in the ground and in a collar of stone. Orig. stone
buried. on W. side of. post; brass cap mkd.

T13N R16W.

S15(814

S22|823

1965

No bearing trees available.

Set a steel fence post, 6 ft. long, 2 ft. in the ground,
10 1ks. E., of corner.

Corner is located on steep W, slope in fence line bear-
ing E. and W. 8.00 chs. W. is a road in bottom of draw
bearing N. and S, '

At the cor., of secs. 17, 18, 19 and 20, mkd. by a
quartzite stone, 16x8%6 ins., firmly set and plainly
mkd. 3 notches 6n S, and 5 notches on E. edges.

At the cor. point
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Set an iron post, 30 ins. long, 2% ins. diam., 26 ins.
in the ground and in a collar of stone; orig. stone
buried on W, side of post; brass cap mkd.

T13N R16W
S18|s17
S$19|520
1965
No bearing trees available.

Set a steel fence post, 6 ft. long, 2 ft, in the ground,
6 lks. N. of corner and one 6 lks. E. of corner.

Corner is located on N, slope in fence line bearing N.
and S., 2.00 chs. E. is a dirt road which bears irreg-
ularly NW, and SE. '

At the % sec. cor. of secs. 17 and 18, marked by a
quartzite stone, 14x8x6 ins., firmly set and plainly
mkd. % on W. face.

At the cor. point

Set an iron post, 30 ins. long, 2% ins. diam., 24 ins.
in the ground and in a collar of stone; orig. stone
buried on W. side of post; brass cap mkd.

T13N R16W
b

A
s18|s17
1965

No bearing trees available,

| Set a steel fence post, 6 ft. long, 2 ft. in the ground,

3 lks. S. of cor.

Corner is located on a S. slope in fence bearing N. and
S. and about 30.00 chs. E. of Lynn Lake.

At the cor. of secs. 7, 8, 17 and 18, marked by a
quartzite stone, 18x10x6 ins., firmly set and plainly
mkd. 4 notches on S. and 5 notches on E. edges.
At the cor. point
Set an iron post, 30 ins. long, 2% ins. diam., 24 ins.
in the ground and in a collar of stome; orig. stone
buried on W. side of post; brass cap mkd.
T13N R16W
S7/88
S18{S17
1965

No bearing trees available.

Set a steel fence post, 6 ft., long, 2 ft. in the ground,
5 lks. N. of cormner.

FIELD NOTE PAPER
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Remonumentation of Corners {n T. 13 N., R. 16 W,
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Corner is located on N, slope of spur in fence line
bearing N. and §.
At the Y sec. cor. of secs, 7 and 8, marked by a ﬁ“ﬂfﬁx*f
{te stone, 16x10x6 ins., firmly set and plainly mkd, %-w;
W. face.
At the cor. point
Set an iron post, 30 ins., long, 2k ins. diam., 24 ins.
in the ground and in a collar of stone; orig. stone
buried on W, side of post; brass cap mkd,
TI3IN R16W
| ;
$7|88
1965

No bearing trees available.

Set a steel fence post, 6 ft. long, 2 ft, in the grﬁun&ii
4 lks. S§. of corner. a

Corn : is located on gentle W. slope in fence cor.,
fences bearing N., 8. and W., and in reseeded area.

At the éﬂr* of secs. 5, 6, 7 and 8, marked by a quartz-
ite stone, l4x10x6 ins., firmly set and plainly mkd. 5
notches on the 5. and E. edges.

At the cor. point

Set an iron post, 30 ins. long, 2% ins. diam., 24
ins. in the ground and in a collar of stone; orig.
stone buried on W. side of post;, brass cap mkd,

T13N R16W

1965

No bearing trees available,

Set a steel fence post, 6 ft. long, 2 ft. in the grﬁandi£
3 lks. S. of corner. 4

Corner is located on steep NW. slope in fence line

bearing N. and S., and about 8.00 chs. N. of Rock
Canvyon.

At the closing car\}cf secs, 5 and 6, on the N. bdy. of

the Tp., marked by a quartzite stone, 14x10x4 ins., _
firmly set and plainly mkd. 1 notch on W., 5 notches on |
the E. edges and CC on the S. face. |

At the cor. point .




Remonumentation of Corners in T. 13 N., R. 16 W.
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Set an iron post, 30 ins. long, 2% ins. diam., 24 ins,
in the ground and in a collar of stone; orig. stone
buried on N, side of post; brass cap mkd.

T14N R16W
S32

SE'S5
C'C
T13N R16W
1965

No bearing trees available.

Set a steel fence post, 6 ft. long, Z ft. in the ground,
10 1ks. S. of corner, and one 3 lks., W, of corner.

c At the closing. coxr, of secs. 4 and 5, on the N, bdy.
of the Tp., marked by a quartzite stone, 16x12x6 ins.,
firmly set and plainly mkd. 2 notches on W. and 4 notches
on E., edges, and CC on N. face,

At the cor. point

Set an iron post, 30 ins. long, 2% ins. diam., 24 ins.
in the ground and in a collar of stone; orig. stone
buried on S. side of post; brass cap mkd.

T14N R18W
$33

ss‘sa

clce

T13N R16W
1965

No bearing trees available,

Set a steel fence post, 6 ft. long, 2 ft. in the ground,
6 lks. E. of corner.

Corner is located on SW. slope and in a fence line
bearing E. and W., and in a reseeded area.

Remonumentation of Corpers in T. 14 N., R. 12 W.

Township 14 North, Range 12 West, Salt Lake Meridian, is
situated within the Sawtooth National Forest. The sub-
divigions were surveyed by Edward W.Koeber in 1887.
Secs, 1 thru 6 were resurveyed by Andrew P. Hanson in
1896 .

At the % sec, cor, of secs. 11 and 12, marked by a
quartzite stone, 14x10x8 ins., firmly set and plainly
mkd. ¥ on W. face.

At the cor. point

Set an iron post, 30 ins.. long, 2% ins.. diam., 24 ins.

in the ground and in a collar of stone; orig. stone
buried on W. side of post; brass cap mkd.
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.Remonumentation of Corners in T, 14 N., R. 12 W,

T14N R12W
1
s11fs12
1965
No béaring trees available,

Set a steel fence post, 6 ft. long, 2 ft, in the ground;
4 lks. S, of corner.

Corner is located on gentle E. slope and in a fence line
bearing N. and S.

At the cor. of secs. 1, 2, 11 and 12, marked by a
quartzite stone, 18x16x10 ins., firmly set and plainly
mkd. 1 notch on E. and 5 notches on S. edges.

At the cor. point

Set an iron post, 30 ins. long, 2% ins, diam., 24 ins.
in the ground; orig. stone buried on W. side of post;
brass cap mkd.

T14N R12W

$2(51
511812
1965

No bearing trees available,

Corner is located on gentle N. slope and 2 lks. W. of
cor. of fences bearing N., S. and E.

Remonumentation of Corners in T, 14 N., R, 14 W,

Township 14 North, Range 14 West, Salt Lake Meridian, is
situated within the Sawtooth National Forest. The west
bdy. was surveyed by Andrew P, Hanson in 1893, and re-
surveyed by Nephi P, Anderson in 1902, The subdivisions
were surveyed by Andrew P, Hanson in 1893,

At the cor. of secs. 2, 3, 10 and 11, marked by a
quartzite stone, 22x10x6 1ns., flrmly set and plainly
mkd. 5 notches on S, and 2 notches on E. edges,

At the cor, point

Set an iron post, 30 ins. long, 2% ins. diam,, 24 ins,
in the ground and in a collar of stone: ;- orig, stone
buried on W, side of post; brass cap mkd,
T14N R14W
S§3]82
ﬁo‘.’?ﬁ |
1965 - -

No bearing trees available,

Set a steel fence post, 6 ft. long, 2 ft. in the ground,
5 1ks,..W. of corner,. e
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- Remonumentation of Corners ‘in T. 14 N., R. 14 W.
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Corner is located on W. slope of spur and in a fence
line bearing N. and S.

At the cor. of secs. 3, 4, 9 and 10, marked by a quartz-
ite stone, 12x9x4 ins., firmly set and plainly mkd. 5
notches on S. and 3 notches on E. edges(record calls for
a quartzite stone, 24x9x4 ins.).

At the cor. point
Set an iron post, 30 ins. long, 2% ins. diam., 24 ins.
- in the ground and in a collar of stome; orig. stone

buried on W. side of post; brass cap mkd.

T14N R14W

S4|s3
S9[s10
1965

No bearing trees available.

Set a steel fence post, 6 ft. long, 2 ft. in the ground
alongside corner.

Corner' is located 10 lks. S. of fence bearing E. and W.
and 70 lks. W. of cor, of fences bearing §. and E.

At the cor. of secs. 16, 17, 20 and 21, marked by a
slatestone, 18x12x4 ins., firmly set and plainly mkd.
3 notches on S. and 4 notches on E. edges.
At the cor. point
Set an iron post, 30 ins. long, 2% ins. diam., 24 ins.
in the ground and in a collar of stone; orig. stone
buried on'W. side of post; brass cap mkd.

T14N R14W

S17{S16

S20(s21

1965

No bearing trees’ available,

Set a steel fence post, 6 ft. long, 2 ft. in the ground
alongside corner. )

Corner  is located on'a steep NW. slope in corner of
fences bearing N. and E.

At the cor. of secs. 8, 9, 16 and 17, marked by a quartz-
ite stone, 18x10x4 ins., firmly set and plainly mkd. &
notches on the S, and E. edges.
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At the cor. point

Set an iron post, 30 ins. long, 2% ins. diam., 24 ins.
in the ground and in a collar of stone; orig. stone
buried on W. side of post; brass cap mkd.

T14N R14W
58(s9
S17(s1é6
1965

No bearing trees available.

Set a steel fence post, 6 ft. long, 2 ft. in the ground
alongside corner.

Corner is located on a steep NE, slope in corner of
fences bearing N., S., E. and W.

At the cor. of secs. 19, 20, 29 and 30, marked by a
quartzite stone, 18x8x4 ins., firmly set and plainly
mkd. 2 notches on §. and 5 notches on E. edges.

At the cor. point

Set an iron post, 30 ins. long, 2% ins. diam., 24 ins.
in the ground and in a collar of stone; orig. stone
buried on W. side of post; brass cap mkd.

T14N R14W
S$19]820
§30(S829

1965

No bearing trees available.

Set a steel fence post, 6 ft. long, 2 ft, in the ground,
10 1ks. W. of corner, and one 5 lks. N. of corner.

Corner is located on a steep E. slope and 10 lks. S. of
cor. of fences bearing N. and W.

At the % sec. cor. of secs. 19 and 20, marked by a
quartzite stone, l6x14x4 ins., firmly set and plainly
mkd. % on W. face.

At the cor. point

Set an iron post, 30 ins. long, 2% ins. diam., 24 ins.
in the ground and in a collar of stone; orig. stone
buried on W. side of post; brass cap mkd.

T14N R14W
3

Z
S19]s20
1965

No bearing trees available,

Set a steel fence post, 6 ft. long, 2 ft. in the ground,

4 lks. S. of corner.

GPO 848




. Remonumentation of Corners in T. 14 N., R. 14 W.

CHAINS '

Corner is located on W. slope of sagebrush bench and
5 lks. N. of fence bearing E. and W.

At the cor. of secs.‘l7, 18, 19 and 20, marked by a
quartzite stone, 20x12x6 ins., firmly set and plainly
mkd. 3 notches on S. and 5 notches on E. edges.

At the cor. point

Set an iron post, 30 ins. long, 2% ins. diam., 24 ins.
in the ground and in a collar of stone; orig. stone
buried on W. side of post; brass cap mkd.

T14N R14W

518(s517

s19|s20
1965

No bearing trees available.

Set a steel fence post, 6 ft. long, % ft. in the ground,
4 lks. W. of corner.

Corner is located on SW. slope of spur, 30 lks. E. of
fence bearing N. and S., and 50 lks. S. of road with
cattle guard in road, bearing E. and W.

At the % sec. cor. of secs. 18 and 19, marked by a
quartzite stone, 18x14x6 ins., firmly set and plainly
mkd. % on N. face.

At the cor. point
Set an iron post, 30 ins. long, 2% ins. diam., 24 ins.

in the ground and in a collar of stone; orig. stone
buried on N. side of post; brass cap mkd.

TL4N R14W
518
i 929
7819
1965

No bearing trees available.

Set a steel fence post, 6 ft. long, 2 ft. in the ground,
6 lks. N. of corner. )

Corner is located on W. slope covered with sagebrush,
5 lks. N. of fence bearing E. and W., and 40 lks. S.
of dirt road bearing E. and W. :

At the cor. of secs. 7 and 18 on the W. bdy. of the Tp.,
marked by a quartzite stone, 18x10x7 ins., firmly set
and plainly mkd. 2 notches on N. and 4 notches on S.
edges.
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Remonumentation of Corners in T. 14 N., R. 14 W.

Original bearing trees-have been destroyed.
At the cor., point

Set an iron post, 30 ins. long, 2% ins. diam., 24 ins.
in the ground and in a collar of stone; orig. stone
buried on E. side of post; brass cap mkd.

T14N
R15W R14W
S7

S12
518

1965
No bearing trees available,

Set a steel fence post, 6 ft, long, 2 ft. in the ground,
3 1lks. S. of corner.

Corner is located on S. slope about 2.00 chs. W. of dirt
road bearing N. and S. '

Remonumentation of Corners in T. 14 N., R. 15 W.

Township 14 North, Range 15 West, Salt Lake Meridian, is
situated within the Sawtooth National Forest. The east
boundary was surveyed by Andrew P. Hanson in 1893, and
resurveyed by Nephi P. Anderson in 1902. - A portion of
the subdivisional lines were surveyed by Nephi P.
Anderson in 1892, the remainder were surveyed and a
portion were resurveyed by Nephi P. Anderson in 1902.

At the closing cor. of secs. 12 and 13, on the E. bdy.
of the Tp., marked by a quartzite stone, 17x8x8 ins.,
firmly set and plainly mkd. 2 notches on N. and 4 notche
on S. edges, and CC on W. face.

From which,

The remains of old juniper bearing tree, bears N.
40° 45' W., 90 1ks. dist. (same as record); only
visible markings are S12 BT.

Other bearing tree has been destroyed.
At the cor. point

Set an iron post, 30 ins. long, 2% ins. diam., 24 ins.
in the ground and in a collar of stone; orig. stone
buried on W. side of post; brass cap mkd.

T14N
R15W R14w
C S12
18
C §13

1965

No suitable bearing trees available.

GPO 845-
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Remonumentation of Corners in T. 14 N., R. 15 W,

CHAINS

Set a steel fence post, 6 ft. long, 2 ft, in the ground,
2 lks. W. of corner, and one 2 lks. E. of corner.

Corner is located on W. slope at cor. of fences bearing
S. and W,, 1.50 chs. W. of dirt road bearing N. and S.,
12,48 chs. S. of the cor., of secs. 7 and 18, T. 14 N,,
R. 14 W,

At the % sec. cor. of secs. 12 and 13, marked by a
quartzite stone, 20x12x4 ins., firmly set and plainly
mkd. % on N. face.

There is no remaining evidence of the original bearing
trees.

At the cor. point
Set an iron post, 30 ins. long, 2% ins. diam., 24 ins.

in the ground and in a collar of stone; orig. stone
buried on N. side of post; brass cap mkd.

TL4N R15W
S12
L S13
1965

From which,

A juniper, 6 ins. diam., bears S. 55° E., 25 lks.
dist., mkd. % S13 BT.

A juniper, 6 ins. diam., bears N. 60° W., 10 lks.
dist., mkd. % S12 BT.

Corner is located on W. slope at cor. of fences bearing
E., W. and S. 45° E.

At the cor. of secs. 11, 12, 13 and 14, marked by a
quartzite stone, 14x10x6 ins., firmly set and plainly
mkd. 4 notches on S. and 1 notch on E. edges.

From which,
" A juniper, 10 ins. diam., bears N. 2° E., 37 lks.

dist., mkd. T14N R1S5W S12 BT (record N. 2° 08' E.,
36 lks. dist.).

A juniper stump, 8 ins. diam., bears S. 7° E.,
14 lks. dist., mkd. T14N R15W S13 BT (record S 11°
45' E., 16 1lks. dist.).

At the cor. pointb
Set an iraon post, 30 ins. long, 2% ins. diam., 24 ins.

in the ground and in a collar of stone; orig. stone
buried on W. side of post; brass cap mkd.
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Rémonumentation of Corners in T. 14 N., R. 15 W.

T14N R1SW
511812
S14|s13

1965

No other bearing trees available.

Set a steel fence post, 6 ft. long, 2 ft. in the ground,
5 lks. N. of corner, and one 5 lks. E.

Corner is located on a steep S. slope 5 lks. S. of cor.
of fences bearing N. and E.

At the % sec. cor. of secs. 1 and 2, marked by a quartz-

ite stone, 18x16x6 ins., firmly set and plainly mkd. %

on W. face.
At the cor. point

Set an iron post, 30 ins. long, 2% ins. diam., 24 ins.
in the ground and in a collar of stone; orig. stone
buried on W. side of post; brass cap mkd.

T14N R15W

1
A
s2|s1
1965

No bearing trees available.

Set a steel fence post, 6 ft. long, 2 ft. in the ground,
5 lks. N. of corner,

Corner is located on top of a small spur which slopes
N., 20 lks. E. of fence bearing N. and S.

At the cor. of secs. 21, 22, 27 and 28, marked by a
quartzite stone, 20x14x4 ims., firmly set and plainly
mkd. 2 notches on S. and 3 notches on E. edges.

At the cor. point

Set an iron post, 30 ins. long, 2% ins. diam., 24 ins.
in the ground and in a collar of stone; orig. stone
buried on W. side of post; brass cap mkd.

T14N R15W
S$21(822
$28|827
1965
No bearing trees available.

Set a steel fence post, 6 ft. long, 2 ft. in the ground,
3 lks. E. of corner, and one 3 lks. N. of corner.

Corner is located on top of spur which slopes NW., 3 1lks
W. of cor. of fences bearing N. and E. about 8.00 chs.
E. of Johnson Creek which drains N. and a dirt road runs
along the E. side of creek.

GPO 84ap
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Remonumentation of Corners in T. 14 N., R, 15 W.

CHAINS

At the cor. of secs. 15, 16, 21 and 22, marked by a
quartzite stone, 14x10x8 ins., firmly set and plainly
mkd. 3 notches on the S. and E. edges.

At the cor, point .
Set an iron post, 30 ins. long, 2% ins. diam., 24 ins.
in the ground and in a collar of. stone; orig. stone
buried on W. side of post; brass cap mkd.

T14N R15W

S16|S15

§21|822

1965

No bearing trees available,

Set a steel fence post, 6 ft., long, 2 ft. in the ground,
4 lks. W. of corner, and one 4 lks. S. of corner.

Corner is located on gentle N. slope at cor. of fences
bearing N., S. and W., about 2 chs., E. of Johnson Creek
which drains N., about 8.00 chs. W, of dirt road bearing
N. and S., and about 8.00 chs. E. of steep ascent.

At the % sec. cor. of secs. 16 and 21, marked by a
quartzite stone, 18x12x6 ins., firmly set and plainly
mkd. % on N. face.

At the cor. point
Set an iron post, 30 ins. long, 2% ins. diam., 24 ins.

in the ground and in a collar of stone; orig. stone
buried on W. side of post; brass cap mkd.-

T14N R15W
516
& s21
1965

No bearing trees available.,

Set a steel fence post, 6 ft, long, 2 ft. in the ground,
3 lks. W. of corner.

Corner is located on SW. slope of small spur and in a
fence line bearing E. and W.

At the closing cor. of secs. 28 and 29, marked by a
quartzite stone, 15x10x5 ins., firmly set and plainly
mkd. 4 notches on E. and 2 notches on W. edges, and CC
on the S. face.

At the cor. point

Set an iron post, 30 ins. long, 2% ins. diam., 24 ins.
in the ground and in a collar of stone; orig. stone
buried on S. side of post; brass cap mkd.

91807 (October 1964) (formerly 4=673b) USDI~--BLM FIELD NOTE PAPER
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Remonumentation of Corners in T. 14 N., R. 15 u. _

CHAINS

521

829 | 828
C C

T14N R15W
1965

No bearing trees available,

Corner is located on W. slope, 1.72 chs. easting from
cor. of secs. 20 and 21.

At the cor. of secs. 20 and 21, monumented with a quartz-
ite stone, 12x8x6 ins., firmly set in the ground, and ’
plainly mkd. 2 notches on S. and 3 on E. edges.

Original bearing trees have been destrovyed.

At the cor. point

Set an iron post, 30O ins. long, 2% ins. diam., 14 ins,
in the ground, and in a collar of stone; orig. stone

buried on W. side of post; brass cap mkd.

TI4N R1OW

$201821
$29

1965

Cor. is located on W, slope at cor., of fences bearing
E., N. and W,

Trees have been cleared for reseeding.

At the S. ¥ sec., cor, of sec. 20, monumented with a
quartzite stone, 16x12x8 ins., firmly set and plainly
mkd. % on N. face.

At the cor., point

Set an iron post, 30 ins. long, 2% ins. diam., 24 ins.
in the ground, and in a collar of stone; orig. stone
buried on N. side of post; brass cap mkd.

T14N R1I5W
S20

1965

No bearing trees available.

Set a steel fence post, 6 ft. long, 2 ft. in the ground,]
3 lks. W. of cor.

Cor. is located on spur, slopes N, and in fence line
bearing E. and W, and about 10.00 chs. W. of draw
draining N.

At the closing cor. of secs. 29 and 30, monumented with |
a quartzite stone, 15x10x5 ins., firmly set and plainly |
mkd. 5 notches on E. and 1 on W. edges and CC on S. face|

At the cor. point

TR HrTIL" P T E L Py 1. e (bt Py b bl ] T bl el kbl 0TIl T el A By Tl T bl Ml oL Tl Il ' | LTI 2
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.Remonumentation of Corners in T. 14 N., R, 15 W,

CHAINS
Set an iron post, 30 ins. long, 2% ins. diam., 24 ins.
in the ground, and in a collar of stone; orig. cor.
buried on S. side of post; brass cap mkd.
$20
830 I 529
~¢'c
T14N R15W
1965
No bearing trees available.
Cor. is located on sagebrush spur sloping N.
At the cor. of secs. 19 and 20, monumented with a
quartzite stone, 21x6x5 ins., firmly set and plainly
mkd. 5 notches on E. and 1 on §. edges.
At the cor, point
Set an iron post, 30 ins. long, 2% ins. diam., 24 ins.
in the ground, and in a collar of stone; orig. stone
buried on N. side of post; brass cap mkd.
T14N R15W
$19[S20
S30
1965
No bearing trees available.
Cor. is located on gentle NW. slope 3.1l chs. (measured)
dist. from the closing cor. of secs. 29 and 30 and 1.00
ch. W. of small draw draining N.
At the cor. of secs. 17, 18, 19 and 20, monumented with
a quartzite stone, 14x10x8 ins., firmly set and plainly
mkd. 5 notches on E. and 3 on S. edges.
At the cor. point
Set an iron post, 30 ins. long, 2% ins. diam., 24 ins.
in the ground; orig. stone buried on W. side of post;
brass. cap mkd.
T14N R15W
S18(S17
- 519|520
1965
No bearing trees available.
Set a steel fence post, 6 ft. long, 2 ft. in the ground,
5 lks. S. of cor. \ : .
Cor._is;located‘on géntle N. slope in fence line bearing
N. and S. 1.50 chs.; thence E. and about 16.00 chs. N.
of knoll and 10.00 chs. N. of draw, drains W. and in
reseeded area.
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Remonumentation of Corners in T. 14 N., R. 15 W.

At the % sec. cor. of secs. 18 and 19, monumented with a
quartzite stone, 20x10x4 ins., firmly set and plainly mk

% on N. face.

At the cor. point

Set an iron post, 30 ins. long, 2% ins. diam., 24 ins.
in the ground; orig. stone buried on N. side of post,
and in a collar of stone, with brass cap mkd.

T14N R1SW

S18
S19

1965 -

I

No bearing trees available.

Set a steel fence post, 6 ft. long, 2 ft, in the
ground, 4 lks. E., of cor.

Cor. is located on gentle N. slope 35 1lks. N. of fence
bearing E. and W., 1.50 chs. W. of draw, drains N. and
in reseeded area.

Remonumentation of Corners in T. 14 N., R. 16 W.

Township 14 North, Range 16 West, Salt Lake Meridian, is
located within the Sawtooth National Forest. The E.
bdy., the W. 2 miles of the S. bdy., and a portion of
the subdivisional lines were surveyed by Nephi P.
Anderson in 1892. A portion of the subdivisional lines
were resurveyed and the remainder surveyed by Nephi P.
Anderson in 1902

At the cor. of secs. 32 and 33, on the S. bdy. of the
Tp., monumented with a quartzite stone, 18x16x4 ins.
firmly set and plainly mkd 4 notches on E. and 2 on W
edges.

At the cor. point

Set an iron post, 30 ins. long, 2% ins. diam., 24 ins.
in the ground; orig. stone buried on N. side of post;
brass cap mkd.

TL4N R16W

S$32|533

S5
T13N R16W

1965
No bearing trees available.

Set a steel fence post, 6 ft. long, 2 ft. in the ground,
4 lks. W. of cor.

Cor. located on SW. slope in fence line bearing E. and
W. and 3.65 chs. dist. from the closing cor. of secs.

4 and 5, T. 13 N., R. 16 W. and about 8.060 chs. dist.
W. from draw, drains NW.

GPO 8
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Remonumentation of Corners, T. 14 N., R. 16 W.

CHAINS

At the % sec. cor. of sec. 32 on the S. bdy. of the Tp.,
monumented with a quartzite stone, 24x18x4 ins., firmly
set and plainly mkd. % on N. face.

At the cor. point

Set an iron post, 30 ins. long, 2% ins. diam., 24 ins.
in the ground; orig. stone buried on N. side of post;
brass cap mkd.

T14N R16W

% 832
1965

No bearing trees available.
Set a‘éteél fence post, 6 ft. long, 2 ft. in the ground,
2 lks. W. of post. : '

Cor. located on gentle W. slope 20 lks. N. of fence line
bearing E. and W. and about 15.00 chs. W. of dirt road,
bears N. and S.

At the cor. of secs. 31 and 32, on the S. bdy. of the
Tp., monumented with a quartzite stone, 24x16x4 ins.,
firmly set and plainly mkd. 5 notches on E. and 1 on
W. edges.

At the cor. point

Set an iron post, 30 ins. long, 2% ins. diam., 24 ins.
in the ground; orig. stone buried on N. side of post;
brass cap mkd.

T14N R16W

§31|832

S6
T13N R16W
1965
No bearing trees available.

Seﬁ,a steel fence ﬁost, 6 ft. long, 2 ft; in the ground,
S
5 lks. E. of cor.

Cor. is located on N. slope and in cor. éf fences bear-
ing N., S. and E. and 4.80 chs. W. of closing cor. of
secs. 5 and 6, T. 13 N., R, 16 W.

At the % sec. cor. of secs. 25 and 30, on the E. bdy. of
the Tp., monumented with a quartzite stone, 16x16x6 ins.,
firmly set and plainly mkd. % on W. face.

At the cor. point
Set an iron post, 30 ins. long, 2% ins. diam., 24 ins.

in the ground; orig. stone buried on W. side of post;
brass cap mkd. . ;

91807 (October 1964) (formerly 4—673b) USDI—~BLM FIELD NOTE PAPER
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Remonumentation of Corners in T. 14 N., R. 16 W,

T14N
R16W R15W
3
$25[530

1965
No bearing trees available,.

Set a steel fence post, 6 ft. long, 2 ft. in the ground,
4 lks. S. of cor.

Cor. is located on steep N, slope about 6.00 chs. S. of
draw, drains NW. and about 4.00 chs. E. of spur, slopes

N.

At the cor. of secs. 19, 24, 25 and 30, on the E. bdy.
of the Tp., monumented with a quartzite stone, 20x14x4
ins., firmly set and plainly mkd. 2 notches on S. and
4 on N. edges.

At the cor. point

Set an iron post, 30 ins. long, 2% ins. diam., 24 ins.
in the ground, and in a collar of stone, original stone
buricd on W, side of post; brass cap mkd.

T14N
R16W RLS5W

S241S19

$25|530
1965

No bearing trees available,

Set a steel fence post, 6 ft. long, 2 ft. in the ground,
2 lks. N. and one 4 lks. W. of cor.

Cor. is located 2 lks. S. of fence cor.; fences bear N.
and W. and about 2.00 chs. E. of draw, drains N. and
4.00 chs. W. of spur, slopes N.

At the % sec. cor. of secs., 19 and 24, on the E. bdy.

of the Tp., monumented with a quartzite stone, 18x16x8

ins., firmly set and plainly mkd. % on W. face.

At the cor. point
Set an iron post, 30 ins. long, 2% ins. diam., 24 ins.
in the ground, and in a collar of stone; orig. stone

buried on W. of post; brass cap mkd.

T14N
R16W R15W

%
$24|s19
1965

No bearing trees available.

Set a steel fence post, 6 ft. long, 2 ft. in the ground,
alongside cor.

GPO B848-
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Remodumentation of Corners. in T. 14 N., R, 16 W,
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Cor. is located on N. slope :in fence line bears N. and
S. and about 4.00 chs. E. of dirt road, bears N. and S.
.and 2,00 chs, W, of wash, drains N,

At the cor. of secs. 13, 18. 19 and 24, on the E. bdy.
of the Tp., monumented with a quartzite stone, 24x10x4
ins., firmly set and plainly mkd. 3 notches on S. and N.
edges.

At the cor. point
Set an iron post, 30 ins. long, 2% ins. diam., 24 ins.
- in the ground, and in a collar of stone; orig. stone

buried on W. side of post; brass cap mkd.

T14N
R16W R15W

S13|s18
$24(S19
1965

No bearing trees availabie.

Set a.steel fence post, 6 ft. long, 2 ft; in the ground,
5 lks. S. and one 5 lks. E. of cor.

Cor. is located on gentle N, slope in fence line, bears
N. and S., and about 12.00 chs. W. of dirt road, bears
NE. and SW.

At the % sec. cpr. of secs. 25 and 26, monumented with a
quartzite stone, 16x10x4 ins,, firmly set and plainly
mkd. % on W. face.
At the cor. point
Set ‘an iron post, 30 ins. long, 2% ins. diam., 24 ins.
in the ground, and in ‘a collar of stone; orig. stone
buried on W. of post; brass cap mkd. '
T14N R16W
% .
$26|525
1965

No bearing trees available.

Set a steel fence post, 6 ft, 1ong, 2 ft. in the ground,
alongside cor.

Cor. is located on steep N. slope in fence line, bears
E. and W. and about 4.00 chs, W, of draw, drains N.

At the cor. of secs. 23, 24, 25 and 26, monumented with
a quartzite stone, 18x16x4 ins., firmly set and plainly
mkd. 2 notches on S. and 1 on E, edges.
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Remonumentation of Corners in T. 14 N., R. 16 W.

At the cor. point
Set an iron post, 30 ins. long, 2% ins. diam., 24 ins.
in the ground, and in a collar of stone; orig. stone
buried on W. side of post; brass cap mkd.

T14N R16W

§231524

526 (825

1965

No bearing trees available,

Set a steel fence post, 6 ft. long, 2 ft., in the ground,
2 lks. W. of cor,

Cor. is located on gentle N, slope at cor. of new fence

bears N. and S. and old fence line bears W. and is in
mouth of Little Pole Creek.

At the cor. of secs. 22, 23, 26 and 27, monumented with
a quartzite stone, 22x8x6 ins., firmly set and plainly
mkd. 2 notches on S. and 2 on E. edges.
At the cor. point
Set an iron post, 30 ins., long, 2% ins. diam., 24 ins,
in the ground, and in a collar of stone; orig. stone
buried on W. side of post; brass cap mkd.
T14N R16W
$22(823
$27(826 -
1965

No suitable bearing trees available.

Set a steel fence post, 6 ft, long, 2 ft. in the ground,

_'3 lks. N. and 1.03 chs, E. of cor.,

Cor. is located on steep E. slope of spur and 1.00 ch.
N. of road bears E., and W., and about 4,00 chs. W. of
fence, bears NW. and SE.

At the % sec, cor. of secs. 22 and 23, monumented with a
quartzite stone, 24x16x4 ins., firmly set and plainly

mkd. % on W. face. '

5

At the cor. point

Set an iron post, 30 ins. long, 2% ins. diam., 24 ins.
in the ground, and in a collar of stone; orig. stone
buried on W, side of post; brass cap mkd.

T14N R16W
b

. 3
$22|s23
1965

GPO b4~
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Remoniumentation of Corners in T, ‘14 N., R. 16 W.
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No suitable bearing trees avallable.

Set a steel fence post, 6: ft. 1ong, 2 ft. :in the ground,
alongside cor.

Cor. is located on spur, slopes N. and in cor. of fences
bearing N. and E, and 15 lks, E. of new fence bears N.

.and S. and about 3.00 chs, Ei of draw, drains N.

At the cor. of secs., 14, 15, 22 and 23, monumented with
a quartzite stone, 14x11x10 ins., firmly set and plainly
mkd. 3 notches on S. and 2 on E., edges.
At the cor. point
Set an iron post, -30 ins. long, 2% ins, diam., 24 ins.
in the ground, and in a collar of stone; orig. stone
buried on W. side of post; brass cap mkd.

TL4N R16W

S15|S14

$22|s23

1965

No suitable bearing trees available.

Set a steel fence post, 6 ft. long, 2 ft. in the ground,
3 1ks. S. of cor.

Cor. is located on NE, slope 14 lks, E. of fence bears

N. and S. and .about-7.00 chs. E. of dirt road, bears N.

and S.

At the % sec. cor. of secs. 14 and 15, monumented with a
quartzite stone, 24x18x8 ins., firmly sct and plainly
mkd. % on W. face,

At the cor. point
Set an iron post, 30 ins. long, 2% ins, diam., 24 ins.
in the ground and in a collar of stone; orig. stone
buried on W. side of post; brass cap mkd.
T14S R16W
X
S15|s14
1965

No suitable bearing trees available,

Set a ‘steel fence post, 6 ft. long, 2 ft. in the ground,
4 lks. N, of cor.

Cor. is located on gentle N, slope 10 lks. E. of fence,

‘‘bears N, and S. and 5 lks. W, of small wash, drains N.
" and 6.00 chs. E. of dirt road, 'bears N, and S.

9180~7 (October 1964)
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Remonumentation of Corners in T, 14 N., R, 16 W,

At the cdrner of secs. 10, 11, 14 and 15, monumented
with a quartzite stone, 18x16x10 ins., firmly set and
plainly mkd. 4 notches on S. and 2 on E. edges,
At the cor. point
Set an iron post, 30 ins. .long, 2% ins. diam., 24 ins,
in the ground and in a collar of stone; orig. stone
buried on W, side of post; brass cap mkd.

T14S R16W

S10|S11

SI5|si4

1965

No bearing trees available,

‘ Set a steel fence post, 6 ft. long, 2 ft. in the ground,

3 lks. S. of cor. and one 3 lks., W. of cor.

Cor. is located on gentle N. slope and in cor. of fence,
bears S. and W. and 30 lks. W. of wash, drains N,

At the % sec. cor. of secs. 28 and 29, monumented with a
quartzite stone, 16x12x4 ins., firmly set and plainly
mkd. % on W, face.

At the cor. point

Set an iron post, 30 ins. long,VZ% ins. diam., 24 ins,
in the ground; orig. stone buried on W, side of post;
brass cap mkd.

T14N R16W
1

A .
S29|s28 .
1965

No bearing trees available, -

‘Set a-steel fence post, 6 ft. long, 2 ft.-in the ground
2 lks. S. of cor.

H

Gor. is located on NW. slope, 2 lks. N. of wire fence,
bears E. and W. and about 9,00 chs. S. of draw, drains
W. and 4.00 chs, N. of top of spur, slopes W.

At the cor. of secs. 16, 17, 20 and 21, monumented with
a quartzite stone, 18x10x8 ins., firmly set and plainly
mkd. 3 notches on S, and 4 on E. edges.

At the cor. point

Set an iron post, 30 ins. long, 2% ins, diam., 24 ins,
in the ground, and 'in a collar of stone; orig. stone
buried along W. side of post; brass cap mkd.

T14N R16W

Sl7lSl6

S20|s21
1965

GPO 8as
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Remonuymentation of Corners in T. 14 S., R. 16 W.

CHAINS

No bearing trees available.

Set a steel fence post, 6 ft. long, 2 ft. in the ground,
alongside iron post.

Cor. is located on NE. slope in fence line, bears N.

.and S. and about 8.00 chs, S, of draw, drains NW. and

4,00 chs., N, of spur, slopes NW. .

At the % sec. cor. of secs. 31 and 32, monumented with
a quartzite stone, 24x8x6 ins., firmly set and plainly
mkd. % on W. face.

At the cor. point ’

Set an iroh post, 30 ins. long, 2% ims. diam., 24 ins.
in the ground, and in a collar of stone; orig. stone
buried on W. side of post; brass cap mkd,

T14N R16W

:
§31|s32
1965

No béaring trees available.

Set a steel fence post, 6 ft. long, 2 ft. in the ground,
2 1ks. S. of cor.

. Cor. is located on gentle NWL slope 3 lks. N. of fences

bears N., S. and W.

9180-7 (October 1964)

At the cor. of secs. 29, 30, 31 and 32, monumented with
a quartzite stone, 18x12x6 ins., firmly set and plainly
mkd. 1 notch on S. and 5 notches on E, edges.

At the cor. point

' Set an iroh post, 30 ins. long, 2% ins. diam., 24 ins.

in the ground, and in a collar of stonej orig. stone
buried on W. side of post; brass cap mkd.

T14N R16W
$30|829
831|832

1965
No” bearing trees available.

Set a steel fence post, 6 ft. long, 2 ft. in the ground,
2 lks. S. of cor, '

‘Cor, is located on 8. slope of spur, slopes W. and in
‘cor. fences bearing N., S. and W, and about 2,00 chs.

N. of draw, drains W. and 3.00 chs. S. of dirt road,
bears S., E. and N.

(formerly 4—673b) USDI——BLM FIELD NOTE PAPER
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Remonumentation of Corners in T. 14 N,, R, 16 E.

At the X sec. cor. of secs. 29 and 32, monumented with
a quartzite stone, 24x14x10 ins., firmly set and plainly
mkd. % on N. face.

At the cor. point

Set an iron post, 30 ins. long, 2% ins. diam., 24 ins.
in the ground, and .in a collar of stone; orig. stone
buried on N. side of post; brass cap mkd.

T14N R16W

1 S$29
S32
1965

No bearing trees available.

Set a steel fence post, 6 ft, long, 2 ft. in the ground,
3 lks. S. of cor. '

Cor. is located on gentle SW. slope in reseeded area and
about 3.00 chs, E, of draw, drains NW. and about 12.00
chs. W. of dirt road, bears N. and S.

At the ! sec, cor. of secs. 29 and 30, monumented with a
quartzite stone, 32x16x6 ins., firmly set and plainly mkd
L on W, face,.

At the cor. point
Set an iron post, 30 ins. long, 2% ins. diam., 24 ins.
in the ground, and in a collar of stone; orig. stone
buried on W. side of post;. brass cap mkd.,

T14N R16W

2
$30(s29

1965
No suitable bearing trees available.

Set a steel fence post, 6 ft. long, 2 ft. in the ground,

3 lks. S. of cor.

Cor. is located on S, slope in fence line bears N. and
S. and about 3,00 chs. N. of small draw, drains W, and
about 12,00 chs. S. of spur, 3lopas 3.

At the cor. of secs. 19, 20, 29 and 30, monumented with
a quartzite stone, 22x18x4 ins,, firmly set and plainly
mkd. 2 notches on S. and 5 on E. edges.

At the cor, point

Set an iron post, 30 ins, long, 2% ins. diam., 24 ins,.
in the ground, and in a collar of stone; orig. stone

‘buried on W. side of post; brass cap mkd.

Tl R16wW

$19]S20
$30(s29
1965

GPO 849
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Remonumentation of Corners in T. 14 N,.,, R. 16 W,

CHAINS

No bearing trees available.

Set a steel fence post, 6 ft. long, 2 ft. in the ground,
5 lks. S. and one 5 lks. W. of cor.

Cor. is located on steep S. slope at cor. of fences,
bears S. and E. and about 9.00 chs. N, of road to Lynn
Spring, bears E. and W,

At the % sec. cor, of secs. 20 and 29, monumented with a
quartzite stone, 17x13x4 ins., firmly set and plainly
mkd, % on S. face,

At the cor. point
Set an iron post, 30 ins. long, 2% ins., diam., 24 ins.

in the ground, and in a collar of stone; orig. stone
buried on W. side of post; brass cap mkd.

T14N R16W

b $20
S29
1965

From which,

A juniper, 20 ins., diam., bears S, 38° 30' E., 32
lks. dist., dim scribe mks. visible (No record of
this tree found.).

Set a steel fence post, 5 lks., W. of cor.
Cor. located on SW, slope of spur in fence line,

bears E. and W., 30 lks. S. of dozed road, bears
E. and W. and 3.00 chs., N. of draw, drains NW.

9180—7 (October 1964) (formerly 4—673b) USDI—-—~BLM FIELD NOTE PAPER
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CERTIFICATE OF SURVEY

() @), LaVern Griffin, under the supervision of Andrew , HEREBY

Nelson., (Now deceased)
CERTIFY upon honor that, in pursuance of special instructions bearing date of the 15th  day

of February .19 61, (I) Of) have remonumented corners in Tps. 13 N.,
Rs. 15 and 16 W., and Tp. 14 N,, Rs. 12, 14, 15 and 16 W.

of the Salt Lake Meridian, in the State of Utah , which
are represented in the foregoing field notes as having been executed by (me), (ys} and under (my)
(8Kr) direction; and that said survey has been made in strict conformity with said special instruc-
tions, the Manual of Instructions for the Survey of the Public Lands of the United States, and in

specific manner described in the foregoing field notes.

April 24, 1970 ‘/»,.it Lot -z '71‘14 t%‘ L

(Date) (Cadastral Surveyor)//

Surveying Technician

(Date) (Cadastral Surveyor)

CERTIFICATE OF APPROVAL

2O AL
SUBMITTED[NFO}S %f;fROJAL BUREAU OF LAND MANAGEMENT
Date ___‘_.‘.]._‘___1__________*_ Washington, D.C.
The foregoing field notes of the remonumentation of corners in Tp. 13 N., Rs.

15 and 16 W., and Tp. 14 N., Rs, 12, 14, 15 and 16 W,, Salt Lake
Meridian, Utah

executed by LaVern Griffin, Surveying Technieian

having been critically examined and found correct, are hereby approved.

DEC 1w -/

(D=te) (Chief, Division of Cadastral Survey)

/

CERTIFICATE OF TRANSCRIPT

K3 iot-of-the fiald t. of the ok d H,bed_We_“_
T

, is a true copy of the original field notes.

Datey (Cirtet,~Divistorr-of-Cadusorat-Sarvey)—cro ';;Eii.‘ -
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F‘:m'1191198605-;6 UNITED STATES e
Ctommerly 4—679) DEPARTMENT OF THE INTERIOR
BUREAU OF LAND MANAGEMENT
ORIGINAL
L~
FIELD NOTES o,
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DEPENDENT RESURVEY OF THE ~ 4 o a3
Ze = o —
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NORTH HALF MILE OF THE EAST BOUNDARY o of
KgET —— N

OF S e =5

e £ ki

TOWNSHIP 2 SOUTH, RANGE 1 EAST «
Of the SALT LAKE Meridian,
In the State of UTAH

EXECUTED BY

Glen B. Hatch Supervisory Cadastral Surveyor

, 19 73, which provided for the surveys

Under special instructions dated May 24
included under Group Number 546 , approved May 25, 1973 ,
and assignment instructions dated May 29 ,19 73
Survey commenced June 5 , 19 73
June 5 19 73

Survey completed
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Township 2 South, Range 1 East

CHAINS

The following field notes are those of the dependent re-
survey of the north half mile of the east boundary, Town-
ship 2 South, Range 1 East, Salt Lake Meridian, Utah.

The north one mile of the east boundary was surveyed by
A. D. Ferron, Deputy Surveyor, in 1891. The northeast
corner of the township was remonumented by Howard W.
Miller, Cadastral Engineer, in 1926, in connection with
surveys in Township 1 South, Range 2 East. The north
half mile of the east boundary was dependently resurveyed
by Fred R. Chappell and Dell Cazier, Cadastral Surveyors,
in 1958.

The dependent resurvey was conducted in accordance with
the specifications as set forth in the Manual of Surveying
Instructions, 1947, and Special Instructions dated May 24,
1973.

The direction of the line of this resurvey was determined
by reference to the true meridian established on line by
hour angle observations on Polaris, and verified by
angular ties from the cor. of Tps. 1 and 2 S., Rs. 1 and
2 E., as shown in the official record of 1927 survey of
T. 1S., R. 2 E,, as follows:

Center dome on State Capitol Building, Salt Lake City,
Utah, bears N. 41° 37' W.

Center of large chimney at smelter in Murray, Utah,
bears S. 74° 26' W.

Distances to several points along line were determined by
a Hewlett-Packard electronic measuring device, with
intermediate distances to items of topography determined
by chaining.

The geographic position of the % section corner of
sections 1 and 6, on the east boundary of the township
is at Latitude 40° 40' 30" N., and Longitude 111° 46'
34" W., as scaled from U.S.G.S. quadrangle sheet "Sugar
House'", 1963, and revised 1969, 7%' series.

The mean magnetic declination was found to be 16° 00'
East.

Dependent Resurvey of the North Half Mile
of the East Boundary, Township 2 South,
Range 1 East, Salt Lake Meridian, Utah

Reestablishment of the Survey Executed by A. D.
Ferron, Deputy Surveyor, in 18%l, and the Dependent
Resurvey executed by Fred R. €happell and Dell
Cazier, Cadastral Surveyors, in 1958.

Beginning at the cor. of Tps. 1 and 2 S., Rs. 1 and 2 E.,
onumented with an iron post, 3 ins. diam., extending 8
ins. above the ground, and in a collar of stone, with
brass cap mkd.

180—7 (October 1964) (formerly 4-673b) USDI--—BLM

FIELD NOTE PAPER
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1.55

13.30

18.80

21.30

23.20

25.85

26.25

27.60
31.40

32.25

32.75

35.37

38.01

39.59

39.80

40.29

Dependent Resurvey of the North Half Mile
of the East Boundary, Township 2 South,
Range 1 East, Salt Lake Meridian Utah

T1S
R1E R2E
$36]531

s1]s6
T2S
1926

from which,

Center of large chimney at smelter in Murray, Utah
bears S. 74° 26' W.

Center dome of State Capitol in Salt Lake City,
Utah, bears N. 41° 37' W.

Thence,
S. 0° 14' W., bet. secs. 1 and 6.
Asc. along W. slope.

U.S. Forest Service boundary marker on a spur, sloping
W., desc. along SW. slope.

Draw, drains S. 75° W.

Road, 30 lks. wide, bears SE. and curves nearly W.
Small draw, near head, drains W.

Same road (now oiled), on curve, bears SE. and NE.
Same road, curves SW. and NE., on small spur sloping
W., small reservoir bears SE. about 4.00 chs., to

center, desc.

U.S. Forest Service boundary marker on a steel fence
post.

Dirt road, bears NW. and SE., curving to E. and N.
Small house bears W. 1.00 chs.; desc. SW. slope.

Neff's Creek, drains irregularly N. 20° W., asc. NE.
slope.

Small house, bears W., 10 lks.

NE. cor. of carport, bears E., 2 lks. dist., long
side bears N. 69° W.

N. wall and fence enclosing tennis court, bears W.
and E. 20% lks. to cor., thence S., enter tennis court.

Extending bearing of trail road bearing NE. and SW.
(Road along line destroyed by construction of tennis

court).

Concrete wall and fence, bears W. and E. 20% lks. dist.
to cor., thence N., leave tennis court.

The % sec. cor. of secs. 1 and 6, reestablished and re-

monumented in 1972 from calls of the original field note

record, under the remonumentation program between the
U.S. Forest Service and BLM, (See following note),
as follows:

GPO 7



Dependent Resurvey of the North Half Mile
of the East Boundary, Township 2 South,
Range 1 East, Salt Lake Meridian, Utah

67

CHAINS

A track road, bearing NE. and SW, is 70 lks. N.

Foundation of Andrew Lundgreen's cabin (destroyed)
bears East 75 lks. dist.

Note:

The U, S. Forest Service reported that trespass
action was being initiated against a private

adjacent land owner, with said 1/4 sec, cor. being
the basis for the action. Therefore, due to this

new development the remonumentation was not submitted
for approval because it was deemed advisable to re-
trace the north % mile between secs., 1 and 6, T. 2 S,,
Rs. 1 and 2 E., to confirm and verify the % sec., cor,
point position as reestablished and remonumented in
1972. Prior to the preparation of the special
instructions for this retracement the remonumented X
sec, cor. was reported missing, this then requirecd a
resurvey of said north % mile and the special instruc-
tions are written as such in order to reestablish

the % sec., cor. of secs 1 and 6, However, during

the resurvey the cor, was found firmly set at

record bearing and dist. from the cor. of Tps. 1 and
2 S., Re. 1 and 2 E,, in a new lawn, with the brass
cap being flush with the surface due to a recent
earth fill, A check on this corner point showed

it to be in accordance with the calls of the 1958
resurvey field noterecord, described above., The
bearing of this line is further verified by U.S.
Forest Service markers established on line during the
1958 resurvey by the U.,S. Forest Service.

The % sec. cor. point is monumented with an iron post,
30 ins. long, 2% ins, diam.,, with brass cap set flush
with ground and mkd.

T2S
R1E R2E
¥
s1|s2
1972
1973

from which

SE. cor, of concrete retaining wall and fence around
tennis court bears N. 22° 30' E., 53.4 1lks, dist,

SE, cor. of garage, bears S, 180 33' W., 65.8
lks, dist,

NE. cor., of same garage, bears N, 820 73' W., 21.2
lks, dist.

Most northerly SE. cor. of house, bears N. 66° 02’
We, 77.3 1lks. dist,

nd, rolling and mountainous.

oil, rocky loam,

imber, scattered pine, maple and oak.
ndergrowth, dense young oak brush and grass.

91807 (October 1964) (formesly 4—673b) USDI-~BLM

/

FIELD NOTE PAPER



CHAINS

Dependent Resurvey of the North Half Mile
of the East Boundary, Township 2 South,
Range 1 East, Salt Lake Meridian, Utah

General Description

The land east of this line is rugged mountains covered
with dense oakbrush, maple and scattered pine. The land
west of this line is all private subdivision, with many
valuable homes and other improvements, Soil is rocky
loam, and the drainage is westerly.

¥t U S GOVERNMENT PRINTING OFFICE. 1972-784255/2107 RE
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Carl I. Fonnesbeck Chief, Field Surveys, U.S.F.S.
J. Russell Manning _Engineering Technician, U.S.F.S.
Ronald Leonard Engineering Technician, U.S.F.S.
Lex McCormick Engineering Technician, U.S,F.S.
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CERTIFICATE OF SURVEY

. >len B. Hatch , HEREBY

Ny R RN L RN Y

CERTIFY upon honor that, in pursuance of speck

o May B3 L

K& have dependently TesSury eyed the north

mnile of the east boundary, Township 2 South. Range 1 East N

of the Salt Lake Meridian, in the State of Utah » which

are represented in the foregoing field notes as having been executed by (me), &&) and under (my)

ts i direction; and that said survey has been made in strict conformity with said special instruc-
tions, the Manual of Instructions for the Survey of the Public Lands of the United States, and in

specific manner described in the foregoing field notes.

—.June /7, 1973 5 Ve~ L

iDate | {(Cadastral Suw&y

Supervisory

A s e TR e e s eme e e e o R L m LR R e - g LR, L% WP i rir a1 A AL Far

(Cada stral Surve Vor) -

CERTIFICATE OF APPROVAL

BUREAU OF LAND MANAGEMENT
Washington, D.C.

The foregoing fLield notes of the dependent resurvey of the north half mile

of the east boundary, Township 2 South, Range 1 East, Salt Lake

Meridian, Utah

rresyted by

Glen B. Hatch, Supervisory Cadastral Surveyor

Basang been crtically examined and {ound correct, are hereby approved.

o A LY _- IR Etac e PP b pe
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Form 9180-6 UNITED STATES
A S 670 DEPARTMENT OF THE INTERIOR
BUREAU OF LAND MANAGEMENT

ORIGINAL

OF THE

REMONUMENTATION OF CORNERS

73

IN

TOWNSHIP 24 SOUTH, RANGE 2 EAST

TOWNSHIP 24 SOUTH, RANGE 4 WEST

TOWNSHIP 24 SOUTH, RANGE 5 WEST

TOWNSHIP 25 SOUTH, RANGE 2 EAST

TOWNSHIP 25 SOUTH, RANGE 6 WEST

TOWNSHIP 26 SOUTH, RANGE 1 WEST

TOWNSHIP 26 SOUTH, RANGE 2 WEST

TOWNSHIP 26 SOUTH, RANGE 4% WEST

TOWNSHIP 26 SOUTH, RANGE 5 WEST

TOWNSHIP 27 SOUTH, RANGE 1 WEST

TOWNSHIP 27 SOUTH, RANGE 2 WEST

TOWNSHIP 27 SOUTH, RANGE 3 WEST

TOWNSHIP 29 SOUTH, RANGE 3 WEST

TOWNSHIP 29 SOUTH, RANGE 4 WEST

!
L

y

—_ . =]
X = =
("\’ -~ l‘v el m
S [ -0
Of the SALT LAKE 2 o Meridipdl
5T = 5g
In the State of UTAH =0 _ (_08
© fﬂ
= e )
:_l on )
EXECUTED BY won
Ferrel D. Reynolds Surveying Technician
Under special instructions dated February 15 , 19 _61 | which provided for the surveys
included under Group Number 447 , approved February 16, 1961 ,
and assignment instructions dated May 26 , 19 69
Survey commenced June 30 ,19 69
Survey completed August 21 , 19 69
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918029 UNITED STATES
h 1963) DEPARTMENT OF THE INTERIOR
BUREAU OF LAND MANAGEMENT

INDEX TO SECTION
CORNER MONUMENTS

Tp__ 24 Se R_2E. __ Mer Sal% Lake

6 S L 3 2 !
2

7 8 9 10 & 11 12

18 17 16 18 14 13

19 20 2t 22 23 4

30 29 28 27 26 25

31 32 33 349 35 36

Tp.__ 248, R 4 W, Mer Salt Lake

6 5 4 3 2 I
4
7 8 9 10 A 12
4
18 17 16 s 14 13
19 20 21| 22 23 24
3
3
30 29 28 27 26 25 @
3t 32 33 34 35 36

Tp. 248, R _5W, Mer. _Salt Lake

6 5 4 53 52 5|
7 8 9 10 Nl 12
18 17 16 15 4 13
19 20 21 22 23 24
30 29 28 27 26 25
31 32 33 34 35 36
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DEPARTMENT OF THE INTERIOR
BUREAU OF LAND MANAGEMENT

INDEX TO SECTION
CORNER MONUMENTS

Tp 25 S, R 2 E, Mer_ Salt Lake
6 ] 4 3 2 {
7 8 9 10 1t 12
8 17 16 18 14 13
19 20 21 22 23 24
30 29 28 27 26 @ 25
9 7
31 32 33 & 34 06 35 @ 36
Tp._25 8, R. 6 We Mer _Salt Lake
6 5 4 3 2 1
7 8 9 i0 t 12
I8 17 16 15 14 13
19 20 2l 22 23 24
11
10
30 @ 29 28 27 26 25
‘10 9
3 32 33 34 35 36
Tp._26 8. R _1W, Mer. _Salt Lake
6 S 4 3 2 |
7 8 9 10 i 12
8 7 13 15 14 13
lll
19 20 21 22 23 24
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30 29 28 27 26 25
31 32 33 34 35 36
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UNITED STATES

DEPARTMENT OF THE INTERIOR

BUREAU OF LAND MANAGEMENT

INDEX TO SECTION
CORNER MONUMENTS

Tp. 27 S. R. 1 W. MerSalt Lake
6 ) 4 3 9 2 i
24
7 8 9 . 10 i 12
18 17 16 15 14 13
9 20 21 22 23 24
24
30 29 28 27 26 25
3 32 33 l 34 i 38 36
Tp._27 S, R__24, MerSalt Lake
‘ { 4 W» 3 262 1
M 21 Zsios
R A.T ,,}, = .,T‘,- R
7 ' 8 | 9 I 10 H 12
= e S
i . ‘
o | 17 6 | I8 18 3
(D S S —
{ H
19 20 21 22 23 24
25
30 29 28 27 26 25
3 32 33 34 35 36
Tp. 27s. R 3W. Mer. _Salt Lake
R. 2% W,
6 5 4 3 2 ] 27 5
27 8
7 8 9 10 1" 12 @
27
8 17 16 15 14 13 17
26
®
19 20 21 22 23 24
30 29 28 27 26 25
31 32 33 34 35 36
%
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9180—29 UNITED STATES
 1965) DEPARTMENT OF THE INTERIOR
BUREAU OF LAND MANAGEMENT

INDEX TO SECTION
CORNER MONUMENTS

Tp 29 8, R 3W. Mersalt Lake

6 5 4 3 2 ]

7 8 9 10 0 12

18 17 16 13 14 13

19 20 21 22 23 24
28

30 29 28 27 26 25

31 32 33 34 35 36

Tp. 298. R _ 4w, Mer _ Salt Lake

6 5 4 3 2 |
7 8 9 10 1] 12
8 17 16 Is 14 13
19 20 2i 22 23 24
30 29 28 27 ‘2926 25
3l 32 33 34 35 36
Tp. R. Mer.
6 5 4 3 2 I
7 8 9 10 " 12
18 7 16 15 14 13
19 20 24 22 23 24
30 29 28 27 26 25
3t 32 33 34 35 36
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Remonumentation of Corners

83

CHAINS

* Fishlake National Forest. A Forester's Compass was used

The following field notes are those of the remonumenta-
tion of certain identified corners selected by the U. S.
Forest Service as being located in or controlling the
boundaries of Forest Service lands, situated in the

to determine the bearings of new corner accessories,
The magnetic declination was found to be as follows:

T, 24 S., R. 2 E., Salt Lake Meridian, 15° 20' E,
T. 24 S., Re 4 Wy, " " R 15° 30' E.
T. 24 Ses Re 5 Wey " " " 15° 35' E.
‘T, 25 8., R. 2 E., " " " 15° 20' E.
T. 25 S., R. 6 W., " " " 15° 50' E.
T. 26 S., Ro 1 W., ' " " 15° 35' E.
T. 26 S., Re 2 W., ™ " " 15° 35' E,
T. 26 S., R. 45 W., " w o 15° 40' E.
T. 26 Ses Re 5 W,, " " " 15° 40" E.
T. 27 Sey Re L W., ™ " " 15° 25' E.
T. 27 Se, Re 2 W,., " " 15° 25' E,
T. 27 S., Re 3 W., " L 15° 30' E.
T. 29 S., Ro 3 W., " " " 15° 20' E.
T, 29 S.y Ry 4 W., " L 15° 20' E.

The position of each corner was marked by the original
monument or determined from corner accessories recorded
in the survey record. The monumentation was requested
by and accomplished in cooperation yith the Forest
Service.

Remonumentation of Corners in T. 24 S., R, 2 E.

_ Township 24 South, Range 2 East, Salt Lake Meridian, is

located within the Fishlake National Forest. The follow
ing corners were established by Andrew P. Hanson in 1895

At the closing cor. of secs., 1 and 2, on the N. bdy. of
the Tp., marked with a lava stone, 26x12x7 ins., firmly
set and plainly mkd. with 5 notches on the W. and 1 on
the E. edge, CC on the S. face.

From which,

An aspen, 10 ins. in diam., bears S. 43° 45' E.,
12 1ks. dist., mkd. dimly T24S"R2E S1 BT, (same as
record) .

At the cor. point

Set an iron post, 30 ins..long, 2% ins. in diam., 14
ins. in the groynd and in a mound of stone, 4 ft. base
to brass cap mkd.

T238 RZE.

$35
5251
.
z -T24S ‘R2E
" 1969
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Fiom which I mark

| A pine, 6 ins. in diam., bears S. 26° 30' W.,
i 28 lks. dist., mkd, T24S R2E S2 BT,

Deposit the original stone alongside the corner.
The cor. is located on NW, slope of hill in thick aspen

and pine growth 3 chs, dist. E, of draw, that drains N.
257 E. : . :

At the cor., of secs., 2, 3, 10 and 11, ‘marked with a
lava stone 24x11x6 ins., firmly-set and plainly mkd,
with 5 notches on the S, and 2 on the-E. edge.

From which,
A pine, 20 ins. in-diam., bears N, 43° 30' E.,
25 lks. dist., mkd. T24S R2E S2 BT. (record N,
36” 50' E., 26 lks., dist.).

4 A pine, 30 ins. in-diam., bears S. 2° 12' W., 83
! lks., dist,, mkd. T24S R2E S10 BT. (same as record)

i There is no remaining evidence of the other bearing
| tree,

At the cor., point

j Set an iron post, 30 ins. long, 2% ins. in diam., 18
| ins. in the ground and in a collar of stone; raise a
!

I

I

mound of stone, 4 ft. base, 1% ft. high to W, Brass
cap mkd.

T24S R2E
83{s2
S10]s11
1969
Deposit the oripinal stone alongside the corner,
¢ The cor, is located on yentle NW. slope of hill, in

scattered pine growth 78 lks. dist. E., of trail road
that bears N. 20° E, and S. 20° W,

At the % scc. cor, of secs, 10 and 11, marked with a
+ trachyte stone 17x10x8 {ns., firmly set and plainly mkd.
mn W, face, :

From which,

A pinc, %0 {ns. in dfam., bears S. 48° 30' E.,
18 lks. dist,, mkd. ¥ S11 BT, (same as record.)

A pine, 20 ins, in diam,, bears S, 61° 30' W., 89
ks, dist,, mkd. % S10 BT, (record S, 63° 35' W
91 lks, dist.).

At the cor. point
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Set an iron post, 30 ins. long, 2% ins. in diam., 16
ins. in the ground and in a mound of stone 3% ft. base
to brass cap mkd. '

T24S R2E
L

SlOTSll
1969
Deposit the original stone alongside the corner.
The cor. is located on W. slope of ridge that bears N.

and S., in scattered pine growth approx. 20 chs. dist.
E. of trail road that bears N. and S.

Remonumentation of Corners in T. 24 S., R. 4 W.

Township 24 South, Range 4 West, Salt Lake Meridian, is
located within the Fishlake National Forest. The follow-
ing corners were established by A. P. Hanson in 1891.

At the cor. of secs, 19, 24, 25 and 30, on the E. bdy.
of the Tp., marked with a trachyte stone 18x10x9 ins.,
firmly set and plainly mkd. with 4 notches on the N. and
2 on the S. edge.

At the cor. point
Set an iron post, 30 ins. long, 2% ins. in diam., 8 ins.
in the ground and in a mound of stone 4 ft. base to

brass cap mkd.

T24S
R4W R3W

$241519
§25|S30
1969

Original stone in mound alongside the corner.

The cor. is located on S. slope in sagebrush growth at
E. edge of canyon, 2 chs. wide, that drains S. 16° E,

At the 1/4 sec. cor. of secs. 25 and 30, on the E. bdy.
of the Tp., marked with a trachyte stone 18x16x10 ins.,
firmly set and dimly mkd. 1/4 on W. face.

At the cor. point

Set an iron post, 30 ins. long, 2% ins. in diam., 8 ins.
in the ground and in a mound of stone 4 ft. base to
brass cap mkd.

T248

R4W R3W
%

A
525|530

1969

9180~7 (October 1964) (formerly 4—673b) USDI-—BLM
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Remonumentation of Corners in T. 24 S. R. 4 W,

Original stone in mound alongside the corner.

The cor. is located on rocky NE. slope of hill in sage-
brush growth approx. 19 chs. dist. S. of dirt road that
bears E. and W. in canyon.

At the cor. of secs. 2, 3, 10 and 11, marked with a
trachyte stone 20x14x10 ins., firmly set and plainly
mkd. with 5 notches on the S. and 2 on the E. edge.

At the cor. point

Set an iron post, 30 ins. long, 2% ins. in diam., 6 ins.
in the ground and in a mound of stone 5 ft. base to
brass cap mkd.

T24S R4W
83(s2
510s11

1969

The original stone in mound alongside the corner.

The cor. is located on W. slope of hill in oak and
mahogany growth in 4 strand fence that bears N. and
S. approx. 12 chs. dist. N. of trail road that bears
E. and N. 45° W., on turn.

At the cor. of secs. 7, 8, 17 and 18, marked with a
limestone 18x10x6 ins., firmly set and plainly mkd.
with 5 notches on the E. and 4 on the S. edge.

At the cor. point
Set an iron post, 30 ins. long, 2% ins. in diam., 24
ins. in the ground and raise a mound of stone 3% ft.
base, 1% ft. high, to W. Brass cap mkd.
T24S R4W
57,88
S18{s17
1969
Deposit the original stone alongside the corner.
The cor. is located on NW. slope of hill in thick oak
brush 1 ch. N. of top of spur projecting W. 8 lks. dist.
W. of 6 strand fence that bears N. and §S. approx. 9 chs.

dist. S. of Trail Springs Road that bears S. 45° W. and
N. 10° E,

Remonumentation of Corners in T. 24 5., R. 5W.

Township 24 South, Range 5 West, Salt Lake Meridian, is
located within the Fishlake National Forest. The follow
ing corners were established by Henry Fitzhugh in 1882.

Ge
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At the closing cor. of secs. 1 and 2 on the N. bdy. of
the Tp., marked with a sandstone 20x14x6 ins., firmly
set and plainly mkd. with 5 notches on the W. and 1 on
the E., C C on S. face.

At the cor. point

Set an iron post, 30 ins. long, 2% ins. in diam., 24
ins. in the ground and raise a mound of stone 3 ft. base
1% ft. high, to S. Brass cap mkd.

T23S R5W
8§33

s2|s1

ec
T24S R5W
1969
Deposit the original stone alongside the corner.
The cor. is located on NE. slope of rolling foothills,

in oak and scattered cedar growth, 19 lks. dist. S. of
four strand fence that bears E. and V.

7 (October 1964)

At the closing cor. of secs. 2 and 3, on the N. bdy. of
the Tp., marked with a sandstone 20x14x10 ins., firmly
set and plainly mkd., with 4 notches on the W. and 2 on
the E., C C on the S. face.

At the cor. point

Set an iron post, 30 ins. long, 2% ins. in diam., 18 ins
in the ground and in a collar of stone to brass cap mkd.

T23S RSW
832

S3l82

cC
T24S R5W

1969
Deposit the original stone alongside the corner.

The cor. is located on gentle N. slope of rolling
foothills, in scattered cedar growth at the cor. of
four strand fence that bears E., W. and S.

At the closing cor. of secs. 3 and 4, on the N. bdy. of

the Tp., marked with a sandstone 18x6x4 ins., firmly set
and plainly mkd. with 3 notches on the E. and W. edges,

CC on 8. face.

At the cor. point

(formerly 4~673b) USDI~—BLM FIELD NOTE PAPER
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Remonumentation of Corners in T. 24 S., R. 5W.

Set an iron post, 30 ins. long, 2% ins. in diam., 16
ins. in the ground and in a mound of stone 3 ft. base
to brass cap mkd.

T23S R5W
S31

84'83

cC
T24S R5W

1969
Deposit the original stone alongside the corner.
The cor. is located on gentle N. slope of rolling foot-

hills in scattered cedar growth 7 lks. dist. N. of four
strand fence that bears E. and W.

Remonumentation of Corners in T. 25 S., R. 2 E.

Township 25 South, Range 2 East, Salt Lake Meridian, is
located within the Fishlake National Forest. The followj
ing corners were established by T. C. Bailey and J. G.
Burrill in 1876.

At the standard cor. of secs. 34 and 35 on the S. bdy.
of the Tp. (The Fifth Standard Parallel South), marked
with a trachyte stone 16x10x8 ins., firmly set and
plainly mkd. with 4 notches on the W. and 2 on the E.,
SC on N. face.

There is no remaining evidence of the original aspen
bearing trees.

At the cor. point

Set an iron post, 30 ins. long, 2% ins. in diam., 10
ins. in the ground and in a mound of stone 3 ft. base
to brass cap mkd.

T25S R2E
SC

8341835

s2
T26S R2E

1969
From which I mark:

A pine, 7 ins. in diam., bears N. 41° E., 11 1lks.
dist., mkd. T25S R2E S35 BT.

A pine, 5 ins. in diam., bears N. 73° W., 9 lks.
dist., mkd. T25S R2E S$S34 BT.

Deposit the original stone alongside the corner.
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The cor. is located on NW. slope of hill in thick aspen
and pine growth approx. 4 chs. dist. S. of horse trail

from Lake Creek to Fremont River about 25 chs. dist. E.
of base of hill that bears N. and S.

At the 1/4 sec. cor, of secs. 35 and 36, marked with a
trachyte stone 18x9x7 ins., firmly set and plainly mkd,.
1/4 on W. face.

From which,

An aspen, 7 ins. in diam. (dead), bears N. 3° 12' E.
21 lks. dist., with dim scribe mks. (same as record).

An aspen, 9 ins. in diam., (dead), bears S. 6° 40’
E., 32 lks. dist., with dim scribe mks. (same as
record) .

At the cor. point
Set an iron post, 30 ins. long, 2% ins. in diam., 6 ins.

in the ground and in a mound of stone 4 ft. base to brass|
cap mkd.

T25S R2E
1

4
$35|536
1969

From which I mark

A pine, 6 ins. in diam., bears N. 87° E., 59 lks.
dist., mkd. 1/4 S36 BT.

A pine, 16 ins. in diam., bears S. 6° W., 54 lks.
dist., mkd. 1/4 S35 BT.

The original stone in mound alongside the corner.

The cor. is located on top of flat ridge that bears N,
45° E. and S. 45° W., in thick pine and aspen growth.

At the cor. of secs. 25, 26, 35 and 36, marked with a
trachyte stone 16x12x10 ins., firmly set and plainly
mkd. with 1 notch on the S. and E. edges.

At the cor. point
Set an iron post, 30 ins. long, 2% ins. in diam., 24

ins. in the ground and raise a mound of stone 3% ft. basq
1% ft. high, to W. Brass cap mkd.

]

T25S R2E

§26!S525
§35{536
1969

Deposit the original stone alongside the corner.

1807 (October 1964) (formerly 4—6730) USDI—-—BLM

FIELD NOTE PAPER



Remonumentation of Corners in T. 25 S., R. 2 E.

CHAINS

The cor. is located on SE. slope of hill in sagebrush
growth 275 lks. dist. N. of draw, 3 chs. wide, that
drains N. 40° E., into Johnson Reservoir.

At the 1/4 sec., cor. of secs. 25 and 26, marked with a
trachyte stone 14x10x10 ins., firmly set and plainly mkd.
1/4 on W. face.

At the 1/4 sec. cor. of secs. 25 and 26, marked with a
trachyte stone 14x10x10 ins., firmly set and plainly mkd.
1/4 on W. face.

At the cor. point

Set an iron post, 30 ins. long, 2% ins. in diam., 24
ins. in the ground and raise a mound of stone 4 ft. base,
1% ft. high, W. of cor. Brass cap mkd.

T25S R2E

L

4
$26|525
1969

D2posit the original stone alongside the corner.

The cor. is located on gentle N. slope in sagebrush
growth 182 lks. dist. S. of trail road and high water
mark on the S. shore of Johnson Reservoir that bears
E. and W. 130 lks. dist. N. of timber line that bears
E. and W.

At the 1/4 sec. cor. of secs. 34 and 35, marked with a
trachyte stone 14x12x6 ins., firmly set and plainly mkd.
1/4 on W. face.

There is no remaining evidence of the original aspen
bearing trees.

At the cor. point
Set an iron post, 30 ins. long, 2% ins. in diam., 24
ins. in the ground and raise a mound of stone 3 ft. base,
1y ft. high, to W. Brass cap mkd.
T255 R2E
1
$34]535
1969

From which I mark

An aspen, 7 ins. in diam., bears N. 67  E., 41 lks.
dist., mkd. 1/4 S35 BT.

An aspen, 6 ins. in diam., bears S. 11° W., 25 lks.
dist., mkd. 1/4 $34 BT.

Deposit the original stone alongside the corner.
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The cor. is located on nearly level land in aspen and
scattered pine growth approx. 9 chs. dist. W. of trail
road that bears N. and S.

At the 1/4 sec. cor. of secs. 33 and 34, marked with a
trachyte stone 14x12x8 ins., firmly set and plainly mkd.
1/4 on W. face.

At the cor. point

Set an iron post, 30 ins. long, 2% ins. in diam., 18
ins. in the ground and in a collar of stone, Raise a
mound of stone 3 ft. base, 1% ft. high, to W. Brass
cap mkd.

T25S R2E
Y

533T834
1969
Deposit the original stone alongside the corner.
The cor. is located on gentle SE. slope, at the base of

hill that bears N. 15" E. and S. 45 W. in sagcbrush
growth, no timber.

Remonumentation of Corners in T. 25 S., R. 6 W,

Township 25 South, Range 6 West, Salt Lake Meridian, is
located partially within the Fishlake National Forest.
The following corners were established by M. 7. Burgess
in 1877.

At the cor. of sccs. 28, 29, 32 and 33, marked with a
red sandstone 12x12x8 ins., firmly set and plainly mkd.
with | notch on the S., 2 on the W., 4 on the E., and

5 on the i ., (same as record).

From which,

A cedar, 30 ins. in diam., bears S. 55° E., 348
lks. dist., mkd. with a blaze (same as record).

At the cor., point

Set an iron post, 30 ins. long, 2% ins. in diam., 18 ins.
in the ground and in a collar of stone to brass cap mkd.

T258 R6W

$291s28
§32(S33

1969

9180-7 (October 1964) (formerly 4—873) USDI——BLM
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Remonumentation of Corners in T. 25 S., R. 6 W.

From which I mark

A cedar, 6 ins. in diam., bears N. 55° W., 2 lks.
dist., mkd. T25S R6W S29 BT.

Deposit the original stone alongside the corner.
The cor. is located on NE. slope of hill in thick cedar

growth 2 chs. dist. S. of small creek; 10 lks. wide, 6
ins. deep, that flows N. 45° W,

At the 1/4 sec. cor. of secs. 29 and 32, marked with a
granite stone 14x12x9 ins., firmly set and plainly mkd.
1/4 on N. face.

From which,

A cedar, 15 ins. in diam., bears §. 15° E., 113 1ks.
dist., mkd. with a blaze, (same as record).

A cedar, 14 ins. in diam., bears N. 22° 30' W., 173
lks. dist., mkd. with a blaze, (same as record).

At the cor. point
Set an iron post, 30 ins. long, 2% ins. in diam., 24

ins. in the ground and raise a mound of stone 3% ft.
base, 1% ft. high, to N. Brass cap mkd.

T25S R6W
1 S$29
L 227

532
1969

Deposit the original stone alongside the corner.

The cor. is located on gentle NW. slope of hill in thick
cedar growth approx. 20 chs. dist. S. of Highway 4, that
bears E. and W.

At the 1/4 sec. cor. of secs. 29 and 30, marked with a

sandstone 14x10x6 ins., firmly set and plainly mkd. 1/4
on W. face.

There is no remaining evidence of the original bearing
trees.

At the cor. point

Set an iron post, 30 ins. long, 2% ins. in diam., 15 ins.
in the ground and in a mound of stone 3 ft. base to brass
cap mkd.

T25S R6W

1

4
$30{s29
1969

Deposit the original stone alongside the corner.

GPO
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The cor. is located on nearly level land at W. edge of
railed and reseeded area that bears N. and S. 7 lks.
dist. E. of four strand fence that bears N. and S. in
scattered cedar growth on W.

At the cor. of secs. 19, 20, 29 and 30, marked with a
quartzite stone, 14x8x5 ins., firmly set and plainly mkdJ
with 5 notches on the E., 4 on the N., 2 on the S. and
1 on the W, (same as record)

From which,

A cedar, 14 ins. in diam., bears N. 70° W., 319 1ks,
dist., mkd. T25S8 R6W S19 BT, (record N. 70° W., 323
lks., dist.).

There is no remaining evidence of the other bearing
tree.

At the cor. point
Set an iron post, 30 ins. long, 2% ins. diam., 15 ins.
in the ground and in a mound of stone 3 ft. base to brasg
cap mkd.
T25S R6W
19(S20
830(s29
1969
Deposit the original stone alongside the corner.
The cor. is located on nearly level land at the W. edge
of railed and reseeded area that bears N. and S. 12 lks.

dist. E., of four strand fence that bears N. and S. in
scattered cedar growth to W. of corner.

Remonumentation of Corners in T. 26 S., R. 1 W,

wanship 26 South; Range 1 West, Salt Lake Meridian, is
located partially within the Fishlake National Forest.
The following cors. were established by J. G. Burrill in
1874.

At the cor. of secs: 14, 15, 22 and 23, marked with a
flintstone, 18x8x6 ins., firmly-set and plainly mkd. witH
3 notches on the S., and 2 on the E. edge.

From which,

A cedar, 12 ins. in diam., bears S. 30° W., 34 1lks.
dist., mkd. T26S RIW S22 BT. (record a pine, S. 55°
W., 60 lks. dist.).

A pine, 12 ins. in diam., bears N. 10° 30' W., 116
lks. dist., mkd. T26S RIW S15 BT. (record a cedar,
N. 82° W., 85 lks. dist.).

180—7 (October 1964) (formerly 4—673) USDI—BLM FIELD NOTE PAPER
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There is no remaining evidence of the other two
bearing trees.

At the cor. point

Set an iron post, 30 ins. long, 2% ins. diam., 8 ins.
in the ground and:in a mound of stone, 4 ft. base to
brass cap mkd.

T26S RIW
S15/514
$22|823
1969
The original stone in mound alongside the corner.

The cor. is located on S. slope of hill in scattered
pine and cedar growth 2 chs, dist. S. of top of spur
projecting E. approx. 6 chs., dist. N. of draw that
drains E.

Af the cor. of secs., 21, 22 27 and 28, marked with a
trachyte stone 16x12x6 ins., firmly set and plainly mkd.
with 3 notches on the E. and 2 on the S. edge.

At the cor. point

Set an iron post, 30 ins. long, 2% ins. diam., 24 ins,.
in the ground and raise a mound of stone 3% ft. base
1% ft. high, to W. Brass cap mkd.

T26S RIW
S$21)822
$28(s27

1969

Deposit the original stone alongside the corner.

The cor, is located on N. slope of small rise in sage-
brush growth 40 lks. dist. S. of wash, 10 lks. wide,
1% ft. deep, that drains E. approx, 12 chs. dist. W.
of trail road that bears N. 60° W, and §. 60° E.

At the % sec. cor. of secs. 22 and 27, ﬁarked with a
basalt stone 16x12x8 ins., firmly set and plainly mkd.
% on N, face.

At the cor. point

Set an iron post, 30 ins. long, 2% ins. diam., 24 ins.
. in the ground and raise a mound of stone 3 ft, base,
1% ft. high, to N. Brass cap mkd.

T26S R1W -

522
527
1969

Deposit the original stone alongside the corner.

GPO
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Remonumentation of Corners in T. 26 S., R. 1 W.
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The cor. is located on SW. slope of small hill, in
cedar and pinon growth 60 lks. dist: E. of wash, 10

lks. wide, 6 ft. deep, that drains S. 170 lks. dist.

E. of ‘trail road that bears N. and S.

Remonumentationrof Corners in T. 26 S., R. 2 W.

Township 26 South, Range 2 West, Salt Lake Meridian, is
located within the Fishlake National Forest. The follow-
ing corners were established by Breckon and McCarty in

1897.

At the cor. of secs. 1, 6, 7 and 12 on the E. bdy.

the Tp., marked with a sandstone 18x14x6 ins., firmly
set and plainly mkd. with 5 notches on the S. and 1 on

the N. edge.

There ‘is no remaining evidence of the original bearing
‘trees.

At the cor. point

Set an iron post, 30 ins. long, 2% ins. in diam., 24

ins. in the ground and raise a mound of stone 3 ft.
base, 1% ft. high, to W. Brass cap mkd.

T26S
R2W R1W

S1|S6
S12{s7

1969

Deposit the original stone alongside the corner.

The cor. is located on SW. slope of hill in scattered
aspen growth at the cor. of old pole fence that bears

W. and §. at SW. edge of grassy clearing.

of

At the 1/4 sec. cor. of secs. 7 and 12, on the E. bdy.
of the Tp., marked with a trachyte stone 18x14x10 ins.,

firmly set and plainly mkd. 1/4 on' W. face.

There is no remaining evidence of the original bearing

trees.

At the cor. point

Set an iron post, 30 ins. long, 2% ins. in diam. , 20

ins. in the ground and in a collar of stone to bras
cap mkd.

T26S
RZW RIW

%
81287
1969

From which I mark

S
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Remonumentation of Corners in T. 26 S., R. 2 W.

A pine, 14 ins. in diam., bears S. 35° E., 41 lks.
dist., mkd. 1/4 S7 BT.

A pine, 14 ins. in diam., bears N. 30° W., 81 1lks.
dist., mkd. 1/4 S12 BT.

Deposit the original stone alongside the corner.

The cor. is located on top of small spur that projects
S., in scattered aspen and pine growth at the cor. of
old pole fence that bears W. and N.

At the cor. of secs. 1, 2, 35 and 36, on the S. bdy. of
the Tp., marked with a trachyte stone 16x12x7 ins.,
firmly set and plainly mkd. with 5 notches on the W. and
1 on the E. edge.

At the cor. point

Set an iron post, 30 ins. long, 2% ins. in diam., 24
ins. in the ground and raise a mound of stone 3% ft,
base, 1% ft. high, to W. Brass cap mkd.

T26S R2W

§35]836
82|81
T27S R2W

1969

Deposit the original stone alongside the corner.

The cor. is located on steep SW. slope of hill in sage-
brush clearing, surrounded by mahogany and cedar growth
2% chs. dist. W. of top of hill that bears N. 45° W. and
S. 45° E. approx. 12 chs. dist. E. of trail road in
canyon that bears N. and S.

At the 1/4 sec. cor. of secs. 23 and 24, marked with a
ironstone 18x12x4 ins., firmly set and plainly mkd. 1/4
on W. face.

At the cor. point

Set an iron post, 30 ins. long, 2% ins. in diam., 14
ins. in the ground and in a mound of stone 3% ft., base
to brass cap mkd.

T26S R2W

¥
s23|s24

1969
Deposit the original stone alongside the corner.
The cor. is located on SW. slope of hill in scattered

aspen growth, 2% chs. dist. S. of top of hill that bears
S. 45  E. and N. 45° W.

PO
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Remonumentation of Cormers in T. 26 S., R. 2 W.
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At the cor. of secs. 13, 14, 23 and 24, marked with a
trachyte stone 18x12x8 ins., firmly set and plainly mkd.
with 3 notches on the S. and 1 on the E. edge.
At the cor. point
Set an iron post, 30 ins. long, 2% ins. in diam., 24
ins. in the ground and raise a mound of stone 3 ft. base,
1% ft. high, to W. Brass cap mkd.

T26S R2W

S14]s13

S23(S824

1969

From which I mark

An aspen, 8 ins. in diam., bears N. 41° E., 23 1ks.
dist., mkd. T26S R2W S13 BT.

An aspen, 7 ins. in diam., bears S. 25° E
dist., mkd. T265 R2W S24 BT..

., 7 lks.
An aspen, 5 ins. in diam., bears S. 41°. 30' W., 14
lks. dist., mkd. T265 R2W S23 BT.

An aspen, 9 ins. in diam., bears N. 55° W., 3 1ks.
dist., mkd. T26S R2W S14 BT.

Deposit the original stone alongside the corner.

The cor. is located on gentle E. slope 2% chs. dist. W.
of draw that drains S.

At the cor. of seecs. 11, 12, 13 and 14, marked with a
trachyte stone 20x8x6 ins., firmly set and plainly mkd.
with 4 notches on the S. and 1 on the E.

There is no remaining evidence of the original bearing
trees,

At the cor. point

Set an iron post, 30 ins. long, 2% ins. in diam., 24
ins. in the ground and raise a mound of stone 3 ft. base,
1% ft. high, to W. .Brass cap mkd.

T26S R2W

S11}s12

S14|s13
1969

Deposit the ofiginal stone alongside the corner.

The cor. is located at S. edge of grassy flat in fence

that bears N. and S. 35 lks. dist.; thence N. 74° W., 1
ch. N. of tree line that bears E. and W. approx. 6 chs.
dist. W. of dirt road that bears N. 45° W. and S. 45° E.
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Remonumentation of Corners in T. 26 S., R. 2 W.

At the 1/4 sec. cor. of secs. 11 and 12, marked with a
trachyte stone 16x8x5 ins., firmly set and plainly mkd.
1/4 on W. face.

At the cor. point

Set an iron post, 30 ins. long, 2% ins. in diam., 10
ins. in the ground and in a mound of stone 4 ft. base
to brass cap mkd.

T26S RZW

%

S11|s12
1969
From which I mark

An aspen, 6 ins. in diam., bears N. 51° 30' E.,
52 lks. dist., mkd., 1/4 S12 BT.

An aspen, 5 ins. in diam., bears S. 17° 30' W., 40
lks. dist., mkd. 1/4 S11 BT.

Deposit the original stone alongside the corner.

The cor. is located on S. slope of hill in scattered
aspen growth approx. 20 ¢hs. dist. N. of trail road
that bears N. 45° E. and §S.

At the 1/4 sec. cor. of secs. 14 and 23, marked with a
trachyte stone 16x10x3 ins., firmly set and plainly mkd.
1/4 on N. face.

At the cor. point
Set an iron post, 30 ins. long, 2% ins. in diam., 24

ins. in the ground and raise a mound of stone 3 ft. base,
1% ft. high, to N. Brass cap mkd.

T26S R2W
L Sl4
$23

1969

Deposit the original stone alongside the corner.

The cor. is located in grassy flat 60 lks. dist. N. of
trail road that bears N. 45° W. and S. 45° E. 175 lks.

dist. N. of edge of aspens and pines that bear NW. and
SE.

At the 1/4 sec. cor. of secs. 10 and 11, marked with a
trachyte stone 20x14x8 ins., firmly set and plainly mkd.
1/4 on W. face.

There is no remaining evidence of the ‘original bearing
trees. :

GPO
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At the cor. point

Set an iron post, 30 ins. long, 2% ins. in diam., 24
ins. in the ground and raise a mound of stone 3% ft.
base, 1% ft. high, to W. Brass cap mkd.

T26S R2W
1

EA

%
S10(s11
1969

From which I mark

An aspen, 8 ins. in diam., bears N. 51° E., 48 lks.
dist., mkd. 1/4 S11 BT.

An aspen, 6 ins. in diam., bears N. 31° W., 49 1lks.
dist., mkd. 1/4 S10 BT.

Deposit the original stone alongside the corner.
The cor. is located on gentle S. slope at the N. edge

of draw that drains N, 70° W. and at edge of aspens that
bears N. 70° W. and S. 70° E.

At the 1/4 sec. cor. of secs. 21 and 28, marked with a
trachyte stone 14x8x6 ins., firmly set and plainly mkd.
1/4 on N. face.

From which,
A spruce, 16 ins. in diam., bears N. 24° E., 16
lks. dist., mkd. 1/4 S BT, (record N. 22° 50' E.,
14 1ks. dist.).

A spruce, 12 ins. in diam., bears S. 87° 40' E.,
6 lks. dist., mkd. 1/4 S BT, (same as rccord).

At the cor. point
Set an iron post, 30 ins. long, 2% ins. in diam., 18
ins. in the ground and in a collar of stone to brass

cap mkd.

T26S R2W

821
: 528
. 1969

Deposit the original stone alongside the corner.

The cor. is located on nearly level land in thick pine
and aspen growth at the cor. of old pole ferce that
bears N. and W. with trail road alongside.

At the cor. of secs, 20, 21, 28 and 29, marked with a
trachyte stone 18x10x8 ins., firmly set and plainly mkd.
with 4 notches on the E. and 2 on the S. edge.
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Remonumentation of Corners in T. 26 S., R. 2 W.

At the cor. point

Set an iron post, 30 ins. long, 2% ins. in diam., 20
ins. in the ground and in a collar of stone to brass
cap mkd.

T26S R2W
$20|S21
§29|S28
1969
Deposit the original stone alongside the corner.

The cor. is located in grassy meadow land in old pole
fence line that bears E. and W. 270 lks. dist. N. of
trail road that bears N. 70° W. and S§. 70° E.

At the cor. of secs. 29, 30, 31 and 32, marked with a
trachyte stone 20x12x10 ins., firmly set and plainly
mkd. with 5 notches on the E. and 1 on the S. edge.

There is no remaining evidence of the four original
bearing trees (aspen).

At the cor. point
Set an iron post, 30 ins. long, 2% ins. in diam., 20
ins. in the ground and in a collar of stone to brass
cap mkd.

T26S R2W

'$30[S29

§31is32

1969

From which I mark

An aspen, 8 ins. in diam., bears N. 43° E., 35 lks.
dist., mkd. T26S R2W S29 BT.

An aspen, 6 ins. in diam., bears S. 23° E., 61 lks.
dist., mkd. T26S R2W S32 BT.

A pine, 12 ins. in diam., bears S. 60° W., 36 lks.
dist., mkd. T26S R2ZW S31 BT.

A pine, 14 ins. in diam., bears N. 81° 30' W., 60
lks. dist., mkd. T26S R2W S30 BT.

Deposit the original stone alongside the corner.
The cor. is located on S. slope and at head of small

draw that drains S. 45° W. in thick aspen and pine
growth at the cor. of pole fence that bears W. and S.

At the cor. of secs. 19, 20, 29 and 30, marked with a
granite stone 16x14x8 ins., firmly set and plainly mkd.
with 5 notches on the E. and 2 on the S. edge.

From which,

GPO
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A spruce, 7 ins. in diam., bears S. 55° E., 15 1lks.
dist., mkd. T26S R2W S29 BT, (same as record).

A spruce, 14 ins. in diam., bears N. 56° 40' W.,
60 lks. dist.,, mkd. T26S R2W S19 BT, (same as

record).

There is no remaining evidence of the other two
original bearing trees.

At the cor. point
Set an iron post, 30 ins. long, 2% ins. in diam., 24
ins. in the ground and in a collar of stone to brass
cap mkd.

T26S RMW

S19]s20

$30{s29

1969

From which I mark

A spruce, 10 ins. in diam., bears N. 79° E., 30
lks. dist., mkd. T26S R2W S20 BT.

A white pine, 6 ins. in diam., bears S. 76° W.,
32 lks. dist., mkd. T26S R2W S30 BT.

Deposit the original stone alongside the corner.

The cor. is located on NE. slope of hill in thick pine
growth.

-

At the cor. of secs. 17, 18, 19 and 20, marked with a
trachyte stone 18x8x4 ins., firmly set and plainly mkd.
with 5 notches on the E. and 3 on the S. edge.

From which,
A spruce, 10 ins. in diam., bears N. 77° 30' E.,
66 lks. dist., mkd. T26S R2W S17 BT, (record N.
77° 30' E., 69 1lks. dist.).
A spruce, 16 ins. in diam., bears S. 52° 45' W.,
55 lks. dist., mkd. T26S R2W S19 BT, (same as

record).

There is no remaining evidence of the other two
original bearing trees.

At the cor. point
Set an iron post, 30 ins. long, 2% ins. in diam., 20
ins. in the ground and in a mound of stone to brass cap
mkd . '
T26S R2W
18817
§19|s20

1969
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Remonumentation of Corners in T. 26 S., R. 2 W.

Deposit the original stone alongside the corner.

The cor. is located on gentle NE. slope in scattered
pine growth at the cor. of old pole fence that bears
E., W. and S.

Remonumentation of Corners in T. 26 S., R. 4% W.

Township 26 South, Range 4% West, Salt Lake Meridian, is
located within the Fishlake National Forest. The follow-
ing corner was established by Page and Erwin in 1900.

At the 1/4 sec. cor. of secs. 7 and 18, marked with a
trachyte stone 16x10x9 ins., firmly set and plainly mkd.
1/4 S7 on N. face and S18 on S. face, (same as record).
From which,
A cedar, 8 ins. in diam., bears S. 12° 30' E., 42
lks. dist., mkd. 1/4 S18 BT, (record pinon S. 10°
"W., 60 lks. dist.).
At the cor. point
Set an iron post, 30 ins. long, 2% ins. in diam., 24
ins. in the ground and raise a mound of stone 3 ft. base,

1% ft. high, to N. Brass cap mkd.

T26S R4EZW

y s7
S18
1969

Deposit the original stone alongside the corner.

The cor. is located on SW. slope of hill in railed and
reseeded area approx. 5% chs. dist. S. of five strand
power line that bears S. 80° W. and N. 80° E.

Remonumentation of Corners in T. 26 S., R. 5 W.

Township 26 South, Range 5 West, Salt Lake Meridian, is
located within the Fishlake National Forest. The follow-|
ing corners were established by Page and Erwin in 1900.

At the cor. of secs. 13, 18, 19 and 24, on the E. bdy.
of the Tp., marked with a trachyte stone 14x8x6 ins.,
firmly and plainly mkd. with 3 notches on the N. and
S. edges. : )

From which,
A cedar, 12 ins. in diam., bears §. 59° W., 22

lks. dist., mkd. T26S R5W S$24 BT, (record S. 70°
W., 25 1lks. dist.).
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At the cor. point

Set an iron post, 30 ins. long, 2% ins. in diam., 24
ins. in the ground and raise a mound of stone 3 ft. base,
1% ft. high, to W. Brass cap mkd.

T26S
R5W R4AW

S13|S18

S24|S19
1969
Deposit the original stone alongside the corner.
The cor, is located on N. slope of small rise and at

head of small draw that drains N. 45° E, in railed and
reseeded area. )

At the 1/4 sec. cor. of secs. 13 and 18, on the E. bdy.
of the Tp., marked with a trachyte stone 20x10x8 ins.,

firmly set and plainly mkd. 1/4 S13 on W. face and S18

on E. face, (same as record).

From which,

A pinon pine, 6 ins. in diam., bears S. 70° W.,
37 lks. dist., mkd. 1/4 S13 BT, (record N. 75° W.,
38 1ks. dist.).

At the cor. point

Set an iron post, 30 ins. long, 2% ins. in diam., 20
ins. in the ground and in a collar of stone to brass
cap mkd.

T26S
RSW R&EW

L

G
S13|s18
1969

From which I mark

A pinon pine, 8 ins. in diam., bears S. 88° E.,
3 lks. dist., mkd. 1/4 S18 BT.

Deposit the original stone alongside the corner.
The cor. is located on gentle N. slope of hill in

scattered pinon growth 5% chs. dist. S. of trail road
that bears E. and W.

At the 1/4 sec. cor. of secs. 13 and 14, marked with a
trachyte stone 18x12x6 ins., firmly set and plainly mkd.
1/4 on W. face.

From which;
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Remonumentation of Corners in T. 26 S., R. 5 W.

A pinon pine, 8 ins. in diam., bears S. 85° E.,
15 1lks. dist., mkd. 1/4 S13 BT, (same as record).

At the cor. point

Set an iron post, 30 ins. long, 2% ins. in diam., 24
ins. in the ground and raise a mound of stone 3 ft. base,
1% ft. high, to W. with brass cap mkd.

T26S R5W
b

SlATSlB
1969
Deposit the original stone alongside the corner.
The cor. is located on S. slope of hill in cedar and

pinon growth 2 chs. dist. S. of top of spur projecting
W. approx. 9 chs. dist. N, of draw that drains E.

At the cor. of secs. 11, 12, 13 and:14, marked with a
trachyte stone 16x12x6 ins., firmly set and plainly mkd.
with 4 notches on the S. and 1 on the E. edge.

From which,
A pinon pine, 12 ins. in diam., bears S. 80° W.,
15 lks. dist,, mkd, T26S R5W S14 BT, (record a
cedar S. 80° W., 25 lks. dist.).
A cedar, 12 ins. in diam., bears N. 45° W., 25 lks.
dist., mkd. T26S R5W S11 BT, (record a pinon tree
N. 45° W., 20 lks. dist.).

At the cor. point

Set an iron post, 30 ins. long, 2% ins. in diam., 20

ins. in the ground and in a collar of stone to brass
cap mkd.

T26S R5W
S11§{sS12
814|813
1969
Deposit the original stone alongside the corner.
The cor. is located on N. slope of hill in cedar and

pine growth 3 chs. dist. N. of top of spur projecting
W. 2 chs. dist. S. of small draw that drains W.

At the 1/4 sec. cor. of secs. 12 and 13, marked with a
trachyte stone 14x14x12 ins., firmly set and plainly mkd.
1/4 S12 on N. face and S13 on S. face. - :

There is no remaining evidence of the original bearing
trees.

At the cor. point
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Set an iron post, 30 ins. long, 2% ins. diam., 15 ins.
in the ground and in a mound of stone to brass cap mkd.

T26S RSW

§12
% S13
1969

" From which I mark

A pine, 12 ins. in diam., bears S. 35° W., 59
lks. dist., mkd. % S13 BT.

A cedar, 6 ins. in diam., bears N. 45° E., 35 lks.
dist., mkd. % S12 BT.

Deposit the original stone alongside the corner.

The cor. is located on gentle E. slope of hill in small
grove of cedars and pines, surrounded by railed and re-
seeded area about 4 chs, dist. W. of trail road that
bears N. 45° W, and S. 45° E.

At the % sec. cor. of secs. ! and 12, marked with a
trachyte stone 16x12x6 ins., firmly set and plainly ukd.
% S11 on W. face and S12 on E. face.

From which,

A pinon pine, 10 ins. diam., bears N. 71° E.,

20 lks. dist., wkd. % S12 BT (record N. 10° E.,

20 1lks. dist.).
At the cor. point
Set an iron post, 30 ins. long, 2% ins. diam., 20 ins.
in the zround and in a mound of stonc¢ to brass cap
mkd.

T26S R5W

%
sil|st2
1969
Deposit tae original stone alongside the corner.
The cor. is located on steep SW. slope of hill in thick

cedar and pinon growth approx. 7 chs. dist. S. of top
of hill that bears N. 50° W. and S. 50° E.

Remonumentation of Corners in T. 27 S., R. 1 W.

Townsnip 27 South, Range 1 West, Salt Lake Meridian, is
located partially wit .in the Fishlake National Forest.
The following cors, were egtablished by Breckon and
McCarty in 1896.
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At the % sec. cor. of secs. 5 and 8, marked wita a
trachyte stone 18x12x8 ins., firmly set and plainly mkd.
¥ on N. face.

At the cor. point
Set an iron post, 30 ins. long, 2% ins. diam., 10

ins. in the .round and in a mound of stone 4 ft, base to
brass cap mkd.

T27S RIW
. 85
“ S8
1969

Dep031t the original stone along51de the corner.

The cor. is located on broken, rocky E. slope of hill
in scattered cedar and pinon growt: at tae corner of a
four strand fence that bears S. and E.

At the % sec. cor. of secs. 19 and 30, marked with a
sandstone 1l4x7x6 ins., firmly set and plainly mkd. %
on N. face.

At the cor. point
Set an iron post, 30 ins. long, 2% ins. diam., 20

ins. in the round and in a collar of stone to brass cap
mkd. ‘

T27S RIW
S19
“ S30
1969

Deposit the original stone alongside the corner.

The cor. is located on gentle N. slope in scattered
cedar and cotton wood growth at the mouth of draw that
drains N. 2 cas. dist. into Box Creek that flows E.

Remonumentation of Corners in T. 27 S., R. 2 W.

Township 27 South, Range 2 West, Salt Lake Meridian, is
located within the Fishlake National Forest. The followH
ing corners were established by Breckon and McCarty in
1897.

At the cor., of secs. 19, 24, 25 and 30, on the E. bdy.
of the Tp., marked with a trachyte stone 14x8x6 ins.,
firmly set and plainly mkd. with 4 notches on the N, and
2 on the S. edges.

At the cor. point.
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Set an iron post, 30 ins. long, 2% ins. in diam., 6
ins. in the ground and in a-mound of stone 4 ft. base
to brass cap mkd. ’

T27s
R2W RIW

$241819
$25(830
1969
The original stone in mound alongside the corner.
The cor. is located on top of steep, broken spur pro-

jecting N. 80° E. in scattered pine and cedar growth
approx. 14 chs. dist. S. of Box Creek that flows E.

At the cor. of secs. 1, 2, 11 and 12, marked with a
trachyte stone 20x14x12 ins., firmly set and plainly
mkd. with 5 notches on the S. and 1 on the E. edge.

At the cor. point

Set an iron post, 30 ins. long, 2% ins. in diam., 16 ins
in the ground and in a mound of stone 3 ft. base to
brass cap mkd.

T275 R

s2|s1

S11|s12
1969

Deposit the original stone alongside the corner.

The cor. is located on gentle NW. slopc of small rise
in sagebrush growth 150 lks. dist. E. of draw that drain
S. 126 lks. dist. W. of four strand fence that bears N.

and S. approx. 8 chs. dist. S. of dirt road that bears
E. and W,

At the 1/4 sec. cor. of secs. 2 and 11, marked with a
trachyte stone 16x10x6 ins., firmly set and plainly mkd.
1/4 on N. face.

At the cor. point

Set an iron post, 30 ins. long, 2% ins. in diam., 24
ins. in the ground and raise a mound of stone 3% ft.
base, 1% ft. high, to N. Brass cap mkd.

T275 R2W

S2
S11
1969

Deposit the original stone alongside the corner.
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Remonumentation of Corners in T, 27 S., R. 2 W.

The cor. is located on S. slope of hill in sagebrush

growth approx. 20 chs. dist. N. of Lower Box Creek
Reservoir.

At the 1/4 sec. cor. of secs. 2 and 3, marked with a
trachyte stone 16x12x8 ins., firmly set and plainly mkd.
1/4 on W. face.

At the cor. point
Set an iron post, 30 ins. long, 2% ios. in diam., 14
ins. in the ground and in a mound of stone 3% ft. base
to brass cap mkd.
T27S R
1
$3|s2
1969
Deposit the original stone alongside the corner.
The cor. is located on nearly level land in sagebrush

growth ~prox. 10 chs. dist. S. of Monroe Mountain
Road, that bears S. 65° E. and N. 65° W.

Remonumentation of Cormers in T. 27 S., R. 3 W.

Township 27 South, Range 3 West, Salt Lake Meridian, is
located partially within the Fishlake National Forest.
The following corners were established by John T.
Breckon in 1896.

At the cor. of secs. 13, 17, 20 and 24, on the E. bdy.
of the Tp., marked with a quartzite stone 18x8x6 ins.,
firmly set and plainly mkd. with 3 notches on the N. and
S. edges.

From which,

A cedar, 7 ins. in diam., bears N. 36° 45' E., 42
lks. dist., mkd. T27S R23W S17 BT, (same as record)

A cedar, 18 ins. in diam., bears S. 51° 35' W., 59
lks. dist., mkd. T27S R3W S24 BT, (same as record).

At the cor. point

Set an iron post, 30 ins. long, 2% ins. in diam., 20
ins. in the ground and in a collar of stone to brass
cap mkd.

T27S
R3W R2AW

S§13|817
524|520

1969
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Deposit the original stone alongside the corner.

The cor. is located on gentle SW. slope of hill in
scattered cedar and pine growth in net wire fence line
that bears N. and S. 10 lks. dist. N. of trail road
that bears N. 70° W, and S. 70° E.

At the cor. of secs. 8, 12, 13 and 17, on the E. bdy.
of the Tp., marked with a sandstone 20x8x8 ins., firmly
set and plainly mkd. with 4 notches on the S. and 2
notches on the N. edge.

At the cor. point

Set an iron post, 30 ins. long, 2% ins. in diam., 8
ins. in the ground and in a mound of stone 4 ft. base
to brass cap mkd.

T27S
R3W R2%W

§12|s8
S13|s17
1969

Deposit the original stone alongside the corner.

The cor. is located on SW. slope of hill in scattered
pine and cedar growth in netwire fence line that bears
N. and S. approx. 4 chs. dist. N. of small draw that
drains W. into Durkee Springs.

At the 1/4 sec. cor. of secs. 8 and 12 on the E. bdy.
of the Tp., marked with a sandstone 18x7s6 ins., firmly
set and plainly mkd. 1/4 on W. face.

At the cor. point

Set an iron post, 30 ins. long, 2% ins. in diam., 12
ins. in the ground and in a mound of stone 3% ft. base
to brass cap mkd.

T27S
R3W R2%W

%
s12|s8

1969
Deposit the original stone alongside the corner.

The cor. is located on W, slope of hill in sagebrush
growth in netwire fence line that bears N, and S.
approx. 5 chs. dist. S. of trail road that bears S.
45° W. and N. 45° E,

At the cor. of secs. 1, 5, 8 and 12 on the E. bdy. of
the Tp., marked with a quartzite stone 16x12x6 ins.,
firmly set and plainly mkd. with 5 notches on the S.
and 1 notch on the N.
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Remonumentation of Corners in T. 27 S., R. 3 W.

At the cor. point

Set an iron post, 30 ins. long, 2% ins. in diam., 15
ins. in the ground and in a mound of stone 3% ft. base
to brass cap mkd.

T27S
R3W R2iW

8185
$12|s8
1969

Deposit the original stone alongside the corner.

The cor. is located on S. slope of hill in scattered

pine and cedar growth 2% chs. dist. N. of ravine that
drains S. 75° W. in netwire fence line that bears N.

and S.

At the cor. of Tps. 27 and 28 S., Rs. 3 and 4 W., mkd.
with a quartzite boulder 30x20x16 ins., firmly set and
plainly mkd. with 6 notches on the N., S., E. and W.
edges.

At the cor. point

Set an iron post, 30 ins. long, 2% ins. in diam., 12
ins. in the ground and in a mound of stone &4 ft. base
to brass cap mkd.

T27S
R4W R3W

$36]s31

S1|sé6
T28S
1969

The original stone in mound alongside the corner.

The cor. is located on E. slope of gentle rolling foot-
hills, in sagebrush 8rowth 3 chs. dist. N. of old trail
road that bears E. and W.

Remonumentation of Corners in T. 29 S., R. 3 W.

Township 29 South, Range 3 West, Salt Lake Meridian, is
located partially within the Fishlake National Forest.

The following corners were established by Page and Erwin
in 1900.

At the cor. of secs. 19 and 30 on the W. bdy. of the Tp.,
marked with an iron stone 20x18x16 ins., firmly set and

plainly mkd. with 4 notches on the N. and 2 on the S.
edge.

At the cor. point
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Set an iron post, 30 ins. long, 2% ins. in diam., 20
ins. in the ground and in a collar of stone. Raise a
mound of stone 4 ft. base, 1% ft. high, to W. Brass
cap mkd.

T298
R4W R3W

s19
S24 330

1969

The original stone in mound alongside the corner.

The cor. is located on rocky SE. slope of small hill,
50 1lks. dist. S. of top and 3% chs. dist. N. of wash,
40 1ks. wide, 10 ft. deep, that drains E. In very
scattered pine growth.

Remonumentation of Corners in T. 29 S., R. 4 W.

Township 29 South, Range 4  West, Salt Lake Meridian, is

located almost entirely within the Fishlake National
Forest. The following cor, was established by Page
and Erwin in 1900.

At the % sec. cor. of secs. 26 and 27, marked with a

trachyte stone 18x10x8 ins., firmly set and plainly mkd.

% S27 on W. face and $26 on E. face.
At the cor. point

Set an iron post, 30 ins. long, 2% ins. in diam., 14
ins. in the ground and in a mound of stone 4 ft. base
to brass cap mkd.

T29S R4W

%
$27|526

1969
Deposit the original stone alongside the corner.

The cor. is located on nearly level land in City Creek
Canyon that bears S. 65° E. and N. 65° W. 124 1ks.
dist, S. of improved dirt road that bears S. 58° E.
and N, 58° W. in oak and sagebrush growth.
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CERTIFICATE OF SURVEY

(I) (W), Ferrel D. Reynolds , HEREBY
CERTIFY upon honor that, in pursuance of special instructions bearing date of the 15th day
of February 1961 , (I) (WX) have remonumented cormers in T. 24 S., R. 2

Tps. 24 S., Rs. 4 and 5W., T. 25 S., R. 2 E., T. 25 5., R. 6 W., Tps. 26 S.
Rs. 1, 2, 45 and 5 W., Tps. 27 S., Rs. 1, 2 and 3 W., Tps. 29 S., Rs. 3 and ,

of the Salt Lake Meridian, in the State of Utah , which
are represented in the foregoing field notes as having been executed by (me), ®@X) and under (my)
(MB) direction; and that said survey has been made in strict conformity with said special instruc-
tions, the Manual of Instructions for the Survey of the Public Lands of the United States, and in

specific manner described in the foregoing field notes.

May 19, 1970
(Date}

Surveying Teclnician

(Date) (Cadastral Surveyor)

CERTIFICATE OF APPROVAL
SUBMITTED FOR APPROVA

Date ____JUN_ o 1979 BUREAU OF LAND MANAGEMENT
Washington, D.C.

The foregoing field notes of the Yemonumentation of corners in T. 24 S., R. 2 E., Tg-
24 S., Rs. 4 and SW., T. 25S., R. 2 E., T. 25S., R. 6 W., Tps. 26 S., Rs
1, 2, 4% and 5 W., Tps. 27 S., Rs. 1, 2 and 3 W., and Tps. 29 5., Rs. 3 and
Salt Lake Meridian, Utah

executed by Ferrel D. Reynolds, Surveying Technician

having been critically examined and found correct, are hereby approved.

{(D=te) (Chief, Division of Cadastral

CERTIFICATE OF TRANSCRIPT

, is a true copy of the original field notes.
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FAom3 911 gg-—s UNITED STATES
A 7oy DEPARTMENT OF THE INTERIOR A
BUREAU OF LAND MANAGEMENT
ORIGINAL
FIELD NOTES -
OF THE

SURVEY OF A PORTION OF THE SUBDIVISIONAL LINES

OF

TOWNSHIP 28 SOUTH, RANGE 21 EAST

Of the SALT LAKE Meridian,
In the State of UTAH
EXECUTED BY
H. Dennis Badger Supervisory Cadastral Surveyor
Under special instructions dated January 12 ,19_71 , which provided for the surveys
included under Group Number 524 , approved February 25, 1971 ,
and assignment instructions dated May 26 , 19 71 .

Survey commenced June 14 ,19 _72

Survey completed June 30 19_72
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T. 28 S., R. 21 E., Salt Lake Meridian, Utah
CHAINS

The following field notes are those of the survey of a
portion of the subdivisional lines of T. 28 S., R. 21 E.

The north boundary was surveyed by R. C. Yundt, in 1926,
The east boundary was surveyed by Willis W. Bandy in
1924. The south boundary was surveyed by Ernst Buettner
in 1884, and resurveyed by Leland P. Lewis in 1954. The
west boundary was surveyed by C. F. Moore in 1926. A
portion of the subdivisional lines were surveyed by
Leland P. Lewis in 1954,

The survey was executed in accordance with the specifi-
cations as set forth in the Manual of Surveying Instruc-
tions, 1947, and the Special Instructions dated January
12, 1971.

The directions of the lines of survey were determined by
observations on Polaris. The lines were carried forward
by sustained angulation being supplemented by numerous
observations on Polaris taken throughout the progress of
the survey.

The lengths of all lines were determined by chaining
where possible; otherwise by triangulation. The details
of such triangulations have been thoroughly verified

and in order to simplify the record the diagrams and
reductions are omitted from these field notes.

The geographic position of the southeast corner of the
township is at Latitude 38° 18' 56" N, and Longitude
109° 33' 02' W. as determined by Leland P. Lewis in
1954.

The magnetic declination was read at a number of stations
throughout the progress of the survey and the average
of these readings was found to be 15° 15' E.

Survey of a Portion of the Subdivisional Lines,
T. 28 S., R. 21 E., Salt Lake Meridian, Utah

Beginning at the cor. of secs. 25, 26, 35 and 36, monu-
mented with an iron post, 2% ins. diam., protruding 18
ins. above ground and in a mound of stone, with brass
cap mkd.

T28S R21E

$26|525

$35[s36

1954

N. 0° 11' W., bet. secs. 25 and 26.

Over broken desert land, through scattered timber,
by triangulation.

3.00 Trail road, bears E. and W.

5.00 Draw, drains irregularly E.

7.00  Same trail road, bears E. and W.
30.00 Top of exposed sandstone spur, slopes E.

m 9180-~7 (October 1964) (formerly 4—~673b) USDI-—~BLM FIELD NOTE PAPER



62.75
80. 26

40.00

45.00
45.80

80.00

30.00

40.09

Survey of a Portion of the Subdivisional Lines,

__T. 28 5., R, 21 E,, Salt Lake Meridian, Utah

A A A L ey s ) B, el LT Lo TS 0, 8 L

'Sandstone spur, slopes S.; end triangulation.

The cor. of secs. 23, 24, 25 and 26.

Land, broken desert.

| Soil, sandy.
| Timber, scattered juniper and pinon.

'ﬂn Q# 11’ H:; bﬁti secs. 23 and 24:

Over gently rolling desert land, through scattered
timber,

| Point for the X sec. cor. of secs. 23 and 24.

| Set an iron post, 30 ins. long, 2% ins, diam., 24 ins,
|in the ground, with brass cap mkd.

T285 R2I1E

%
231824

1972

| Base of escarpment, bears b, and W.
| Top of escarpment, bears E. and W.
i?ﬂiﬁ: for the cor. of secs. 13, 14, 23 and 4.

| Set an {ron post, 30 ins. long, 2% ins. diam., 15 ins.
| in the ground to solid rock, and in a mound of stone,

4¢ fr, base to top, with brass cap mkd.

T285 R2IE

1972

Land, gently rolling.

1 Soil, sandy.
| Timber, scattered juniper and pinon.

| From the cor. of secs. 13, 18, 19 and 24, on the E. bdy,.

of the Tp., monumented with an iron post, 2 ins. diam.,

| protruding 12 ins. above ground, with brass cap mkd.

T28S
R21E R22E

1924

N, 897 49' W,, bet, secs. 13 and 24.

| Over nearly level land, through scattered timber.

Trail road, bears N. 35° E. and 8. 35° W.

Point for the % sec., cor, of secs. 13 and 24.

| Set an iron post, 30 ins. long, 2% ins. diam,, 6 ins.

in the ground to solid rock and in a mound of stone,
4 ft. base to top, with brass cap mkd.

FIELD NOTE PAPER



Survey of a Portion of the Subdivisional Lines,
T. 28 S., R. 21 E., Salt Lake Meridianm, Utah

CHAINES

T28S RZ1E
S13

% 7524
1972

Cor. is located 55 lks. west of base of sloping
sandstone ledge.

80.18 |The cor. of secs. 13, 14, 23 and 24.
Land, nearly level.

Soil, sandy.
Timber, scattered juniper and pinon.

N. 0° 11' W., bet. secs. 13 and 14.
Over rolling desert land, through dense timber.
36.90 |Begin triangulation.

40.00 Point for the % sec. cor. of secs. 13 and 14, falls in
the bottom of a small draw, draining W., and impractical
to monument.

40.68 Point selected for the witness % sec. cor. of secs.

13 and 14.

Set an iron post, 30 ins. long, 2% ins., diam., 24 ins.
in the ground, with brass cap mkd.

T28S R21E

L
%
S14|s13

W
1972
63.00 |Bottom of canyon, drains N. 45° E.

80.00 Point for the cor. of secs. 11, 12, 13 and 14. End
triangulation.

Set an iron post, 30 ins. long, 2% ins. diam., over a
cross (X) chiseled in solid sandstone and in a mound
of stone, 4% ft. base to top, with brass cap mkd.

T28S R21E
s11]s12
S141S13

1972

Land, gently rolling.
Soil, sandy and sandstone.
Timber, dense juniper and pinon.

From the cor. of seecs. 7, 12, 13 and 18, on the E. bdy.
of the Tp., monumented with an iron post, 2 ins. diam.,
protruding 30 ins. above ground and in a mound of stone,
with brass cap mkd.

T28S
R21E R22E
s12|s7
$13|s18
1924

7r GPO




Survey of a Portion of the Subdivisional Lines,
T. 28 S,, R. 21 E., Salt Lake Meridian, Utah

CHAINS

38.85

40.08

68.00

80.16

39.92

79.84

N. 89° 49' W., bet. secs. 12 and 13.

Over broken canyon land, through scattered timber, by
triangulation.

Top of high ledges, bears N. and S.
Point for the % sec. cor. of secs. 12 and 13.

Set an iron post, 30 ins. long, 2% ins. diam., over a
cross (X) chiseled in solid sandstone, and in a mound of
stone, 4 ft, base to top, with brass cap mkd.

T288 R21E
$12

% 513
1972

Draw, drains N. 35° E.

End triangulation.

The cor. of secs. 11, 12, 13 and 14.
Land, broken canyon.

Soil, sandy and sandstone.
Timber, scattered juniper and pinon.

N. 0° 07' W., bet, secs. 11 and 12.
Over broken land, through scattered timber.
Point for the ! sec. cor. of secs. 11 and 12.

Set an iron post, 30 ins. long, 25 ins. diam., over a
cross (X) chiseled in solid sandstone and in 2 mound of
stone, 4! ft. base to top, with brass cap mkd.

T28S R21E
%
S11ls12
1972

The cor. of secs. 1, 2, 11 and 12, monumented with an
iron post, 2% ins. diam., protruding 10 ins. above
ground, with brass cap mkd.

T28S R21E
SZ‘SI
S11|812
1954
Land, broken.

Soil, sandy and sandstone.
Timber, scattered juniper and pinon.

From the cor. of secs. 1, 6, 7 and 12, on the E. bdy

of the Tp., monumented with an iron post, 2 ins. diam.,
protruding 30 ins. above ground and in a mound of stone,
with brass cap mkd.
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CHAINS

14.00

40.15

80.30

40.00

80.00

Survey of a Portion of the Subdivisional Lines,
T. 28 S., R. 21 E., Salt Lake Meridian, Utah

T28S
R21E R22E
s1/s6
S121s7
1924

S. 89° 58' W., bet. secs. 1 and 12.
Over broken land, through scattered juniper and pinon.
Draw, drains N. 35° E.
Point for the % sec. cor. of secs. 1 and 12.
Set an iron post, 30 ins. long, 2% ins. diam., 4 ins.
in the ground to solid rock, and in a mound of stone,
4% ft. base to top, with brass cap mkd.
T28S R21E
1 S1

S12
1972

The cor. of secs. 1, 2, 11 and 12.

Land, broken.
Soil, sandy.
Timber, scattered juniper and pinon.

From the cor. of secs. 2, 3, 34 and 35 on the S. bdy.
of the Tp., monumented with an iron post, 2% ins. diam.,
protruding 10 ins. above ground, with brass cap mkd.

T28S R21E
$34]5835
Ts3[s2
1954

N. 0° 11' W., bet. secs. 34 and 35.
Over gently rolling land, through scattered timber.
Point for the % sec. cor. of secs. 34 and 35.

Set an iron post, 30 ins. long, 2% ins. diam., 24 ins.
in the ground, with brass cap mkd.

T28S R21E

L

%L
s341835
1972

Point for the cor. of secs. 26, 27, 34 and 35.

Set an iron post, 30 ins. long, 2% ins. diam., 24 ins.
in the ground, with brass cap mkd.

T28S R21E
827|526
S34[835

1972

£t GPO /



Survey of a Portion of the Subdivisional Lines,
T. 28 S., R. 21 E,, Salt Lake Meridian, Utah

12

CHAINS

11.05
24.90
28.60
37.00

40.00

72.80

80.00

36.00

40.01

60.25

Land, gently rolling.
Soil, sandy.
Timber, scattered juniper.

From the cor. of secs. 25, 26, 35 and 36.
S. 89° 53" W., bet. secs. 26 and 35.
Over rolling land, through scattered timber.
Draw, drains N. 80° E.
Top of sandstone spur, slopes S.
Draw, drains irregularly SE.
Draw, drains irregularly NE,
Point for the % sec. cor. of secs. 26 and 35.
Set an iron post, 30 ins. long, 2% ins. diam., over a
cross (X) chiseled in solid sandstone and in a mound of
stone, 4% ft. base to top, with brass cap mkd.
T28S R21E
526

% 7535
1972

Leave timber.
The cor. of secs. 26, 27, 34 and 35,
Land, rolling.

Soil, sandy.
Timber, scattered juniper and pinon.

S. 89° 58' W., bet. secs. 27 and 34.

Over rolling desert land.

Trail road, bears N. 13° W. and S. 13° E.
Point for the % sec. cor. of secs. 27 and 34.

Set an iron post, 30 ins. long, 2% ins. diam., 24 ins.
in the ground, with brass cap mkd.

T28S R21E

. 827

% 834
1972

Set a steel fence post, 6 ft. long, 2 ft. in the
ground, alongside the iron post.

Hatch Point Road, an improved gravel road, bears N, 2°
32' W and S. 2° 32' E,
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62.00

80.02

10.15

40.00

80.00

16.10

23.80

40.01

Survey of a Portion of the Subdivisional Lines,
T. 28 S., R, 21 E., Sa}tUEake Meridian, Utah

Enter scattered timber.

The cor. of secs. 27, 28, 33 and 34, monumented with an
iron post, 1 ins. diam. protruding 18 ins. above ground,
with brass cap mkd.

T28S R21E
s28|s27
533[534

1954

Land, rolling.
Soil, sandy.
Timber, scattered juniper and pinon W. 18.00 chs.

From the cor. of secs. 26, 27, 34 and 35,

N. 0° 11' W., bet. secs. 26 and 27.

Over rolling desert land.

Trail road, bears N. 85° W. and S. 85° E.
Point for the % sec. cor. of secs. 26 and 27.

Set an iron post, 30 ins. long, 2! ins. diam., 24 ins.
in the ground, with brass cap mkd.

T285 R21E

%

S27|s26
1972
Point for the cor. of secs. 22, 23, 26 and 27.

Set an iron post, 30 ins. long, 2% ins. diam. 24 ins.
in the ground, with brass cap mkd.

T28S R21E
s22|s23
$271526

1972
Land, rolling.

Soil, sandy.
Timber, none.

From the cor. of secs. 23, 24, 25 and 26.
S. 89° 54' W., bet. secs. 23 and 26.
Over rolling desert land, through scattered timber.

E. rim of plateau, bears N. and S.; thence over nearly
level land. Leave timber.

Trail road, bears N. 10° E. and S. 10° W.
Point for the % sec. cor. of secs. 23 and 26.
Set an iron post, 30 ims. long, 2% ins. diam., 12 ins.

in the ground to solid rock and in a mound of stone,
4 ft, base to top, with brass cap mkd.

r GPO



Survey of a Portion of the Subdivisional Lines,
T. 28 S., R, 21 E., Salt Lake Meridian, Utah’

125

CHAINS

80.02

24.70
32.10

39.99

51.20

68.60

70.50
78.00

79.98

40.00

T28S R21E
523

% T526
1972

The cor. of secs. 22, 23, 26 and 27.

Land, rolling to nearly level.
Soil, sandy.
Timber, scattered juniper and pinon E. 16.00 chs.

S. 89° 58' W., bet. secs. 22 and 27.

Over nearly level desert land.

Trail road, bears N. 30° E. and S. 30° W.
Small rocky rim, bears NE. and SW.
Point for the Y% sec. cor. of secs. 22 and 27.

Set an iron post, 30 ins. long, 2% ins. diam., 24 ins.
in the ground, with brass cap mkd.

T28S R21E
522

Pl
4827

1972

Raise a mound of stone, 2 ft. base, 1% ft. high
N. of cor.

Trail road, bears N. and S.

Hatch Point Road, an improved gravel road, bears N. 20°
W. and S. 20° E.

Base of low ridge, bears N. and S.
Top of ridge, bears N. and S.

The cor. of secs. 21, 22, 27 and 28, monumented with an
iron post, 2% ins. diam. protruding 10 ins. above ground
and in a mound of stone, with brass cap mkd.

T28S R21E
521|822

s28[s27

1954

Land, nearly level.
Soil, sandy.
Timber, none.

From the cor. of secs. 22, 23, 26 and 27.

N. 0° 11' W., bet. secs. 22 and 23.

Over gently rolling land.

Point for the % sec. cor. of secs. 22 and 23.

Set an iron post, 30 ins. long, 2% ins. diam., 24 ins.
in the ground, with brass cap mkd.

1 91807 (October 1964)
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Survey of a Portion of the Subdivisional Lines,
T. 28 S., R. 21 E., Salt Lake Meridian, Utah

CHAINS

T28S R21E

L

%G
s22]823
1972

80.00 | Point for the cor. of secs. 14, 15, 22 and 23.

Set an iron post, 30 ins. long, 2% ins. diam., 24 ins.
in the ground, with brass cap mkd.

T28S R21E
s15|s14
522|823

1972

Land, gently rolling.
Soil, sandy.
Timber, none.

From the cor. of secs. 13, 14, 23 and 24.

S. 89° 53' W., bet. secs. 14 and 23.

Over gently rolling land, through scattered timber.
9.55 | Draw, drains N. 10° E.

22.00 i Leave timber.

26.30 | Trail road, bears N. 40° W. and S. 40° E.

40.02 | Point for the % sec. cor. of secs. 14 and 23.

Set an iron post, 30 ins. long, 2% ins. diam., 24 ins.
in the ground, with brass cap mkd.

T28S R21E

. _S14

% 823
1972

80.04 | The cor. of secs. 14, 15, 22 and 23.

Land, gently rolling.
Soil, sandy. .
Timber, scattered juniper and pinon E. 22.00 chs.

S. 89° 56' W., bet. secs. 15 and 22.

Over gently rolling land.

40.00 | Point for the % sec. cor. of secs. 15 and 22.

Set an iron post, 30 ins. long, 2% ins. diam., 12 ins.

in the ground to solid rock and in a mound of stone,
4 ft. base to top, with brass cap mkd.
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Survey of a Portion of the Subdivisional Lines,
T. 28 S., R. 21 E., Salt Lake Meridian, Utah

CHAINS

T285 R21E
815
% S22

1972
44.00 ([Trail road, bears N. 40° W. and S. 40° E.

80.00 |The cor. of secs. 15, 16, 21 and 22, monumented with an
iron post, 2% ins. diam., protruding 8 ins. above
ground and_in a collar of stone, with brass cap mkd.

T28S R21E
S16|515

s21[s22

1954

Land, gently rolling.
Soil, sandy.
Timber, none.

From the cor. of secs. 14, 15, 22 and 23.

N. 0° 11' W., bet. secs. 14 and 15,

Over gently rolling land.

40.00 |Point for the % sec. cor. of secs. 14 and 15.

Set an iron post, 30 ins. long, 2% ins. diam., over a
cross (X) chiseled in solid sandstone and in a mound of
stone, 5 ft. base to top, with brass cap mkd.

T28S R21E
Y
S15{s14
1972

72.90 Enter scattered timber.
80.00 |Point for the cor. of secs. 10, 11, 14 and 15.

Set an iron post, 30 ins. long, 2% ins. diam., 12 ins.
in the ground to solid rock, and in a mound of stone,
4 ft. base to top, with brass cap mkd.

T28S R21E
$10]s11
S15[S14

1972

Land, gently rolling.
Soil, sandy.
Timber, scattered juniper and pinon N. 8,00 chs.

From the cor. of secs. 11, 12, 13 and 14.
S. 89° 54' W., bet. secs. 11 and 14.

Over gently rolling land, through scattered timber.
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CHAINS

40.07

66.65

80.14

40.02

80.04

39.95

12

Survey of a Portion of the Subdivisional Lines,
T. 28 S., R. 21 E., Salt Lake Meridian, Utah

Point for the % sec. cor. of secs., 11 and 14.

Set an iron post, 30 ins. long, 2% ins. diam., 24 ins.
in the ground, with brass cap mkd.

T28S R21E
S11
S1l4

1972

Draw, drains N.
The cor. of secs. 10, 11, 14 and 15.
Land, gently rolling.

Soil, sandy.
Timber, scattered juniper and pinon.

S. 89° 54' W., bet. secs. 10 and 15.
Over rolling land, through scattered timber.
Point for the Y% sec. cor. of secs. 10 and 15.

Set an irom post, 30 ins. long, 2% ins. diam., 24 ins.
in the ground, with brass cap mkd.

T28S R21E
S10
% 75715
1972

The cor. of secs. 9, 10, 15 and 16, monumented with an
iron post, 2% ins. diam., protruding 6 ins. above
ground and in a collar of stone, with brass cap mkd.

T28S R21E
s9lslo
TS16[815
1954

Land, rolling.
Soil, sandy.
Timber, scattered juniper and pinon.

From the cor. of secs. 10, 1l, 14 and 15.

N. 0° 07' W., bet. secs. 10 and 11.

Over rolling land, through scattered timber.
Point for the % sec. cor. of secs. 10 and 11.

Set an iron post, 30 ins. long, 2% ins. diam., 24 ins.
in the ground, with brass cap mkd.

7r GPO
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Survey of a Portion of the Subdivisional Lines,
T. 28 S., R. 21 E., Salt Lake Meridian, Utah

CHAINS

59.75
63.45
70.40
79.20

79.90

40.05

65.00

80.10

22.00

T28S R21E
Y
s10(s11
1972

Wash, 15 lks. wide, 4 ft. deep, drains N. 75° W.
Wash, 25 lks. wide, 7 ft. deep, drains N. 60° W.
Wash, 40 lks. wide, 6 ft. deep, drains N. 20° E.
Wash, 10 lks. wide, 1 ft. deep, drains N. 80° E.

The cor. of secs. 2, 3, 10 and 11, monumented with an
iron post, 2% ins. diam. protruding 10 ins. above

ground and in a mound of stone, with brass cap mkd.

T28S R21E
s3|s2
S10[s11
1954

Land, rolling.
Soil, sandy.
Timber, scattered juniper and pinon.

S. 89° 56' W., bet. secs. 3 and 10.
Over rolling land, through scattered timber.

Point for the % sec. cor. of secs. 3 and 10.

in the ground, with brass cap mkd.

T28S R21E
s3

% 7510
1972

Leave timber.

The cor. of secs. 3, 4, 9 and 10, monumented with an
iron post, 2% ins. diam., protruding 6 ins. above
ground and in a collar of stone, with brass cap mkd.

T28S R21E
SA|S3
S9{s10
1954
Land, rolling.

Soil, sandy.
Timber, scattered juniper and pinon, E. 65.00 chs.

Set an iron post, 30 ins. long, 2% ins. diam., 24 ins.

from the cor. of secs. 27, 28, 33 and 34.
S. 89° 57' W., bet. secs. 28 and 33.
+
Over rolling land, through scattered timber.

Draw, drains irregularly N. 45° W.
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CHAINS

40.00

63.75

80.00

16.00

26.00

34.00

40.00

80.00

14

Survey of a Portion of the Subdivisional Lines,
T. 28 S., R. 21 E., Salt Lake Meridian, Utah

Point for the % sec. cor. of secs. 28 and 33.

Set an iron post, 30 ins. long, 2% ins. diam., 24 ins.
in the ground, with brass cap mkd.

T28S R21E
$28

% 73833
1972

Raise a mound of stone, 2 ft. base, 1% ft. high,
N. of cor.

Trail road, bears N. 33° . E. and S. 33° W.

The cor. of secs. 28, 29, 32 and 33, monumented with an
iron post, 2% ins. diam., protruding 30 ins. above
ground, and in a mound of stone, with brass cap mkd.

T28S R21E
529|528
532[s33

1954

Land, rolling.
Soil, sandy.
Timber, scattered juniper and pinon.

N. 0° 13' W., bet. secs. 28 and 29.

Over broken canyon land, through scattered timber, by
triangulation,

S. edge of ledgy gulch.

Bottom of ledgy gulch, 720 ft. deep, drains irregularly
S. 55° W.

N. edge of gulch.
Point for the % sec. cor. of secs. 28 and 29.
Set an iron post, 30 ins. long, 2% ins. diam., 6 ins.
in the ground to solid rock and in a mound of stone,
4 ft. base to top, with brass cap mkd.
T28S R21E
L

L
529{s28
1972

End triangulation.
Point for the cor. of secs. 20, 21, 28 and 29.

Set an iron post, 30 ins. long, 2% ins. diam., 24 ins.
in the ground, with brass cap mkd.

T28S R21E

SZO'SZl

§29 1528
1972

Land, broken.
S0il, sandy and sandstone.

%1 GPO
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Survey of a Portion of the Subdivisional Lines,
T. 28 S., R. 21 E., Salt Lake Meridian, Utah

CHAINS

40.08

80.16

8.60

35.00

39.97

57.00
68.80

79.94

Timber, scattered juniper and pinon.

From the cor. of secs. 21, 22, 27 and 28.
S. 89° 58' W., bet. secs. 21 and 28.
Over broken land, through scattered timber.
Point for the % sec. cor. of secs. 21 and 28.
Set an iron post, 30 ins. long, 2% ins. diam., 6 ins.
in the ground to solid rock and in a mound of stone,
4 ft, base to top, with brass cap mkd.
T28S R21E
y 821

528
1972

The cor. of secs. 20, 21, 28 and 29.
Land, broken.

Soil, sandy and sandstone.
Timber, scattered juniper and pinon.

N. 0° 08' W., bet. secs. 20 and 21.

Over broken sandstone ledges, through scattered timber.

Sandstone spur, slopes S. 75° W.; thence by triangulation.

Draw, drains irregularly W.
Point for the % sec. cor. of secs. 20 and 21.

Set an iron post, 30 ins. long, 2% ins. diam., 2 1ins.
in the ground to solid sandstone and in a mound of
stone, 4 ft. base to top, with brass cap mkd.

T28S R21E

%

$20]s21
1972

Draw, drains irregularly S. 45° W.
Top of small sandstone knoll, end triangulation.

The cor. of secs. 16, 17, 20 and 21, monumented with an
iron post, 1 in, diam., protruding 15 ins. above
ground, with brass cap mkd.

T28S R21E
S17|s16
520[s21
1954

Land, broken.
Soil, sandstone.
Timber, scattered juniper and pinon.

n 91807 (October 1964) (formerly 4=673b) USDI—-—BLM El A
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CHAINS

8.15

24.75

40.00

80.00

12.90

40.00
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Survey of a Portion of the Subdivisional Lines,
T. 28 S., R. 21 E., Salt Lake Meridian, Utah

From the cor. of secs. 8, 9, 16 and 17, monumented with
an iron post, 2% ins. diam., protruding 6 ins. above
ground, with brass cap mkd.

T28S R21E
s8]59
“s17]s1i6
1954

N. 0° 13' W., bet. secs. 8 and 9.
Over rolling land, through scattered timber.

Hatch Point Road, an improved gravel road, bears N. 52°
10' W. and S. 52° 10' E. )

Leave timber and enter nearly level land.
Point for the % sec. cor. of secs. 8 and 9.

Set an iron post, 30 ins. long, 2% ins. diam., 24 ins.
in the ground, with brass cap mkd.

T28S R21E
Y
s81s9

1972
Point for the cor. of secs. 4, 5, 8 and 9.

Set an iron post, 30 ins. long, 2% ins. diam., 24 ins.
in the ground, with brass cap mkd.

T28S R21E
s5|s4
S8[s9
1972

Land, rolling to nearly level.
Soil, sandy.
Timber, scattered juniper and pinon S. 25.00 chs.

From the cor. of secs. 3, 4, 9 and 10.

N. 89° 59' W., bet. secs. 4 and 9.

Over nearly level land.

Trail road, bears N. and S.

Point for the % sec. cor. of secs. 4 and 9.

Set an iron post, 30 ins. long, 2% ins. diam., 24 ins.
in the ground, with brass cap mkd.

T28S R21E
_S4

“ sg
1972

¥r GPO | =7
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Survey of a Portion of the Subdivisional Lines,
T. 28 S., R. 21 E,, Salt Lake Meridian, Utah

CHAINS

63.60 {Wash, 20 lks. wide, 4 ft. deep, drains irregularly N,
80.00 The cor. of secs. 4, 5, 8 and 9.
Land, nearly level.

Soil, sandy.
Timber, none.

N. 0° 01' W., bet. secs. 4 and 5.

Over gently rolling land.

31.00 |Draw, drains N. 34° E.

40.00 |Point for the % sec. cor. of secs. 4 and 5.

Set an iron post, 30 ins. long, 2% ins. diam., 24 ins.
in the ground, with brass cap mkd.

T28S R21E
%
S5|s4

1972

Set steel fence post, 6 ft. long, 2 ft. in the
ground alongside the iron post.

74.05 |Hatch Point Road, an improved gravel road, bears generallyj
N. 40° E. and S. 41° W. on a curve.

84.74 |The cor. of secs. 4, 5, 32 and 33, on the N. bdy of the
Tp., monumented with an iron post, 2 ins. diam., pro-
truding 10 ins. above ground and in a collar of stone,
with brass cap mkd.

T27S R21E
$32[s33
S51S4
T28S
1926

Land, gently rolling.
Soil, sandy.
Timber, none.

From the cor. of secs. 29, 30, 31 and 32, monumented with
an iron post, 2% ins. diam., protruding 10 ins. above
ground, with brass cap mkd.
T28S R21E
$30/529
S31[s32
1954

N. 0° 13' W., bet. secs. 29 and 30.
Over rolling and broken desert land.

5.50 |{Draw, drains W.

40.00 |Point for the % sec. cor. of secs. 29 and 30.

9180--7 (October 1964) (formerly 4—673b) USDI——BLM T s



134

CHAINS

42,50

57.80

80.00

40.05

46.50

80.10

18

Survey of a Portion of the Subdivisional Lines,
T. 28 S., R. 21 E., Salt Lake Meridian, Utah

Set an iron post, 30 ins. long, 2% ins. diam., over a
cross (X) chiseled in solid sandstone and in a mound
of stone, 5% ft. base to top, with brass cap mkd.

T28S R21E

Y

$30]s29
1972

Top of rocky spur, slopes W.
Spur, slopes W.
Point for the cor. of secs. 19, 20, 29 and 30.

Set an iron post, 30 ins. long, 25 ins. diam., 3 ins.
in the ground to solid rock and in a mound of stone,
3 ft. base to top, with brass cap mkd.

T28S R21E
s19|s20
$30[s529

1972

Set a steel fence post, 6 ft. long, in mound alongside
the iron post.

Land, rolling and broken.
Soil, sandy and sandstone.
Timber, none.

From the cor. of secs. 20, 21, 28 and 29.
S. 89° 50' W., bet. secs. 20 and 29.
Over rolling land, through scattered timber.
Point for the % sec. cor. of secs. 20 and 29.
Set an iron post, 30 ins. long, 2% ins. diam., 2 ins.
in the ground to solid rock and in a mound of stone,
5 ft. base to top, with brass cap mkd.
T28S R21E

S20
L, TT29

1972

Leave timber and begin steep descent into Lockhart Basin.
Desc. about 1120 ft. over steep NW. slope by triangulation.

End triangulation.
The cor. of sees. 19, 20, 29 and 30.
Land, rolling E. %; broken W. %.

Soil, sandy and sandstone.
Timber, scattered juniper and pinon E. %.

¥t GPO 783
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Survey of a Portion of the Subdivisional Lines,
T. 28 S., R. 21 E., Salt Lake Meridian, Utah

135

CHAINS

4.00
7.40
19.50
26.00

40.00

58.00

66.30

77.10

10.00

21.00

40.00

S. 89° 52' W., bet. secs. 19 and 30.

Over rolling and broken desert land.

Bottom of deep wash, drains irregularly SW.
Bottom of main wash, drains S. 30° W.

Trail road, bears NE. and SW.

Trail road, bears NE. and SW.

Point for the % sec. cor. of secs. 19 and 30.

Set an iron post, 30 ins. long, 2% ins. diam., 24 ins.
in the ground, with brass cap mkd.

T28S R21E

., _S19

% 830
1972

Set steel fence post, 6 ft. long, 2 ft. in the
ground alongside the iron post.

Raise a mound of stone, 2} ft. base, 2 ft. high,
N. of cor.

Trail road, bears N. and S.
Wash, 15 lks. wide, 6 ft. deep, drains S.

The cor. of secs. 19, 24, 25 and 30, on the W. bdy. of thd
Tp., monumented with an iron post, 2 ins. diam., pro-
truding 30 ins. above ground and in a mound of stone, witH
brass cap mkd.

T28S
R20E R21E
S24]s19

S25[s30

1926

Land, rolling and broken.
Soil, sandy and sandstone.
Timber, none.

From the cor. of secs. 19, 20, 29 and 30.

N. 0° 13' W., bet. secs. 19 and 20.

Over rolling and broken desert land by triangulation.
Draw, drains S. 60° W,

Trail road, bears E. and W. Begin steep ascend out of
Lockhart Basin. Ascend about 1,200 ft. over steep S.
slope.

Point for the % sec. cor. of seecs. 19 and 20, falls on
inaccessible ledges where a cormer cannot be perpetuated.

1 91807 (October 1964) (formesrly 4=673b) USDI-—-—-BLM -
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41.64

54,25

60.00

72.00

80.00

4.75

19.50

35.50

40.07

47.20

20

Survey of a Portion of the Subdivisional Lines,
T 98 8. R 2 E . Salt -~ e Meridian Utah

scattered timber.

Point selected for the witness % sec. cor. of secs.
19 and 20

Set an iron post, 30 ins. long, 2% ins. diam., over a
cross (X) chiseled in solid rock and in a mound of
stone, 5 ft. base to top, with brass cap mkd.

T28S R21E
Y
S19¢520

w.a

1972

Draw, drains irregularly SE.

Spur, slopes SE.

Draw, drains irregularly SE.

End triangulation.

Point for the cor. of secs. 17, 18, 19 and 20.

Set an iron post, 30 ins. long, 2% ins. diam., 12 ins.
in the ground to solid rock and in a mound of stone,

3 ft. base to top, with brass cap mkd.

T28S R21E
s18|s17
“s19[s20
1972

Set a steel fence post, 6 ft. long, in mound
alongside the iron post.

Land, rolling and broken.
Soil, sandy and sandstone.
Timber, scattered juniper and pinon, N. % mile.

From the cor. of secs. 16, 17, 20 and 21.

S. 89° 55' W., bet. secs. 17 and 20.

Over rolling and broken land, through scattered timber.
Ledgy canyon, drains S. 56° W.

Ledgy spur, projects S.

Ledgy draw, drains S. 39° E. Ascend abruptly over
sandstone ledges facing NE.

Point for the Y% sec. cor. of secs. 17 and 20, falls on

inaccessible ledges where a corner cannot be perpetuated.

Point selected for the witness % sec. cor. of secs.

17 and 20.

Set an iron post, 30 ins. long, 2% ins. diam. 2 ins.
in the ground to solid rock and in a mound of stone,
4 ft, base to top, with brass cap mkd.

yr GPO 783-
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Survey of a Portion of the Subdivisional Lines,
T. 28 S., R. 21 E., Salt Lake Meridian, Utah

CHAINS

T28S R21E
S17 W

1

< S20C >

1972

60.35 {Rim of butte.

80.14 |The cor. of secs. 17, 18, 19 and 20.
Land, rolling and broken.

Soil, sandy and sandstone.
Timber, scattered juniper and pinon.

S. 89° 45' W., bet. secs. 18 and 19.

Over rolling and broken land, through scattered timber.
4.00 Small draw, drains irregularly SE.

14.00 |Trail road, bears N. 10° W. and S. 10° E.

17.50 |Trail road, bears N. 20° E. and curves S.

24,70 |Trail road, bears N. 5° E. and S. 5° W.

38.31 Point selected for the witness % sec. cor. of secs.
18 and 19.

Set an iron post, 30 ins. long, 2% ins. diam., 18 ins.
in the ground to solid rock and in a mound of stone,
3 ft. base to top, with brass cap mkd.

T28S R21E
W S18

L

A 3T
1972

Set a steel fence post, 6 ft. long, 18 ins. in the
ground alongside the iron post.

Cor. is located at the base of sandstone ledges
facing SE.

Begin triangulation.

40.00 |Point for the % sec. cor. of secs. 18 and 19, falls on
inaccessible ledges where a corner cannot be perpetuated.

50.00 Rim of broken bench, bears NE. and SW. End triangulation

76.85 The cor. of secs. 13, 18, 19 and 24, on the W. bdy. of
the Tp., monumented with an iron post, 2 ins. diam.,
protruding 16 ins. above ground and in a mound of stone,
with brass cap mkd.

T28S
R20E R21E
s13|s18
S24]519

1926




e T

R R R p e e R

e e e g R e

B SRR Ve e R TR e R e M L BN EIPR L PR T ML B e R Er L e

11N |

e e A e L B A e e R

e btz bl et e e A e e e M e

i . e 0
g o P A R R s S I i L T RN

..=_:'_;:-:_l PREEPRREL (T TV RAL L R T i ol A _' il . . .:' e prem _' .‘:.l.:.-.""._-l " 2 : S o .-J' o -i:-'. o e :- L. ::- i ; e e
T~ . Gl E P b T - 1! - T e L R D Yo U R Rl o M R Lo
il oo -\.- T A S - I oy
e TR I . i . )
e . S ) k. o . A 3 :: * Dol W - S YN GE A A
- # Ml i * e AR N P R ol PP il i e S PN e sl e sttt i 5 M i TN A FETF T o e e
B oyttt o e ot gl e e i ke L End et Ol B s acrb ol P e o RO o O et e e L A S e S L e B L e p Eet L L e ey e Rttt o 3 N

s18is17
1972

Set a steel fence post, 6 ft. long, 2 ft. in the
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%?ﬁiﬁﬁ for the cor. of secs. 7, 8, 17 and 18.

Set an iron poust, 30 ins. long, 2% ins, diam,, over a

5

oss (X) chiseled in solid sandstone and in a mound of

%ﬁﬁﬁ* fﬁiliﬁﬁ
oil, sandy
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Survey of a Portion of the Subdivisional Lines,
T. 28 S., R. 21 E., Salt Lake Meridian, Utah

139

CHAINS

16.20

40.00

46.10

76.47

35.00

40.00

54.80

Land, rolling.
Soil, sandy and sandstone.
Timber, scattered juniper and pinon.

S. 89° 43" W., bet. sees. 7 and 18.

Over rolling land, through scattered timber.

Draw, drains N. 37° E.

Point for the % sec. cor. of secs. 7 and 18.

Set an iron post, 30 ins. long, 2% ins. diam., 8 ins.

in the ground to solid rock and in a mound of stone,
3 ft. base to top, with brass cap mkd.

T28S R21E
L 87
% 7518
1972

Trail road, bears N. 30° W. and S. 30° E..

The cor. of secs. 7, 12, 13 and 18, on the W. bdy. of
the Tp., monumented with an iron post, 2 ins. diam.,

protruding 20 ins. above ground and in a mound of stone,

with brass cap mkd.

T28S
R20E R21E
S12|s7
s13[s18

1926

Land, rolling.
Soil, sandy.
Timber, scattered juniper and pinon.

From the cor. of secs. 7, 8, 17 and 18.

N. 0° 13" W., bet. secs. 7 and 8.

Over rolling land, through scattered timber.
Draw, drains N. 31° E,

Point for the % sec. cor. of secs. 7 and 8.

Set an iron post, 30 ins. long, 2% ins. diam., 24 ins.
in the ground, with brass cap mkd.

T28S R21E
1

“%
s7|s8
1972

Set a steel fence post, 6 ft. long, 2 ft. in the
ground alongside the iron post.

Cor. is located in bottom of small draw, drains
irregularly NE.

Top of low ridge, projects E.
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56.00

80.00

7.50

40.02

47,20

47.65
58.00
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80.04
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Survey of a Portion of the Subdivisional Lines,
T. 28 S., R. 21 E., Salt Lake Meridian, Utah

Trail road, bears E. and W.
Point for the cor. of secs. 5, 6, 7 and 8.

Set an iron post, 30 ins. long, 2% ins. diam., 24 ins.
in the ground, with brass cap mkd.

T28S R21E
$6|S5
S7]s8
1972

Set a steel fence post, 6 ft. long, 2 ft. in the
ground alongside the iron post.

Land, rolling.
Soil, sandy.
Timber, scattered juniper and pinon.

From the cor. of secs. 4, 5, 8 and 9.
S. 89° 56' W., bet. secs. 5 and 8.
Over rolling land.

Draw, drains irregulary N.

Point for the % sec. cor. of secs. 5 and 8.

Set an iron post, 30 imns. long, 2% ins. diam., 24 ins.
in the ground, with brass cap mkd .

T28S R21E
S5

% 88
1972

Raise a mound of stone, 2% ft. base, 2 ft. high,
N. of cor.

Hatch Point Road, an improved gravel road, bears generall

N. and S. on a curve.

Begin triangulation.

Enter scattered timber.

Draw, drains irregularly N.

End triangulation.

The cor. of secs. 5, 6, 7 and 8.
Land, rolling.

Soil, sandy.
Timber, scattered juniper and pinon, W. 22.00 chs.

S. 89° 44' W., bet. secs. 6 and 7.

Over rolling land, through scattered timber.

GPO 783
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Survey of a Portion of the Subdivisional Lines,
T. 28 S., R, 21 E., Salt Lake Meridian, Utah
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CHAINS

26.50

40.00

51.00
64.00

76,22

37.00

40.00

40.98

42.35

84.85

Draw, drains N. 36° E.
Point for the % sec. cor. of secs. 6 and 7.

Set an iron post, 30 ins. long, 2% ins. diam., 2 ins.
in the ground to solid rock and in a mound of stone,
4 ft. base to top, with brass cap mkd.

T28S R21E

;556
S7
1972

Draw, drains N. 40° E.
Draw, drains N. 50° E.

The cor. of secs. 1, 6, 7 and 12, on the W. bdy. of the
Tp., monumented with an iron post, 2 ins. diam,,
protruding 18 ins. above ground and in a mound of
stone, with brass cap mkd.

T28S
R20E R21E
s1]sé6
S12]s7

1926

Land, rolling.
Soil, sandy.
Timber, scattered juniper and pinon.

From the cor. of secs. 5, 6, 7 and 8.
N. 0° 01' W., bet. secs. 5 and 6.
Over rolling land, through scattered timber.

Draw, drains irregularly W.

point for the % sec. cor. of secs, 5 and 6, falls on
vertical face of ledge where a corner cannot be
perpetuated.

Point selected for the witness % sec. cor. of secs.
5 and 6.

Set an irom post, 30 ins. long, 2% ins. diam., 12 ins.
in the ground to solid rock and in a mound of stone,
3 ft. base to top, with brass cap mkd.

T28S R21E
L
s6lss
Wwlc
1972

Rim of canyon, bears NE. and SW. Descend about 800 ft.
over steep N. slope by triangulation.

End triangulation.
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Survey of a Portion of the Subdivisional

Lines,
T 288 . R- 21 1. [~ St A

The cor. of secs. 5, 6, 31 and 32, on the N. bdy of the
Tp., monumented with an iron post, 2 ins. diam.,
protruding 20 ins. above ground and in a mound of stone,
with brass cap mkd.

T27S R21E
$31]/s32
S6[S5
T28S
1926

Land, rolling S. %; broken canyon N. .
Soil, sandy and sandstone.
Timber, scattered juniper and pinon.

General Description

Township 28 South, Range 21 East, is mostly rolling and
broken except in the southwest corner which is very
rough canyons and steep sandstone ledges where it drops
off into Lockhart Basin. The elevation varies from about
6,000 ft. above sea level on the high mesas to about
4,300 ft. above sea level in the bottom of Lockhart
Basin. The soil is sandy with exposed sandstone. There
is a growth of scattered juniper and pinon throughout
the township. The township is accessible with very few
trail roads. The drainage of the eastern 1/2 of the
township is in a northeasterly direction. The drainage
of the northwest 1/4 is in a northerly direction. The
drainage of the southwest 1/4 is in a southwesterly
direction. There is no clear water and no permanent
habitations noted.

The magnetic declination was read at a number of stations
throughout the progress of the survey and the average of
these readings was found to be 15° 15" E.

< GPO ; ¢
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CERTIFICATE OF SURVEY

(I) %), H. Dennis Badger , HEREBY

CERTIFY upon honor that, in pursuance of special instructi
of January , 1971 . () OleXhave surveyed a portion of the

subdivisional lines of Township 28 South, Range 21 Eaat

of the Salt Lake Mernidian, in the State of Utah , which

are represented in the foregoing field notes as having been executed by (me), XM and under (my)
(KXY direction; and thet said survey has been made in strict conformity with suid special instmc-

tions, the Manual of Instructions for the Survey of the Public Lands of the United States, and in

specific manner described in the foregoing field notes,

P, .w..--:v.uerlL—miwm?ﬂww

s Dated

Super#isary Cadastral Surveyor

ST R —E———————

CERTIFICATE OF APPROVAL
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o ey A 1074 | BUREAU OF LAND MANAGEMENT
AL R TSI Washington, D.C.
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The foregoing field notes of the survey of a portion of the subdivisional

lines of T. 28 S., R. 21 E.,, Salt Lake Meridian, Utah

executed by H, Dennis Badger, Supervisory Cadastral Surveyor

having been critically examined and found correct, are hereby approved.

{Chief, Division of (Bdastiral Survwfy)

APR 2 4 1975
- (ﬁat&)
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CERTIFICATE OF TRANSCRIPT

, is a true copy of the original field notes.
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(April 1965)
(formenrly 4-679) DEPARTMENT OF THE INTERIOR

BUREAU OF LAND MANAGEMENT
ORIGINAL

FIELD NOTES

OF THE

DEPENDENT RESURVEY OF

A PORTION OF THE EAST BOUNDARY AND

A PORTION OF THE NORTH BOUNDARY AND

THE SURVEY OF

A PORTION OF THE SUBDIVISIONAL LINES

OF

TOWNSHIP 4 SOUTH, RANGE 23 EAST

Of the SALT LAKE Meridian,

In the State of UTAH

EXECUTED BY

Glen B. Hatch Supervisory Cadastral Surveyor

Under special instructions dated May 17 , 19 72 , which provided for the surveys

included under Group Number 540 , approved May 18, 1972

June 14 19 _72

and assignment instructions dated

Survey commenced July 6 , 19 72

Survey completed July 13 , 19 72




147

INDEX DIAGRAM

Township 4 South , Range 23 East .
6 5
11 9
6 5 4 3 9 2 1 2
T 8 9 10 11 12
18 17 16 15 14 13
19 20 21 22 23 24
30 29 28 27 26 25
31 82 a3 34 a5 36

GPO 849-505




Township 4 South, Range 23 East
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CHAINS

3.11

were remonumented in their original positions. The %
sec, cor. of secs. 2 and 35, on the N. bdy. of the Tp.,
was the only lost corner, and was reestablished by
proportionate method.

The geographic position of the southeast corner of
section 1 is at Latitude 40° 29' 40" N, and Longitude
109° 16' 12" W., as computed from section line tias to
U.S.G.S. triangulation station "Divide", at Latitude 40°
30" 21.998" N. and Longitude 109° 18' 16.417" W., located
S. 52° 26' 30" E., 17.78 chs. dist. from the closing
corner of sections 2 and 3, T. 4 S., R. 23 E.

The mean magnetic declination is 15° 30' East, as shown
on U.5.G.S. quadrangle sheet "Jensen Ridge, Utah", 1966.

Dependent Resurvey of a Portion
of the East Boundary
T. 4 S., R. 23 E., Salt Lake Meridian, Utah

Reestablishment of the Survey Executed by Adolph Jessen
and Edgar F. Harmston, Deputy Surveyors, in 1900, and the
Retracement Executed by Ralph Gentry, Cadastral Surveyor,
in 1918.

Beginnihg at the cor. of secs. 1 and 12, on the E. bdy.
of the Tp., monumented with an iron post, 2 ins. diam.,
extending 1 in. above a concrete collar at cor. of
fences extending S. and W. Brass cap mkd.

T4S T4S

S1 |R24E
s12 |sé

R23E
DNM
1939

from which the original bearing tree:

A juniper, 7 ins. diam., bears N. 35° 30' W.,
4 lks. dist., mkd. T4S R23E S1 BT.

Thence,
N. 0° 02' E., along the E. bdy. of secs. 1.

Over rolling mountain land, through scattered timber
Asc. 40 ft. over general SE., slope. Measurement by
DI-10, Distomat electronic measuring device, and
topography scaled from U.S.G.S. quadrangle "Jensen
Ridge, Utah".

The original cor. of secs. 1, 6, 7 and 12, and remarked
as an angle point in the 1939 survey monumented with a
sandstone, 16x8x3 ins., firmly set 6 ins. in the
ground, and in a collar of stone, mkd. 5 notches on S.
and 1 notch on N, edges, and AP on W. face.
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T. 4 S., R. 23 E.

History of Surveys

Surveyed by Retr. or Resurveyed by

NORTH BOUNDARY

All Jessen & Harmston
1900

SOUTH BOUNDARY

All A. D, Ferron 1878
Jessen & Harmston 1900
Elliot Bird 1949

EAST BOUNDARY

All Jessen & Harmston
1900
S. 2 miles Ralph Gentry 1916

WEST BOUNDARY (Ashley Guide Meridian)

All A. D. Ferron 1878
Jessen & Harmston 1900

SUBDIVISIONAL LINES

Portion Jessen & Harmston
1900
J. C. Clark &
Elliot Bird 1939~

1942

BOUNDARIES OF DINOSAUR NATIONAL MONUMENT

J. C. Clark & Elliot Bird
1939 - 42

The following field notes are those of the dependent re-
survey of a portion of the east boundary and a portion
of the north boundary and the survey of a portion of the
subdivisional lines of T. 4 S., R. 23 E., Salt Lake
Meridian, Utah.

The dependent resurvey and survey were conducted in
accordance with the specifications as set forth in the
Manual of Surveying Instructions, 1947, and Special
Instructions for Group 540, Utah, dated May 17, 1972.

The direction of the lines of this dependent resurvey and
survey were determined from reference to true meridians
established on line by hour angle observations on
Polaris. The lines were carried forward by sustained
angulation being supplemented by other hour angle obser-
vations on Polaris. The lines were run by direct method
and the distances determined by DI-10 Distomat, electron-
ic measuring device. Topography is scaled from U.S.G.S.
quadrangle sheets "Jensen Ridge" and "Dinosaur Quarry
Utah", 1966, unless otherwise noted.

Before restoring the corners the lines of the original
survey were retraced and diligent search made for any
evidence of the original corners. Identified corners

I'-'IELDNOTEPEE
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18.90

24.90

27.45
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40.35

From which the remaining original bearing trees as
found and remarked in 1939:

A juniper, 10 ins, diam., bears N. 83 45' E., 51
lks. dist., mkd. T4S R24E S6 BT AP.

A juniper, 6 ins, diam., bears S. 36° 08' L.,
67 lks, dist., mkd., T4S R24E S6 BT AP,

A juniper, 12 ins. diam., bears N. 63° 15' W.,
28 1ks. dist., mkd, T4S R23E S1 BT AP.

At the angle point

Sct an irom post, 30 ins. long, 2% ins. diam., 26 ins.
in the ground, and in a collar of stone, with brass cap
mid.

T4S
R23E R24E
AP
|
s1}s6
1972

Bury original cor. stone alongside the iron post.

N. 0° 02' E., beginning new measurement.
Desc. 10 ft. over gentle NW. slope.

Small draw, drains N. 65° E.; asc. 15 ft. over SE.
slope., Leave timber.

Spur, slopes N. 60° E.; desc. 120 ft. over NW. slope.

Draw, drains irregularly N. 60° E.; asc. 50 ft. over
general SE. slope., Lnter timber.

Small draw, 20 ft. deep, drains S. 35° E.

Spur, slopes N. 80° E.; desc. 75 ft. over N,
slope.

Point for the E. % sec. cor. of sec. 1, at 40.00 chs.
of northing from the cor. of secs. 1 and 12.

Set an iron post, 30 ins. long, 2% ins., diam., 24 ins.
in the ground, with brass cap mkd.

T4S
R23L R24i
%
I
51|
1972

Raise a mound of stone, 3 ft, base, 1% ft. high, W. of
cor,

Desc. 40 ft. over NW. slope.

Small draw, drains N. 60° E.; asc. 15 ft. over SE.
slope.

The % sec. cor. of secs. 1 and 6, on point of spur,

I:rln 9180~7

(October 1964) (formerly 4—673b) USDI—-—BLM
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Dependent Resurvey of a Portion
of the East Boundary,
T. 4 S., R. 23 E. Salt Lake Me '#"-... Utah

CHAINS

monumented with a sandstone, 10x5x3 ins., set 3 ins. in
the ground, and mkd. % on W.. face.. (Rocord 18x8x8 ins.)
This cor. will now function as an angle point only.

from which the original bearing trees:

A juniper, 8 ins. diam., bears S. 25° E., 72 lks.
dist., mkd. % S6 BT. (Record, S. 27° 10' E., 74 lks.)

A juniper, 6 ins. diam., bears N. 30° W., 16 lks.
dist., mkd. % S1 BT. (Record, N. 29° 20' W., 13
lks.).

I add the marks "AP" to originalbhariag trees.
At the angle point

Set an iron post, 30 ins. long, 2% ins. diam., 8 ins.
in the ground, to bedrock, and in a mound of stone, 3
ft. base to top, with brass cap mkd.

T4S
R23E R24E
AP
I
s1|s6
1972

Bury original cor. stone alongside the iron post.

N, 2° 06" W., beginning new measurement.
Desc. 15 ft. over NE. slope.

1.50 [Draw, drains N. 65° E.; asc. 50 ft. over SE. slope.
Leave timber.

4.00 |Low spur, slopes N. 60° E.; desc. 60 ft. over N. slope.

12.00 Stone Bridge Draw, 30 lks. wide, 12 ft. deep, drains
irregularly E.; asc. 100 ft. over S. slope.

14,00 Improved dirt road, bears E. to Island Park and W. to
Vernal.

20.65 [The Reef Ridge, bears E. and W.; desc. 200 ft. over NW.
slope. Coal Bed Spring, (nearly dry) bears N. 85°
Wey, 6.75 chs. dist.

30.85 praw, 40 lks. wide, 10 ft. deep, drains irregularly E.

32.99 e cor., of Tps. 3 and 4 S., Rs, 23 and 24 E., monu-
ented with a sandstone, 18x6x3 ins., firmly set 8 ins.
in the ground and in a collar of stone, mkd. 6

otches on N., E., S. and W. edges.

t the cor. point

et an iron post, 30 ins. long, 2% ins. diam., 24 ins.
in the ground, and in a collar of stone, with brass cap
d.

< U.5. GOVERNMENT PRINTING OFFICE. 1972-784255/2107 £ -+
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T3S
R23E R24E

$36]831
S1[s6
T4S
1972

Bury original cor. stone alongside the iron post.

Land, rolling mountain.

Soil, rocky clay.

Timber, juniper and pinon on S. portion.
Undergrowth, sagebrush and shadscale.

Dependent Resurvey of a Portion of
the North Boundary,
T. 4 S., R. 23 E., Salt Lake Meridian, Utah

Reestablishment of the Survey Executed by Adolphe Jessen
and Edgar F. Harmston, Deputy Surveyors, in 1900.

From the cor. of Tps. 3 and 4 S., Rs. 23 and 24 E.

N. 89° 59' W., along the S. bdy. of sec. 36, T. 3 S.,
R. 23 E.

Over gently rolling desert land, through shadscale under-
growth. Measurement by DI-10, Distomat electronic
measuring device and topography scaled from U.S.G.S.
quadrangle Jensen Ridge. Utah.

Wash, 40 lks.wide, 10 ft. deep, drains S. 10° E. about
4.00 chs. to main wash draining E.; asc. 20 ft. along
S. slope.

Bend in wash, 40 lks. wide, 12 ft. deep, drains irregular-
ly S. 80° E. from S. 80° W.; thence along side of wash.

Junction of wash, 30 lks. wide, 8 ft. deep, from N. 60° W.
and wash, 50 lks. wide, 10 ft. deep, from irregularly W.
drains S. 85° E.; asc. along wash.

Point for the N. % sec. cor. of sec. 1, hereinafter
described.

Leave wash, drains irregularly E. from N. 85° W.

The % sec. cor. of secs. 1 and 36, menumented with a
limestone, 14x12x4 ins., firmly set, 6'ins. in the ground
and plainly mkd. % on N. face. This cor. will now
function as the S. % sec. cor. of sec. 36, T. 3 S.,

R. 23 E. only.
At the cor. point
Set an iron post, 30 ins. long, 2% ins. diam., 24 ins.

in the ground, and in a coller of stone, with brass cap
mkd .

Form 9180~7 (October 1964) (formerly 4—673b) USDI——BLM
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6
Dependent Resurvey of a Portion of

the North Boundary,
T. 4 S.. R, 23 E., Salt Lake Meridian, Utah

T3S R23E
% 536
T4S R23E
1972

Bury original cor. stone alongside the iron post.

S. 89° 53' W., beginning new measruement.
Continue over gently rolling land.
Enter same wash, thence asc. along wash.

Leave wash, drains from N. 80° W.; asc. 40 ft. over
gentle NE. slope.

Point for the closing cor. of secs. 1 and 2, hereinafter
described.

The cor. of secs. 1, 2, 35 and 36, monumented with a
sandstone, 14x12x4 ins., set, 10 ins., in the ground,
and in a collar of stone, mkd. 1 notch on E. and 5 on
W. edges. This cor. will now function as the cor. of
secs. 35 and 36, T. 3 S., R. 23 E., only.

At the cor. point

Set an iron post, 30 ins. long, 2's ins. diam., 24 ins.

in the ground, and in a collar of stone, with brass cap
mkd.

T3S R23E ?

$35]536
52

T4S R23E
1972

Bury original cor. stone alongside the iron post.

Land, gently rolling desert.
Soil, clay.
Undergrowth, shadscale.

S. 89° 35' W., along the S. bdy. of sec. 35, T. 3 S.,
R. 23 E.

Over rolling desert land through shadscale undergrowth.
Measurement by DI-10 Distomat electronic measuring
device, ' ‘Topography scaled. Asc. 20 ft. over gentle
NE. slope.

Wash, drains N. 85° E.; asc. 50 ft. over SE. slope.

Low ridge, bears N. and S.; desc. 15 ft. over gentle
W. slope.

Point for the N. % sec. cor. of sec. 2, hereinafter

described.

Point for the % sec. cor. of secs. 2 and 35, at propor-
tionate distance falls on E. bank of small wash, 10
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Dependent Resurvey of a Portion of
the North Boundary,
T. 4 S., R. 23 E,, Salt Lake Meridian, Utah
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lks., wide, 2 ft. deep, drains N. 15° E.; there is no
remaining evidence of the original cor. This point will
now function as the S. % sec. cor. of sec. 35, T. 3 S.,
R. 23 E. only.

Set an iron post, 30 ins. long, 2! ins. diam., 24 ins.
in the ground, with brass cap mkd.

T3S R23E
% 835
T4S R23E
1972
Asc., 50 ft. over rolling desert land.
Wash, 15 1lks. wide, 4 ft. deep, drains N. 45° E.
Trail road, bears N, 70° E. and S. 70° W.

Point for the closing cor. of secs. 2 and 3, hereinafter
described.

Low ridge, bears N. and S.; desc. 40 ft. over SW. slope.
Enter scattered timber.

The cor. of secs. 2, 3, 34 and 35, monumented with a
limestone, 16x14x12 ins., firmly set 5 ins. in the
ground, plainly mkd. 4 notches on W. edge. This cor.
will now function as the cor. of secs. 34 and 35, T. 3 S.
R. 23 E. only.

At the cor. point
Set an iron post, 30 ins. long, 2% ins. diam., 24 ins.
in the ground, and in a collar of stone, with brass cap
mkd.

T3S R23E

$34]535
S3

T4S R23E
1972

from which

A juniper, 5 ins. diam., bears N. 35° W., 15 1lks.
dist., mkd. T3S R23E S34 BT.

Bury original cor. stone alongside the iron post.

Land, gently rolling desert.

Soil, clay.

Timber, scattered juniper extreme W. portion.
Undergrowth, shadscale.

Survey of a Portion of the
Subdivision, T. 4 S., R. 23 E.,
Salt Lake Meridian, Utah

From the cor. of secs. 1, 2, 11 and 12, monumented with
an iron post, 2 ins. diam., extending 8 ins. above

rm 91807 (October 1964) (formerly 4—673b) USDI——BLM
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Survey of a Portion of the
Subdivision, T. 4 S., R. 23 E.,
Salt Lake Meridian, Utah

CHAINS
ground, set in fence line extending E. and W., with brass
cap mkd.
T4S R23E
s2|s1
S11]s12
DNM
1939
North, bet. secs. 1 and 2.
Over rolling land through sagebrush undergrowth, and
widely scattered timber, Measurement by DI-10,
Distomat electronic measuring device. Topography scaled.
Desc. 100 ft. over N. slope. .
14.00 Draw, drains E.; asc. 50 ft., over S. slope.

Enter dense timber,
18.50 Spur, slopes E.; desc. 120 ft. over N.slope.

37.50 Leave timber, bears N. 30° E. and S. 30° W.; enter
sagebrush.

40,00 Point for the % sec. cor. of secs. 1 and 2.
Set an iron post, 30 ins. long, 2% ins. diam., 24 ins.
in the ground, with cedar post, 3 ins. diam., 4 ft.
long, alongside, brass cap mkd.

T4S R23E

L

s2]s1

1972 -
Desc, 80 ft. over NW. slope.
44,00 Enter timber, bears N. 30° E. and S. 30° W.

43.00 Draw, 20 ft. deep, drains N. 40° E.; leave timber.

57.50 Stone Bridge Draw, 50 lks. wide, 10 ft. deep, drains E.;
asc. 125 ft. over S. slope.

59.50 Improved dirt road, bears E. to Island Park and S. 60°
W. to Vernal; enter scattered timber.

64,70 The Reef Ridge, bears E. and W.; desc. 150 ft. over
steep and ledgy N. slope.

| 70.00 Base of steep descent; desc, gentle N, slope, leave
| timber.

76.40 Intersect the N. bdy. of the Tp.

Point for the closing cor. of secs. 1 and 2.

Set an iron post, 30 ins. long, 2% ins. diam., 24 ins.
in the ground, with brass cap mkd.

T3S R23E
536

‘ 52I51

| co

T4S R23E
1972

155 GOVERNMENT PRINTING OFFICE 1972 78425572107 ¢




187
9

Survey of a Portion of the
-Subdivision, T. 4 S., R. 23 E.,
Salt Lake Meridian, Utah
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from which

The cor. of secs. 35 and 36, T. 3 S., R. 23 E.,
bears S. 89° 53' W., 1.89 chs. dist., hereinbefore
described.

Land, rolling and mountainous.

Soil, rocky clay.

Timber, patches of juniper and pinon.
Undergrowth, sagebrush and shadscale.

Point for the N. % sec. cor. of sec. 1, on the N.
bdy. of the Tp., and at 40.00 chs. of easting from the
closing cor. of secs. 1 and 2.

Set an iron post, 30 ins. long, 2% ins. diam., 24 ins.
in the ground, with brass cap mkd.

T3S R23E
% s1
T4S R23E
1972
from which
The S. % sec. cor. of sec. 36, T. 3 S., R, 23 E., beays

N. 89° 59' W., 1.63 chs. dist., hereinbefore
described.

From the cor. of secs. 2, 3, 10 and 11, monumented with
an iron post, 2 ins. diam., extending 8 ins. above ground],
set in fence line extending E. and W., with brass cap mkd|

T4S R23E

$3|s2

S10]s11
DNM
1939

N. 0° 01' W., bet. secs. 2 and 3.

Over rolling land through scattered timber and sagebrush
undergrowth. Measurement by DI-10, Distomat electronic
measuring device. Topography scaled., Asc. 50 ft. over

SW. slope.

8.00 Rocky outcrop, on point of spur, slopes W.; desc. 25 ft.
over gentle NW. slope.

22.00 | Trail road, bears N. 70° E. and curves S. 38° W., in draw
drains S. 38° W.; asc. 40 ft. over S. slope.

35.00 Top of ascent, bears E. and W.; desc. 10 ft. over gentle
N. slope. Enter dense timber.

40.00 Point for the % sec. cor. of secs. 2 and 3.

Set an iron post, 30 ins. long, 2% ins. diam., 26 ins.
in the ground, with brass cap mkd.

‘orm 9180--7 (October 1964) (formerly 4~673b) USDI~~BLM FIELD NOTE PAPER
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Survey of a Portion of the
Subdivision, T. 4 S., R. 23 E.,
Salt Lake Meridian, Utah
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T4S R23E

Y%

s3|s2
1972

from which

A juniper, 4 ins. diam., bears S. 41° W., 23 lks.
dist., mkd. % S3 BT.

Desc., 100 ft. over steep N. slope.
48.00 Draw, drains N. 45° W.; asc. 100 ft. over SW.slope.
52.00 Point of spur, slopes W.; desc. 100 ft., over N. slope.

56.50 Improved dirt road, bears S. 85° E. to Island Park and
N. 65° W. to Vernal. Leave timber.

57.50 Bear Wallow Draw, 20 lks. wide, 5 ft. deep, drains N. 80°
W.; asc. 100 ft. over S. slope.

63.00 Enter scattered timber.

65.50 The Reef Ridge, bears E. and W.; desc. 80 ft. over N.
slope.

67.00 Leave timber.

71.00 Trail road, bears N. 60° E. and S. 60° W.; in saddle,
bears N. 30° W. and S. 30° E.; asc. 10 ft. over gentle
SE. slope. .

75.86 Intersect the N. bdy. of the Tp.
Point for the closing cor. of secs. 2 and 3.

Set an iron ﬁost, 30 ins. long, 2% ins. diam., 24 ins.
in the ground, with brass cap mkd.

T3S R23E

8§35
83182
ccC
T4S R23E
1972

from which

U.S.G.S. triangulation station "Divide', bears
S. 52° 26' 30" E., 17.78 chs. dist.

The cor. of secs. 34 and 35, T. 3 S., R. 23 E.,
bears S. 89° 35' W., 2.63 chs. dist., hereinbefore
described.

Land, rolling and mountainous.

Soil, rocky clay.

Timber, patches of juniper and pinon.
Undergrowth, sagebrush and shadscale.

Point for the N. % sec. cor. of sec. 2 on the N. bdy.
of the Tp., and midpoint bet. the closing cor. of secs.

GPO 8
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Survey of a Portion of the
Subdivision, T. 4 S., R. 23 E.,
Salt Lake Meridian, Utah
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1 and 2, and the closing cor. of secs. 2 and 3.

Set an iron post, 30 ins. long, 2% ins. diam., 24 ins.
in the ground, with brass cap mkd.

T3S R23E
% s2

T4S R23E
1972

from which
The S. % sec. cor. of sec. 35, T. 3 S., R. 23 E.,

bears S. 89° 35' W., 2.26 chs. dist., hereinbefore
described.

General Description

The portion of T. 4 S., R. 23 E., surveyed at this time
is adjacent to the Dinosaur National Monument and about
15 miles northeast of Vernal, Utah.

It is rolling desert and mountain land, with rocky clay
to clay soil, The area is covered with patches of
juniper and pinon timber, with sagebrush and shadscale
undergrowth. The elevation varies from 5,500 ft. to
5,880 ft. above sea level. The area is drained in an
easterly direction by washes and draws draining into
Stone Bridge Draw, thence into the Green River, except th
western portion of section 2, which drains in a westerly
direction. The Reef Ridge, a sharp narrow ridge, divides
the area in an east-west direction. The road from Vernal
to Island Park passes through the north portion in an
east-west direction. Several trail roads are located in
the western portion of sec, 2. Coal Bed Spring, (nearly
dry) is located in the northeast % of sec. 1. No other
water was noted.
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CERTIFICATE OF SURVEY

(D &, Glen B. Hatch , HERERY
CERTIFY upon honor that, in pursuance of special instructions bearing date of the 17th day
of May 1972, (I) @ have dependently resurveyed a portion

of the east boundary and a portion of the north boundary, and
surveyed a portion of the subdivisional lines of Township 4 South

Range 23 East

of the Salt Lake Meridian, in the State of Utah , which
are represented in the foregoing field notes as having been executed by (me), BX) and under (my)
06XX direction; and that said survey has been made in strict conformity with said special instruc-
tions, the Manual of Instructions for the Survey of the Public Lands of the United States, and in

specific manner described in the foregoing field notes.

December 5, 1972 /%A( /6

(Date) (Cadastral Surveyor)
Supervisory
(Date) (Cadastral Surveyor) "

CERTIFICATE OF APPROVAL

Sﬁgmm FOR APPR(WN. BUREAU OF LAND MANAGEMENT

.. Washington, D.C.
Date 00T 2 4 1973 °

The foregoing field notes of the dependent resurvey of a portion of the east
boundary and a portion of the north boundary, and the survey of
a portion of the subdivisional lines of Township 4 South, Range
23 East, Salt Lake Meridian, Utah

executed by Glen B. Hatch Supervisory Cadastral Surveyor

having been critically examined and found correct, are hereby approved.

DEC 17 B7 W

(Date) (Chief, Division of Cadastral Survey)

CERTIFICATE OF TRANSCRIPT

. is a true copy of the original field notes.
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Remonumentation of Corners

177

CHAINS

The following field notes are those of the remonumenta-
tion of certain identified corners selected by the U, S.
Forest Service as being located in or controlling the
boundaries of Forest Service lands, situated in the
Fishlake National Forest. A Forester's Compass was used

to determine the bearings of new corner accessories. Thé

mean magnetic declinations were found.to be as follows:

T. 15 8., R. 3 W,, Salt Lake.Meridian, 15° 50' E.
T. 16 S., R. 3 W.,, ' " " 15° 50' E,
T. 18 S., R, 3.W,, " , " " 15° 45' E,
T. 19 5., R, 3 W.,, " " "o 15° 45' E,
T. 20 S,, R. 2 W,.,, " " I 15° 40' E.
T. 21 S., R. 2W., ™ rr 15° 40' E.
T. 21 S., R. 4 W,, " " " 15° 45' E,
T, 22S., R, LE., " " " 15° 20" E,
T, 22S., R. 2E., " " " 15° 20' E.
T. 22 8., R. 4 E., " " ' 15° 20' E.
T. 22 5,, R, 4 W,, " " " 15° 20' E,
T, 23 S., R, 1 E,, " " “ 15° 40" E.
T. 23 s., R. 2 E., " " " 15° 20' E,
T. 23 8., R. 3 W., " " " 15° 35' E.
T. 23 S., R, 5W,, " " " 15° 40' E.

" The poésition of each corner was marked by the original

monument or determined from corner accessories recorded
in the survey record. The monumentation was requested
by and accomplished in cooperation with the Forest
Service, ) ’ ' )

Remonumentation of Corners in T. 15 S., R. 3 W.

Township 15 South, Range 3 West, Salt Lake Meridian, is
located partially within the Fishlake National Forest,
The following cor. was established by A. J. Stewart Jr.
in 1884, ‘

At the standdrd cor, of secs. 35 and 36, on the S. bdy.
of the Tp., (Third Standard Parallel South), marked with
a grdy sandstone, 18x8x5 ins,, firmly set and plainly
mkd. with 5 notches on the W. and 1 on the E., SC on N.

- face,

At the cor. point

Set an iron post, 30 ins. long, 2% ins. in diam., 18
ins. in the ground and in a collar of stone to brass
cap mkd.

.T158 R3W
SC

S35]S36

1969
Deposit the original stone alongside the corner.

This cor. is located on steep rocky E. slope of hill
at the cor. of four strand fence line that bears N.
and E. 150 lks. dist, W. of small draw that drains
N. 30° E.

GPO 845-166
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Remonumentation of Corners in T. 15 S.. R, 3 W,

At the % sec. cor. of secs, 25 and 26, marked with a
limestone, 12x8x6 ins., firmly set and plainly mkd. %
on W. face,

There is no remaining evidence of the original bearing
trees.

At the cor. point
Set an iron post, 30 ins. long, .2% ins. in diam., 20
ins. in the ground and.in a.collar of.stone to brass
cap mkd.
.T158 R3W
..826|s25
1969
Deposit the original stone alongside the corner.

From which I mark

A cedar, 6 ins. in diam., bears S. 39° E., 54 lks.
dist.,, mkd. % S25 BT.

A cedar, 7 ins. in diam., bears N. 43° 30' W., 24 °
lks. dist., mkd. % S26 BT.

This cor. is located on gentle NE, slope at the cor. of
fence that'bears S, and W, in thick cedar growth.

At the % sec. cor., of secs... 23 and 26, marked with a
quartzite stone, 14x6x6 ins,, firmly set and plainly mkd

% on N. face.

At the cor, point
Set an iron post, 30 ins. long, 2% ins. in diam., 24 ins

in the ground dnd raise 'a mound of stone, 3% ft. base,
1% ft. high, N. of cor. Brass cap mkd.

T158 R3W
§23
% 526
1969

From which I mark

A cedar, 5 ins. in diam., bears S. 45° W., 28% lks,
dist., mkd. % S26 BT.

Deposit the original stone alongside the corner.
This cor. is located on nearly level land 250 1lks. dist.

N. of trail road that bears E. and W. in lightly scat-
tered cedar growth.

Remonumentation of Corners in T. 16 8., R. 3 W.

FIELD NOTE P



Remonumentation of Corners in T. 16 S., R. 3 W.

CHAINS

Township 16 South, Range 3 West, Salt Lake Meridian, is
located partially within the Fishlake National Forest.
This corner was established by Ferdinand Dickert in
1871. ‘ ' )

At the 1/4 sec. cor., of secs. 12 and 13, marked with a
sandstone, 14x12x5 ins., (same as record) firmly set,
but not mkd. (The corners in this Tp. were not mkd.)
This rock fits the topographic features of the original
notes and appears to have been used by local surveyors.

At the cor. point
Set an iron post, 30 ins. long, 2% ins. in diam., 24

ins. in the ground and in a collar of stone. Brass cap
mkd.,

T16S R3W
L S12
* 813

1969

From which I mark

A cedar, 8 ins. in diam., bears N. 69° E., 60 lks.
dist., mkd. 1/4 S12 BT.

A cedar, 5 ins. in diam., bears S. 74° 30' W., 50
lks., dist., mkd. 1/4 S13 BT.

Deposit the original stone alongside the corner.

This corner -is located on nearly level land 350 1lks.
dist. N. of trail road that bears E. and W., 200 1lks.
dist. W. of small draw that drains S. 20° E. in scat-
tered cedar growth.

Remonumentation of Corners in T. 18 S., R. 3 W.

Township 18 South, Range 3 West, Salt Lake Meridian, is
located partially within the Fishlake National Forest.
The following cor. was established by Shadrach M.
Richardson in 1883 and retraced by Joseph C. Thoma in
1919.

At the 1/4 sec. cor. of secs. 25 and 30, on the E. bdy.
of the Tp., marked with a quartzite stone, 12x8x6 ins.,
firmly set and plainly mkd. 1/4 on W. face.

At the cor. point

Set an iron post, 30 ins. long, 2% ins. in diam., 14
ins. in the ground and in a mound of stone 3 ft. base
to brass cap mkd.

T18S

R3W RZW
P

G
$25|830
1969
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Remonumentation of Corners in T. 18 S., R. 3 W.

From which I mark

A cedar, 8 ins. in diam., bears S. 33° E., 33 lks.
dist., mkd. 1/4 S30 BT.

A cedar, 12 ins. in diam., bears S. 65° W., 63 lks.
dist., mkd. 1/4 S25 BT.

Deposit the original stone alongside the corner.

This cor. is located on N. slope of hill 130 lks. dist.
W. of cor. of old fence that bears N., S. and E. in
scattered cedar growth.

Remonumentation of Corners in T. 19 S., R. 3 W.

Township 19 South, Range 3 West, Salt Lake Meridian, is
located partially within the Fishlake National Forest.
The following corners were established by Shadrach M.
Richardson in 1883,

At the cor. of secs. 15, 16, 21 and 22, marked with a
sandstone, 15x13x6 ins., firmly set and plainly mkd.
with 3 notches on the S. and E. edges.

At the cor. point

Set an ironm post, 30 ins. long, 2% ins. in diam., 24
ins. in the ground and raise a mound of stone 3 ft.
base, 1% ft. high, W. of the cor. Brass cap mkd.

T19S R3W
S16|815
521|822

1969

Deposit the original stone alongside the corner.

This cor. is located on top of low ridge that bears
N. 70° W. and S. 70° E. at the corner of four strand
fence that bears N., S. and W.,200 lks. dist. S. of
wash in draw that drains N. 70° W. in sage, oak and
scattered cedar growth,

At the 1/4 sec. cor. of secs. 15 and 22, marked with a
limestone, 14x10x4. ins., firmly set. and plainly mkd., 1/4
on N. face, witnessed by a small mound of stones to N.

At the cor. point

Set an iron post, 30 ins. long, 2% ins. in diam., 16 ins.
in the ground and in a mound.of stone 3 ft. base to brass
cap mkd.

T19S R3W

S15
822

1969

GPO 8
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Remonumentation of Corners in T. 19 S., R. 3 W,

From which I mark

A cedar limb, 5 ins. in diam., bears N. 3° E.,
32 1ks. dist., mkd. 1/4 S15 BT.

A cedar limb, 5 ins. in diam., bears S. 26° 30' W.,
43 lks. dist., mkd. 1/4 S22 BT.

Deposit the original stone alongside the corner.
This cor. is located on nearly level land approx. 9 chs.

dist. S. of trail road that bears E. and W. in scattered
cedar growth.

At the cor, of secs. 21, 22, 27 and 28, marked with a
limestone, 16x10x7 ins., firmly set and plainly mkd.
with 3 notches on the E. and 2 on the S. edge.

At the cor. point
Set an iron post, 30 ins. long, 2% ins. in diam., 16
ins. in the ground and in a mound of stone 3 ft. base
to brass cap mkd.
T19S R3W
S21{822
§$28|827
1969
Deposit the original stone alongside the corner.
This cor. is located on gentle N. slope 13 lks. dist. W.
of fence line that bears N. and S., approx. 6% chs. dist.

S. of wash in draw that drains W. in scattered cedar and
mahogany growth.

At the cor. of secs. 20, 21, 28 and 29, marked with a
sandstone 18x10x6 ins., firmly set and plainly mkd. with
4 notches on the E. and 2 on S. edge.
At the cor. point
Set an iron post, 30 ins. long, 2% ins. in diam., 18
ins. in the ground and in a mound of stone to brass cap
mkd.

T19S R3W

820|821

S$29(s828

1969

From which I mark

A cedar, 6 ins. in diam., bears S. 18° W., 43 1ks.
dist., mkd. T19S R3W S29 BT. .

A cedar, 6 ins. in diam., bears N. 29° W.
dist., mkd. T19S R3W S20 BT.

» 39 1lks.
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Remonumentation of Corners in T. 19 S., R. 3 W,

Deposit the original stone alongside the corner.

This cor. is located on nearly level land in old fence
that bears E. and W.,25 lks. dist. W. of fence cor.
bearing E., W. and S.,6 lks. dist. S. of new fence line
that bears E. and W.,86 lks. dist. N. of creek, 5 lks.
wide, 6 ins. deep, that flows W. in scattered cedar
growth.

Remonumentation of Corners in T. 20 S., R. 2 W.

Township 20 South, Range 2 West, Salt Lake Meridian, is
located partially within the Fishlake National Forest.
This cor. was established by Henry Fitzhugh in 1882
and retraced by H. D. Heist and E. V.Woolley in 1906.

At the cor. of secs. 8, 9, 16 and 17, marked with a
sandstone 16x8x6 ins., firmly set and plainly mkd. with
four notches on the S. and E. edge.

At the cor. point

Set an iron post, 30 ins. long, 2% ins. in diam., 14
ins. in the ground and in a mound of stone 4 ft. base
to brass cap mkd.

T20S R2W
S8(89 -
S17(S16
1969

From which I mark

A cedar, 8 ins. in diam., bears S. 28° W., 46 lks.
dist., mkd. T20S R2W S17 BT.

Deposit the original stone alongside the corner.

This cor. is located at base of rocky E. slope 2 lks.
dist. W. of fence that bears N. and S. 15 lks. dist.
W. of trail road that bears N. and S. alongside fence
in oak, mahogany, pine and cedar growth.

Remonumentation of Corners in T. 21 S., R. 2 W,

Township 21 South, Range 2 West, Salt Lake Meridian, is
located partially within the Fishlake National Forest.
This cor. was established by Henry Fitzhugh in 1882.

At the cor. of secs. 33 and 34, on the S. bdy. of the
Tp., marked with a sandstone 30x16x10 ins. (record
40x30x10 ins.), firmly set in a mound of stone and
plainly mkd. with 3 notches on the E. and W. edge.

GPO B
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Remonumentation of Corners in T. 21 S., R. 2 W.

There is no remaining evidence of the original bearing
trees. i

At the cor. point

Set an iron post, 30 ins. long, 2% ins. in diam., 24
ins. in the ground and raise a mound of stone 3 ft.
base, 1% ft. high, N. of cor. Brass cap mkd.

T21S RW

§33|834

sS4
T22S R2W

1969
From which I mark

A cedar, 7 ins. in diam., bears N. 77° E., 33 lks.
dist., mkd. T21S R2W S34 BT.

The original stone in mound N. of corner.
This cor. is located on gentle N. slope 170 lks. dist.

E. of small draw that drains N., 5 chs. dist., into
Frog Flat in pinon and cedar growth.

Remonumentation of Corners in T. 21 S., R. 4 W.

Township 21 South, Range 4 West, Salt Lake Meridian, is
located partially within the Fishlake National Forest.
The S. bdy. was surveyed by AdolpheJessen in 1879 and
the interior lines by A. J. Stewart Jr. and Shadrach M.
Richardson in 1874 and 1883.

At the cor. of secs. 3, 4, 33 and 34, on the S. bdy. of
the Tp., marked with a conglomerate stone 30x24x18 ins.,
firmly set and plainly mkd. with 3 notches on the E. and
W. edges.

At the cor. point

Set an iron post, 30 ins. long, 2% ins. in diam., 20
ins. in the ground and in a collar of stone to brass
cap mkd.

T21S R4W

$33(S34
$4(83
T22S R4W
1969

Deposit the original stone alongside the corner.

This cor. is located on top of ridge that bears N. 45°
W. and S. 45° E., 50 lks. dist. W. of fence cor. that
bears E., S. 44° 30' W. and N. 21° W.,50 lks. dist. N.
of fence cor. that bears E., S. and N. 44° 30' E.
approx. 6 chs. dist. E. of ditt road that bears N.

30° W. and S. 30° E. in oak and sagebrush growth.
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Remonumentation of Cornmers in T. 21 S., R. 4 W.
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At the cor. of secs. 25, 26, 35 and 36, marked with a
brown flintstone 20x8x6 ins., firmly set and plainly
mkd. with 1 notch on the S. and E. edges.
At the cor. point
Set an iron post, 30 ins. long, 2% ins. in diam., 24
ins. in the ground and raise a mound of stone 4 ft.
base, 15 ft. high, W. of the cor. Brass cap mkd.
T21S R4W
S26{S25
S$35|836
1969

From which I mark

A cedar, 4 ins. in diam., bears S. 30° W., 8 1lks.
dist., mkd. BT.

Deposit the original stone alongside the corner.
The cor. is located on steep N. slope of hill approx.

14 chs. dist. S..of the left hand fork of Chalk Creek
in thick oakbrush.

At the cor. of seecs. 23, 24, 25 and 26, marked with a
sandstone 18x16x10 ins., firmly set and plainly mkd.
with 2 notches on the S. and 1 on the E. edge.

At the cor. point

Set an iron post, 30 ins. long, 2% ins. in diam., 20

ins. in the ground and in a collar of stone to brass
cap mkd.

T21S R4W
523524 -
526{825 )
1969 :

From which I mark

A cedar, 6 ins. in diam., bears N. 35° E., 56 lks.
dist., mkd. T21S R4W S24 BT.

A cedar, 5 ins. in diam., bears S. 26° E., 12 lks.
dist., mkd. T21S R4W S25 BT.

Deposit the original stone alongside the corner.
The cor. is located on top of low spur projecting W.
2 chs. dist. N. of small draw that drains W. and 7% chs.

dist. S. of draw that drains W. on fence line that bears
N. and §. in thick oak and cedar growth.

At the cor. of secs. 13, 14, 23 and 24, marked with a
gray granite stone 18x12x6 ins., firmly set and plainly
mkd. with 3 notches on the S. and 1 on the E. edge.

At the cor. point

GPO 84



Remonumentation of Corners in T. 21 S., R. 4W.

Set an iron post, 30 ins. long, 2% ins. in diam., 18
ins. 'in the ground and in a mound of stone 3 ft. base
to brass cap mkd. ’ ’

T21S R4W
S514S13
523|524
1969
Deposit the original stone alongside the corner.
The cor. is located on nearly level land on four strand
fence line that bears E. and W. 50 lks. dist. N. of

trail road that bears E. and W. alongside the fence in
sagebrush growth; no timber.

Remonumentation of Corners in T. 22 S., R. 1 E.

Township 22 South, Range 1 East, Salt Lake Meridian, is
located within the Fishlake National Forest. The follow-
ing cor. was established by R. C. Yundt in 1940.

At the 1/4 sec. cor. of secs. 20 and 21, marked with a
1 inch iron post, with brass cap sheared off and lying
on ground.

At the cor. point

Set an iron post, 30 ins. long, 2% ins. in diam., 18
ins. in the ground and in a mound of stone to brass cap
mkd. ' '

T22S R1E
%

A
520|521
1969

The 1 inch iron post standing alongside the cor.
The cor. is located on nearly level sagebrush flat 40

lks. dist. S. of dirt road that bears N. 30° E. and S.
30° W. at the cor. of old fence that bears S. and W.

Remonumentation of Corners in T. 22 S., R. 2 E.

Township 22 South, Range 2 East, Salt Lake Meridian, is
located within the Fishlake National Forest: The follow
ing corners were established by A. D. Ferron in 1877.

At the cor. of éecé. 29, 30, 31 and 32, marked with a
trachyte stone 18x16x12 ins., firmly set and plainly
mkd. with 5 notches on the E. and 1 on the S. edge.

From which,

9180~7 (October 1964) (formerly 4—673b) USDI-—BLM
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Remonumentation of Corners in T. 22 §., R. 2 E.

CHAINS

A cedar, 10 ins. in diam., bears N. 32° 30' E.,
10 lks. dist., mkd. T22S R2E S$29 BT, (record N.
15° E., 10 lks. dist.). ‘

A cedar, 6 ins. in diam., bears S. 10° E,, 16 lks.
dist., mkd. T22S R2E $32 BT, (same as record).

At the cor. point
Set an iron post, 30 ins. long, 2% ins. in diam., 24
ins. in the ground and raise a mound of stone 3% ft.
base, 1% ft. high, to W. of cor. Brass cap mkd.

T22S R2E

530829

531|832

1969
Depoéit the original stone alongside the corner.

The cor. is located on N. slope of hill 2% chs. dist.

S. of steep descent into canyon that drains N. 70° W,
in cedar and pine growth.

At the cor. of secs. 19, 20, 29 and 30, marked with a
trachyte stone 20x10x10 ins., firmly set and plainly
mkd. with 5 notches on E. and 2 on 5. edge.

From which,

A pinon pine, 12 ins. in diam., bears N. 59° E.,
26 lks. dist., mkd. T22S R2E S20 BT, (record N.
80° E., 29 lks. dist.).

A pinon pine, 14 ins. in diam., bears S. 60° E.,
22 1lks. dist., mkd. T22S R2E S29 BT, (record S.
40° E., 33 1ks. dist.).
At the cor. point
Set an iron post, 30 ins. long, 2% ins. in diam., 24
ins. in the ground and raise a mound of stone 3% ft.
base, 1% ft. high, W. of corner. Brass cap mkd.
T22S R2E
$19(820
$30|529
1969

Deposit the original stone alongside the corner.

The cor., is located on NE. slope of spur, 50 lks. dist.
N. of top that projects N. 30° W.,approx. 5% chs. dist.
E. of small wash in draw that drains N. 30° W. in scat-
tered pine and cedar growth.

GPO 84
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. Remonumentat® n o M . ar *, i 272 & 2w

EVERE 4 LGN E
At the % sec. cor. of secs. 30 and 31, marked with
a trachyte stone 16x10x8 ins., firmly set and plainly
mkd. % on N, face.

From which,

A cedar, 8 ins. in diam., bears §. 71° W., 27
lks. dist., mkd. % S31 BT, (Record S. 60° W.,
22 lks. dist,.).

A cedar, 12 ins. in diam., bears N. 61° W., 35%
lks. dist., mkd. % S30 BT, (record N. 50° W.,
32 1ks. dist.),

At the cor, point
Set an iron post, 30 ins. long, 2% ins. diam., 24

ins. in the ground and raise a mound of stone 3 ft.
base, ‘1% ft, high, N. of corner. Brass cap mkd.

T22S R2E
$30

% 3
1969

Deposit the original stone alongside the cor.

The cor. is located on gentle N. slope of draw, that
drains N, in cedar and pinon growth,

Remonumentation of Corners in T. 22 S., R. 4 E.

Township 22 South, Range 4 East, Salt Lake Meridian, is
located partially within the Fishlake National Forest.

The following cor. was established by A. D. Ferron in
1869. o ) < '

At the % sec, cor. of secs. 9 and 16, marked with a
sandstone 16x10x4 ins., firmly set and plainly mkd. %
on N, face.

. At the cor. point

Set an iron post, 30 ins. long, 2% ins. diam., 4 ins.
in the ground and in a mound of stone 3% ft. base to
brass cap mkd,

T22S R4E
59

“ S16
1969

Deposit the original stone alongside the corner.

From which I mark

An aspen, 5 ins. in diam., bears S. 28° W., 56 1ks,.
dist,, mkd. % S16 BT.

1g7”
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An aépen, 8 ins. in diam., bears N. 45° W., 25 lks.
dist., mkd. % S9 BT.

The cor. is located on nearly level hill top approx.
3% chs., dist. S. of trail rodd that bears E.and W. in
scattered aspen and pine growth.

Remonumentation of Cornmers in T. 22 S.; Re &4 W

Township 22 South, Range 4 West, Salt Lake Meridian, is
located within the Fishlake National Forest., Surveyed
by Adolphe Jessen in 1879, and portions resurveyed by
Page and Swan in 1898.

At the closing cor. of secs. 10 and 11, on the S. bdy.
of sec. 2, marked with a granite stone 20x12x6 ins.,
firmly set and plainly mkd. with 5 notches on the S.
and 2 on the E., CC on S. face.

At the cor. point

Set an iron post, 30 ins. long, 2% ins. in diam., 14
ins. in the ground and in a mound of stone 3 ft, base,
to brass cap mkd.

T22S R4W
s2

510|sS11

ccC
1969

Deposit the original stone alongside the corner.
The cor. is located on top of ridge that bears N, 40° W.

and S. 40° E., 75 lks. dist., E. of trail road that bears
N. and S. in thick oakbrush, '

At the cor. of secs. 3, 4, 9 and 10, marked with a
sandstone 51x9x7 ins., firmly set and plainly mkd.
with 5 notches on the S. and 3 on -the E., edge.

At the cor. point

Set an iron post, 30 ins, long, 2% ins., in diam., 6 ins,
in the ground and in a mound of stone 4 ft., base to bras
cap mkd.

T22S R4W

S4|83
$9(s10

1969

Original stone in mound alongside the corner.

oro 04
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Remonumentation of Corners in T. 22 S., R. 4 W.

The cor. is located on gentle NW. slope of hill at the
cor. of net wire fence that bears N., 5. and W. in sage
and oakbrush.

At the SE. cor. of sec. 18, marked with a sands tone
36x14x8 ins., (same as record) firmly set and plainly
mkd. with 5 notches on the E. and 3 on the §. edge.

From which,

The closing cor. of secs., 17 and 19, bears N. 1°
35' E., 50 lks. dist. (same as record).

At the cor. point

Set an iron post, 30 ins. long, 2% ins. in diam., 8
ins. in the ground and in a mound of stone 4 ft. base
to brass cap mkd.

T22S R4&W

518

S19
1969

Original stone in mound alongside the corner.

The cor. is located on top of rocky spur that projects
N. 20° E. approx. 8 chs. dist. W. of trail road that
bears N. 20° W, and S. 70° E., on turn in scattered
cedar and pinon growth.

At the closing cor. of secs. 17 and 19, on the E. bdy.
of sec. 18, marked with a sandstone 30x1l4xé4 ins., firmly
set and plainly mkd. with 5 notches on the E. and 3 on
the S. edge, CC on the E. face.

From which,

A cedar, 16 ins. in diam., bears N. 70° W., 8 1lks.
dist., mkd. T22S R4W S18 BT, (same as record).

A cedar, 10 ins. in diam., bears N. 45° E., 57 lks.
dist., mkd. T22S R4W S17 BT, (same as record).

The SE. cor. of sec. 18, bears S. 1° 35' W., 50
lks. dist., (same as record).

At the cor. point
Set an iron post, 30 ins. long, 2% ins. in diam., 10
ins. in the ground and in a mound of stone 3% ft. base
to brass cap mkd.

T22S R&4W

S17
C
SlBrng——C
1969

Original stone in mound alongside the corner.
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Remonumentation of Corners in T. 22 S., R. 4 W,

CHAINS

The cor. is located on top of rocky spur projecting N.
20° E. approx. 8 chs. dist. W. of trail road that bears
S. 70° E. and N. 20° W., on turn in scattered cedar and
pinon growth. - -

Remonumentation of Corners in T. 23 S., R. 1 E.

Township 23 South, Range 1 East, Salt Lake Meridian, is
located within the Fishlake National Forest. The follow
ing corners were established by A. D. Ferron in 1877.

At the 1/4 sec. cor. of secs. 23 and 24, marked with a
basalt stone 13x12x12 ins., firmly set and plainly mkd.
1/4 on W. face.

At the cor. point

Set an iron post, 30 ins. long, 2% ins. in diam., 24
ins. in the ground and raise a mound of stone 3 ft.
base, 1% ft. high, W. of cor. Brass cap mkd.

T23S R1E

L

Z .
S23[s24
1969
Deposit the original stone alongside the corner.
The cor. is located on nearly level land 13 lks. dist.
E. of five strand fence that bears N. and S.,340 lks.

dist. E. of dirt road that bears N. and S. in sagebrush
growth. No timber.

At the cor. of secs. 1, 2, 11 and 12, marked with a

trachyte stone 24x18x6 ins., firmly set and plainly

mkd. with 5 notches on the S, and 1 on the E. edge.

At the cor. p’oint

Set an iron post, 30 ins. long, 2% ins; in diam., 14

ins. in the ground and in a mound of stone 3 ft. base
to brass cap mkd.

T23S RI1E
S$2|51
S11|S12
1969
Deposit the original stone alongside the corner.
The cor. is located on W. slope of hill in sage and

oakbrush approx. 10 chs. dist. E. of trail road that
bears N. and S.

GPO 84
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Remonumentation of Corners in T. 23 S., R. 1 E.

At the cor. of secs. 2, 3, 10 and 11, marked with a
porphyry stone 29x16x5 ins., firmly set and plainly
mkd. with 5 notches on the S. and 2 on the E. edge.

From which,

A mahogany 7 ins., in diam., bears §. 88° E., 13
lks. dist., mkd. T23S RIE S11 BT, (same as record) .

No reméining evidence of the other two bearing
trees.

At the cor. point

Set an iron post, 30 ins. long, 2% ins. in diam., 12
ins. in the ground and in a mound of stone 3% ft. base
to brass cap mkd.

T23S RI1E

§3[s2

S10|s11
1969
Deposit the original stone alongside the corner.
The cor. is located on gentle NW. slope of hill, in

thick oak and mahogany growth approx. 5 chs. dist. E.
of trail road that bears N, 45° E. and S. 45° W.

Remonumentation of Corners in T. 23 S., R. 2 E.

Township 23 South, Range 2 East, Salt Lake Meridian, is
located within the Fishlake National Forest. The followd
ing corners were established by A. D. Ferron in 1877.

At the cor. of secs. 8, 9, 16 and 17, marked with a
sandstone 20x12x6 ins., firmly set and plainly mkd.
with 4 notches on the S. and E. edze, (record sandstone
30x30x16 ins.).
At the cor. point
Set an iron post, 30 ins.'long, 2% ins. in diam., 24
ins. in the ground and raise a mound of stone 3 ft.
base, 1% ft. high, W. of the cor. Brass cap mkd.
T23S R2E
S$8]S9
S17,S16
1969

From which I mark

A pinon pine, 6 ins. in diam., bears N. 6° E.,
107 1lks. dist., mkd. T23S R2E S9 BT.
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Remonumentation of Corners in T. 23 S., R. 2 E.

CHAINS

D2posit the original stone alongside the corner.

The cor. is located on gentle SW. slope of hill in
thick oakbrush approx. 5 chs. dist. E. of main dirt
road in Gooseberry Canyon that bears N. 30° W. and
S. 30° E.

At the cor. of secs. 7, 8, 17 and 18, marked with a
sandstone 14x8x6 ins., firmly set and plainly mkd.
with 5 notches on the E. and 4 on the S. edge.

From which,

A cedar, 16 ins. in diam., bears N. 55° E., 123
lks. dist., mkd. T23S R2E S8 BT, (record N. 45° E.,
160 1ks. dist.).

A cedar, 14 ins. in diam,, bears S. 51° W., 32 1lks.
dist., mkd. T23S R2E S18 BT, (record S. 46° W., 29
lks. dist.).

At the cor. point

Set an iron post, 30 ins. long, 2% ins. in diam., 16 ins,
in the ground and in a mound of stone 3 ft. base to brass
cap mkd. ¢

T23S R2E
$7(s8
S18|s17

1969

From which I mark

A cedar, 6 ins. in diam., bears N. 29° W., 4 1lks.
dist., mkd. T23S R2E S7 BT.

Deposit the original stone alongside the corner.

The cor. is located on gentle SE. slope of hill, in
scattered cedar and pinon growth 40 lks. dist. W. of
small wash, 10 lks. wide, 1 ft. deep, that drains S.

At the 1/4 sec, cor, of secs, 7 and 8, marked with a
trachyte stone 14x12x5 ins., firmly set and plainly mkd.
1/4 on W. face.

At the cor. point

Set an iron post, 30 ins. long, 2% ins. in diam., 20
ins. in the ground and in a collar of stone, brass cap
mkd.

T23S R2E

%
S7|s8

1969

From which I mark

ero e
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Remonumentation of Corners in T. 23 S., R. 2 E.

CHAINS

‘A cedar, 7 ins. in diam., bears §. 72° 30' E., 88
lks. dist., mkd, 1/4 S8 ‘BT.

A cedar, 6 ins. in diam., bears S. 52° 30' W., 24
lks. dist., mkd. 1/4 S7 BT.

Deposit the original stone alongside the corner.
The cor. is located on N. slope of hill; in thick oak,

cedar and pinon growth 6 lks. dist. E. and 13 lks. dist.
N. of fence cor. projecting S. 45° E. and S. 45° W.

At the cor., of secs. 5, 6, 7 and 8, marked with a sand-
stone 18x10x8 ins., firmly set and plainly marked with
5 notches on the S. and E. edges.

- From which,
A cedar, 24 ins. in diam., bears N. 48° E., 41

lks. dist., mkd. T23S R2E S5 BT, (record N. 60° E.
44 1lks. dist.).

3

At the cor. point

Set an iron post, 30 ins. long, 2% ins. in diam., 24
ins. in the ground and raise a mound of stone 3% ft.
base, 1% ft. high, W. of cor. Brass cap mkd.

T23S R2E

8655

S7/s8
1969

From which I mark

A pine, 4 ins. in diam., bears S. 38° E., 12 1ks.
dist., mkd. T23S R2E S8 BT.

A cedar; 4 ins. in diam., bears S. 53° W., 31 1lks.
dist., mkd. BT. -

A cedar, 6 ins. in diam., bears N. 67° W., 43 1lks.
dist., mkd. T23S R2E S6 BT.

Deposit the original stone alongside the corner.

The cor. is located on gentle W. slope in thick cedar
and pine growth approx. 5% chs. dist. E. of main dirt

road in Gooseberry Canyon that bears S. 45° E. and N,
45° W.

At the 1/4 sec. cor. of secs. 6 and 7, marked with a

sandstone 18x15x8 ins., firmly set and plainly mkd. 1/4
on N, face. ‘

From which,
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Remonumentation of Corners in T. 23 S,, R. 2 E,

A cedar, 24 ins. in diam., bears S. 81° W., 13 1lks.
dist., mkd. 1/4 S BT, (record S. 89° W., 26 1lks.
dist.).

At the cor. poiﬁt
Set an iron post, 30 ins. long, 2% ins. in diam., 24

ins. in the ground and raise a mound of stone 3 ft. base,
1% ft. high, N. of cor. Brass cap mkd.

T23S R2E
S6

s S7
1969

From which I mark

A cedar, 6 ins. in diam., bears N. 26° E., 70 lks.
dist., mkd. 1/4 S6 BT.

Deposit the original stone alongside the corner.

The cor. is located on SW. slope of hill, in cedar and
pinon growth approx. 4 chs. dist. E. of old fence that
bears N. and S.,about 9 chs. dist. E. of trail road
that bears N. and S.

Remonumentation of Corners in T. 23 S., R. 3 W.

Township 23 South, Range 3 West, Salt Lake Meridian, is
located within the Fishlake National Forest. The follow
ing corners were established by Charles Mogo in 1856 and
resurveyed by John T. Breckon in 1896.

At the 1/4 sec. cor. of secs. 13 and 18, on the E. bdy.
of the Tp., marked with a trachyte stone 16x10x6 ins.,
firmly set but dimly mkd. and witnessed by a mound of
stone W. of the cor. (same as record).

At the cor. point

Set an iron post, 30 ins. long, 2% ins. in diam., 12
ins. in the ground and in a mound of stone 3% ft. base
to brass cap mkd.

T238
R3W R2W

%
S13|s18

1969
Deposit the original stone alongside the corner.

The cor. is located on rocky S. slope of hill in sage-
brush growth at the head of small draw that drains S.y

approx. 8 chs, dist. E. of trail road that bears N. and
S. :

GPO 84
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Remonumentation of Corners in T. 23 S., R. 3 W.

At the 1/4 sec. cor. of secs. 12 and 13, marked with a
flintstone 14x10x8 ins., firmly set and plainly mkd.
1/4 on N. face, witnessed by a mound of stone to N.

At the cor. point

Set an iron post, 30 ins. long, 2% ins. in diam., 24
ins. in the ground and raise a mound of stone 3 ft.
base, 1% ft. high, to N. Brass cap mkd.

T23S R3W

512
P L)
“ 7513

1969
Deposit the original stone alongside the corner.
The cor. is located on SE. slope of hill, in scattered

cedar growth 120 lks. dist. N. of jeep trail that bears
E. and W.

At the 1/4 sec. cor. of secs. 14 and 23, marked with a

quartzite stone 14x8x6 ins., firmly set and plainly mkd.

‘'1/4 on N. face, witnessed by a mound of stone to N.
At the cor. point

Set an iron post, 30 ins. long, 2% ins. in diam., 14
ins. in the ground and in a mound of stone 3 ft. base
to brass cap mkd.

T23S R3W
1 814
* 823

1969

Deposit the original stone‘alongside the corner.

The cor. is located on top of broken, rocky spur pro-
jecting S. 35 lks. dist. E. of steep, ledgy descent
into canyon that bears N. and S. in scattered cedar
growth. ' '

Remonumentation of Corners in T. 23 S., R. 5w,

Township 23 South, Range 5 West, Salt Lake Meridian, is
located partially within the Fishlake National Forest.

The S. bdy. was surveyed by A. J. Stewart in 1876, and

the subdivisional lines by Adolphe Jessen in 1879.

At the cor. of secs. 33 and 34 on the S. bdy. of the
Tp., marked with a sandstone 20x11x5 ins., firmly set
and plainly mkd. with 3 notches on the E. and W. edges.

At the cor. point
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Remonumentation of Corners in T. 23 S., R. 5 W.

Set an iron post, 30 ins. long, 2% ins. in diam., 16
ins. in the ground and in a mound of stone 3 ft. base
to brass cap mkd.

T23S RSW

$33[834
s1

T24S RSW
1969

Deposit the original stone alongside the corner.

The cor. is located on gentle N. slope of rolling foot-

hills, in scattered cedar growth 11 lks. dist. S. of
four strand fence cor. that bears N. and W.

At the 1/4 sec. cor. of sec. 33 on the S, bdy. of the
Tp., marked with a sandstone 24x12x6 ins., firmly set
and plainly mkd. 1/4 on N. face.

At the cor. point

Set an iron post, 30 ins. long, 2% ins. in diam., 18
ins. in the ground and in a collar of stone to brass
cap mkd.

T23S RSW

¥ 833

T24S
1969

Deposit the original stone alongside the corner.

The cor. is located on gentle NE. slope of rolling
foothills, in oak and scattered cedar growth 8 lks.
dist. S. of four strand fence line and reseeded area
that bears E. and W.,140 lks. dist. W. of small draw
that drains N.,130 lks. dist. E. of trail road that
bears N. and S.

At the 1/4 sec. cor. of sec. 32 on the §. bdy. of the
Tp., marked with a limestone 18x12x5 ins., (record

sandstone 20x15x5 ins.), firmly set and dimly mkd. 1/4

on N. face.
At the cor. point

Set an iron post, 30 ins. long, 2% ins. in diam., 18
ins. in the ground and in a collar of stone to brass
cap mkd.

T23S R5W

¥ 832
T24S

1969

Deposit the original stone alongside the corner.

GPO 84
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Remonumentation of Corners in T. 23 S., R. 5 W.

The cor. is located on rolling foothills, in scattered
cedar growth 49 lks, dist. N. of four strand fence line
that bears E. and W. 3 chs. dist. E. of small creek that
flows N.

At the 1/4 sec. cor. of sec. 31 on the §. bdy. of the
Tp., marked with a white sandstone 25x12x10 ins., firmly
set and plainly mkd. 1/4 on N. face.

At the cor., point

Set an iron post, 30 ins. long, 2% ins. in diam., 18
ins. in the ground and in a mound of stone to brass
cap mkd.

T23S R5W

¥ s31
T24S
1969

Deposit the original stone alongside the corner.
The cor. is located on gentle N. slope of rolling land,

and in scattered cedar growth 4 lks. dist. N. of four
strand fence that bears E. and W.

At the cor. of secs. 31 and 36, on the S. bdy. between
Rs. 5 and 6 W., marked with a quartzite stone 24x12x8
ins., firmly set and plainly mkd. with 6 notches on the
E., W., and N. edges.

At the cor. point

Set an iron post, 30 ins. long, 2% ins. in diam., 24
ins. in the ground and raise a mound of stone 3 ft.
base, 1% ft. high, N. of cor. Brass cap mkd.

T23S
R6W RSW

§36(831

S4
T24S R5W
1969

Deposit the original stone alongside the corner.
The cor. is located in bottom of draw, 3 chs. wide,

that drains N. in scattered cedar growth 15 lks. dist.
S. of four strand fence that bears E. and W.

At the cor. of secs. 13, 14, 23 and 24, marked with a
sandstone 30x18x6 ins., firmly set and plainly mkd. with
3 notches on the S. and 1 on the E. edge.

At the cor. point
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Remonumentation of Corners in T. 23 S., R. 5 W.

Set an iron post, 30 ins. long, 2% ins. in diam., 12
ins. in the ground and in a mound of stone 3% ft. base
to brass cap mkd. )

T23S R5W
514(513
523|824

1969

Deposit the original stone alongside the corner.

The cor. is located on steep W. slope of hill in scat-
tered cedar growth 90 lks. dist. S. of four strand
fence that bears E. and W.

At the 1/4 sec. cor. of secs. 13 and 14, marked with a
sandstone 20x15x5 ins., firmly set and plainly mkd. 1/4
on W, face.

At the cor. point

Set an iron post, 30 ins. long, 2% ins. in diam., 12
ins. in the ground and in a mound of stone 4 ft. base
to brass cap mkd. '

T23S R5W

%
s14|s13

1969
Deposit the original stone alongside the corner.
From which I mark

A cedar, 10 ins., in diam., bears N. 81° 30' E.,
30 lks. dist., mkd. 1/4 S13 BT.

A cedar, 12 ins. in diam., bears S. 56° 30' W.,
32 lks. dist., mkd. 1/4 S14 BT.

The cor. is located at head of small draw that drains
S. 40° W. in scattered cedar growth.

At the 1/4 sec. cor. of secs. 14 and 23, marked with a
quartzite stone 20x15x6 ins., firmly set and plainly
mkd. 1/4 on N. face. )

At the cor. point
Set an iron post, 30 ins. long,;Z% ins. in diam., 17

ins. in the ground and in a collar of stone to brass cap
mkd .

T23S R5W
L _Sl4
“ 7523

1969
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Remonumentation of Corners in T. 23 S., R. 5 W.
CHAINS

Deposit the original stone alongside the corner.

The cor. is located on W. slope of rolling foothills

in scattered cedar growth 2 chs. dist. E. of trail road
that bears S. 30° W. and N. 30° E.,at the cor. of four
strand fence that bears S. and E.

At the cor. of secs. 14, 15, 22 and 23, marked with a
limestone 14x7x4 ins., firmly set and plainly mkd. with
3 notches on the S. and 2 on the E. edge.

At the cor. point
Set an iron post, 30 ins. long, 2% ins. in diam., 6 ins.
in the ground and in a mound of stone 3% ft. base to
brass cap mkd.

T23S R5W

S15|S814

§22(s23

1969

Deposit the original stone alongside the corner.

The cor. is located on nearly level land in sagebrush
growth 50 lks. dist. N. of trail road that bears E. and
W., 150 lks. dist., N. of three strand fence that bears E.
and W,

At the 1/4 sec. cor. of secs. 33 and 34, marked with a
sandstone 14x10x6 ins., firmly set and plainly mkd. 1/4
on W. face.

At the cor. point

Set an iron post, 30 ins. long, 2% ins. in diam., 18 ins.
in the ground and in a collar of stone to brass cap mkd.

T23S RSW

%
$33|s34

1969
Deposit the original stone alongside the corner.
The cor. is located on gentle N. slope of rolling foot-

hills, in scattered cedar growth 3 lks. dist. E. of four
strand fence that bears N. and S.
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CERTIFICATE OF SURVEY

I (YW, Ferrel D. Reynolds , HEREBY

CERTIFY upon honor that, in pursuance of special instructions bearing date of the 15th  day

of February , 19 61, () ¥ have remonumented corners in T. 15 8., R. 3 W,
T. 16 S., R. 3 W., T. 18S., R, 3 W,, T. 198.,, R. 3W,, T, 208., R. 2W., T.
21 §., R. 2W., T. 21 S., R, 4W., T. 22S., R. 1 E., T. 22S., R. 2 B., T, 22
R. 4E., T. 22S., R. 4W., T. 23S., R. L E., T. 23 S., R. 2 E., T. 23 S., R.
and T. 23 S., R, 5 W,

of the Salt Lake Meridian, in the State of Utah , which

are represented in the foregoing field notes as having been executed by (me), (K0 and under (my)
remonumentation

&KX direction; and that said /3MMHX has been made in strict conformity with said special instruc-

tions, the Manual of Instructions for the Survey of the Public Lands of the United States, and in

specific manner described in the foregoing field notes.

February 13, 1970
(Date)

Surveying Technician

(Date) (Cadastral Surveyor)

CERTIFICATE OF APPROVAL
SUSWITTED FOR APFRUVAL
Date __Jun 0 s D BUREAU OF LAND MANAGEMENT
Washington, D.C.

)

-

The foregoing field notes of the remonumentation of corners in T. 15 5., R. 3

W.,
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